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<Start of modified section 1>

–
FailureInformation
Table 4.6.1-4: FailureInformation
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	FailureInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    failureInformation SEQUENCE {
	
	
	

	      failureInfoRLC-Bearer SEQUENCE {
	
	
	

	        cellGroupId
	Not checked
	
	

	        logicalChannelIdentity
	Not checked
	
	

	        failureType
	Not checked
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension ::= SEQUENCE {
	
	
	DAPS_HOF

	        FailureInformation-v1610-IEs ::= SEQUENCE {
	
	
	

	          failureInfoDAPS-r16 ::= SEQUENCE {
	
	
	

	            failureType-r16
	daps-failure
	Indicate handover failure type is DAPS handover failure
	

	          }
	
	
	

	          nonCriticalExtension
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	DAPS_HOF
	DAPS handover failure


<End of modified section 1>
<Start of modified section 2>
–
CondReconfigToAddModList
Table 4.6.3-25C: CondReconfigToAddModList

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigToAddModList-r16 ::= SEQUENCE {
	
	
	

	  condReconfigId-r16
	CondReconfigId-r16
	
	

	  condExecutionCond-r16::= SEQUENCE {
	
	
	

	    MeasId [1]
	1
	identify a measurement configuration
	

	  }
	
	
	

	condRRCReconfig-r16
	RRCReconfiguration with condition NR_MEAS
	
	

	}
	
	
	


<End of modified section 2>
<Start of modified section 3>
–
ConditionalReconfiguration
Table 4.6.3-25D: ConditionalReconfiguration

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16::= SEQUENCE {
	
	
	

	  attemptCondReconfig-r16
	true
	
	

	  condReconfigToRemoveList-r16
	CondReconfigToRemoveList-r16
	
	

	  condReconfigToRemoveList-r16
	CondReconfigToAddModList-r16
	
	

	}
	
	
	


<End of modified section 3>
<Start of modified section 4>

–
RadioBearerConfig
Table 4.6.3-132: RadioBearerConfig

	 Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB1

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB1
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB2, RESUME

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	RESUME

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB3

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      srb-Identity
	SRB-Identity with condition SRB3
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	2 entries
	
	SRB_NR_PDCP

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB1
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	SRB_NR_PDCP AND Re-establish_PDCP

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	    SRB-ToAddMod[2] SEQUENCE {
	
	entry 2
	

	      SRB-Identity
	SRB-Identity with condition SRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	SRB_NR_PDCP AND Re-establish_PDCP

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb3-ToRelease
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	EN-DC_DRB

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        eps-BearerIdentity
	6
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	EN-DC_DRB AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	EN-DC_DRB AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	MCG_NR_PDCP

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        eps-BearerIdentity
	12
	EPS Bearer Id of default MCG DRB
	

	      }
	
	
	

	      drb-Identity
	8
	DRB Id of default MCG DRB
	

	      reestablishPDCP
	Not present
	
	

	      recoverPDCP
	Not present
	
	

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	DRB1

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        sdap-Config
	SDAP-Config
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB1
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	DRB1 AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	DRB1 AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	      daps-Config-r16
	Not present
	
	

	
	true
	
	DRB1 AND DAPS_PDCP

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	DRB2

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        sdap-Config
	SDAP-Config
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	DRB2 AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	DRB2 AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	      daps-Config-r16
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	n entries
	n is the number of DRBs established before RRC resume
	RESUME

	    DRB-ToAddMod[k, k=1..n] SEQUENCE {
	
	entry [k, k=1..n]
	

	      cnAssociation
	Not present
	
	

	      drb-Identity
	DRB-Identity with condition DRBk
	
	

	      reestablishPDCP
	true
	
	

	      recoverPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	
	

	      daps-Config-r16
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  securityConfig
	Not present
	
	SRB1

	  securityConfig SEQUENCE {
	
	
	

	    securityAlgorithmConfig
	SecurityAlgorithmConfig
	
	

	    keyToUse
	master
	
	

	
	secondary
	
	SRB3, EN-DC_DRB

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB3
	Establishment of SRB3

	MCG_NR_PDCP
	EN-DC MCG DRB configured or reconfigured with NR PDCP

	SRB_NR_PDCP
	EN-DC SRB1 and SRB2 configured with NR PDCP

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	DRB1
	Establishment of DRB1

	DRB2
	Establishment of DRB2

	EN-DC_DRB
	EN-DC DRB configured on SCG

	Re-establish_PDCP
	Re-establishment of PDCP

	Recover_PDCP
	Recovery of PDCP

	RESUME
	Used in RRCResume Message

	DAPS_PDCP
	Used when the bearer is configured as DAPS bearer


<End of modified section 4>

<Start of modified section 5>

–
ReportConfigNR
Table 4.6.3-142: ReportConfigNR(Thres1, Thres2)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	PERIODICAL

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount
	infinity
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	false
	
	

	
	true
	
	pc_ss_SINR_Meas

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRS-Indexes
	Not present
	
	

	      maxNrofRS-IndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      useWhiteCellList
	false
	
	

	    }
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	EVENT_A1

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA3 SEQUENCE {
	
	
	EVENT_A3

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA4 SEQUENCE {
	
	
	EVENT_A4

	          a4-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA5 SEQUENCE {
	
	
	EVENT_A5

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	Thres2
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA6 SEQUENCE {
	
	
	EVENT_A6

	          a6-Offset CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount 
	r2
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	false
	
	

	
	true
	
	pc_ss_SINR_Meas

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRS-Indexes
	Not present
	
	

	      maxNrofRS-IndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      reportAddNeighMeas
	Not present
	
	

	    }
	
	
	

	    reportCGI SEQUENCE {
	
	
	CGI

	      cellForWhichToReportCGI
	PhysCellId
	
	

	    }
	
	
	

	    condTriggerConfig SEQUENCE {
	
	
	CHO. CPC

	      condEventId CHOICE {
	
	
	

	        condEventA3 SEQUENCE {
	
	
	EVENT_A3

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        condEventA5 SEQUENCE {
	
	
	EVENT_A5

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	Thres2
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EVENT_A1
	Configuration of Event A1

	EVENT_A2
	Configuration of Event A2

	EVENT_A3
	Configuration of Event A3

	EVENT_A4
	Configuration of Event A4

	EVENT_A5
	Configuration of Event A5

	EVENT_A6
	Configuration of Event A6

	PERIODICAL
	Configuration of periodical reporting

	CGI
	Configuration of CGI measurement

	CHO
	Configuration of conditional handover

	CPC
	Conditional PScell change


<End of modified section 5>
