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	Reason for change:
	1. For RBConfig_KeyChange condition (RadioBearerConfig to perform Intra-NR handover with security key change), Table 4.8.1-1A RRCReconfiguration-HO specify RadioBearerConfig with conditions SRB1 and SRB2 and DRBn and Re-establish_PDCP, but MasterKeyChange is set to omit by default.
However, as per TS 38.331, MasterKeyChange shall also be included: 
This field is mandatory present in case masterCellGroup includes ReconfigurationWithSync and RadioBearerConfig includes SecurityConfig with SecurityAlgorithmConfig, indicating a change of the AS security algorithms associated to the master key. If ReconfigurationWithSync is included for other cases, this field is optionally present, need N. Otherwise the field is absent.

2. For HO with condition RBConfig_KeyChange, the SRBs need to re-establish PDCP. This is not currently done with the conditions used

	
	

	Summary of change:
	1. Updated Table 4.8.1-1A to include MasterKeyChange on RBConfig_KeyChange condition 
2. Replaced the associated conditions SRB1 and SRB2 of RadioBearerConfig with condition SRB_NR_PDCP
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	Other comments:
	r1->resolving coversheet issue, removed colon from the title
r2-> Replaced the associated conditions SRB1 and SRB2 of RadioBearerConfig with condition SRB_NR_PDCP
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4.8
Reference configurations

4.8.1
Radio configurations

–
RRCReconfiguration-DRB(n, m)

Table 4.8.1-1: RRCReconfiguration-DRB (n, m)

	Derivation Path: Table 4.6.1-13.

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration SEQUENCE {
	
	
	

	        radioBearerConfig
	RadioBearerConfig-DRB(n,m)
	
	

	        secondaryCellGroup
	CellGroupConfig-DRB(n.m)
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCReconfiguration-HO
Table 4.8.1-1A: RRCReconfiguration-HO

	Derivation Path: Table 4.6.1-13.

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	RadioBearerConfig with conditions SRB_NR_PDCP and DRBn and Re-establish_PDCP
	
	RBConfig_KeyChange

	
	RadioBearerConfig with conditions DRBn and Recover_PDCP
	
	RBConfig_NoKeyChange

	      secondaryCellGroup
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	          masterCellGroup
	CellGroupConfig with conditions  PCell_change
	OCTET STRING (CONTAINING CellGroupConfig)
	

	        masterKeyUpdate
	Not present
	
	

	        masterKeyUpdate SEQUENCE {
	
	
	RBConfig_KeyChange

	          keySetChangeIndicator
	false
	Horizontal key derivation
	

	          nextHopChainingCount
	NextHopChainingCount
	
	

	          nas-Container
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	RBConfig_KeyChange
	RadioBearerConfig to perform Intra-NR handover with security key change

	RBConfig_NoKeyChange
	RadioBearerConfig to perform Intra-NR handover without security key change
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