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10.1.6.1.3
Test description

10.1.6.1.3.1
Pre-test conditions

System Simulator:

-
NGC Cell A.

UE:

None.

Preamble:

The UE is in state 3N-A on NGC Cell A according to TS 38.508-1 [4].

10.1.6.1.3.2
Test procedure sequence

Table 10.1.6.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause the UE to request establishment of PDU session to the DN.(Note 1)
	-
	-
	-
	-

	2
	The PDU session establishment procedure as specified in TS 38.508-1 [4] subclause 4.5A.2  take place.
	-
	-
	-
	-

	3
	Cause the UE to request release of PDU session established during step 2.(Note 2)
	-
	-
	-
	-

	4
	The UE transmits a PDU SESSION RELEASE REQUEST message.
	-->
	PDU SESSION RELEASE REQUEST
	-
	-

	5
	The SS transmits a PDU SESSION MODIFICATION COMMAND message.
	<--
	PDU SESSION MODIFICATION COMMAND
	-
	-

	6
	Check: Does the UE transmit a PDU SESSION MODIFICATION COMPLETE or PDU SESSION MODIFICATION COMMAND REJECT message in the next 3 seconds?
	-
	-
	1
	F

	7
	Check: Does the UE perform PDU session release procedure defined in clause 4.9.21 of TS 38.508-1 [4]?
	-
	-
	1
	P

	8
	Void
	
	
	
	

	Note 1: The request to establish a PDU session may be performed by MMI or AT command.

Note 2: The request to release a PDU session may be performed by MMI.


10.1.6.1.3.3
Specific message contents

Table 10.1.6.1.3.3-1: PDU SESSION RELEASE REQUEST (step 4, Table 10.1.6.1.3.2-1)

	Derivation Path: TS 38.508-1 [4] Table 4.7.2-12

	Information Element
	Value/remark
	Comment
	Condition

	PDU session ID
	Set to the ID UE requested in step 2 in Table 10.1.6.1.3.2-1
	
	

	PTI
	Any value from 1 to 254
	
	


Table 10.1.6.1.3.3-2: PDU SESSION MODIFICATION COMMAND (step 5, Table 10.1.6.1.3.2-1)

	Derivation Path: TS 38.508-1 [4] Table 4.7.2-9

	Information Element
	Value/remark
	Comment
	Condition

	PDU session ID
	Set to the ID UE requested in step 2 in Table 10.1.6.1.3.2-1
	
	

	PTI
	'0000 0000'B
	No procedure transaction identity assigned
	


Table 10.1.6.1.3.3-3: PDU SESSION RELEASE COMMAND (step 7, Table 10.1.6.1.3.2-1; step 1, TS 36.508 [4] Table 4.9.21.2.2-1)

	Derivation Path: TS 38.508-1 [4] Table 4.7.2-14

	Information Element
	Value/remark
	Comment
	Condition

	PDU session ID
	Same ID as

the ID UE requested in step 2 in Table 10.1.6.1.3.2-1
	
	

	PTI
	The value indicated in PDU SESSION RELEASE REQUEST
	
	

	5GSM cause
	'0010 0100'B
	#36 regular deactivation
	


Table 10.1.6.1.3.3-4: PDU SESSION RELEASE COMPLETE (step 8, Table 10.1.6.1.3.2-1; step 2, TS 36.508 [4] Table 4.9.21.2.2-1)

	Derivation Path: TS 38.508-1 [4] Table 4.7.2-15

	Information Element
	Value/remark
	Comment
	Condition

	PDU session ID
	Same ID as

the ID UE requested in step 2 in Table 10.1.6.1.3.2-1
	
	

	PTI
	The value indicated in PDU SESSION RELEASE REQUEST
	
	


