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	Reason for change:
	According to 38.331 PDCCH-ConfigCommon information element, controlResourceSetZero and searchSpaceZero are based on condition InitialBWP-Only 
If SIB1 is broadcast the field is mandatory present in the PDCCH-ConfigCommon of the initial BWP (BWP#0) in ServingCellConfigCommon; it is absent in other BWPs and when sent in system information

Based on the above reference for SA testing, when SIB1 is transmitted, searchSpaceZero and controlResourceSetZero  shall be absent in ServingCellConfigCommonSIB( PDCCH-ConfigCommon 


	
	

	Summary of change:
	Introduced new condition InitialBWP and called PDCCH-ConfigCommon with condition ConfigSIB
searchSpaceZero and controlresourcesetzero are set to not present for condition InitialBWP
Reference calling IEs are updated with the appropriate condition
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	This CR's revision history:
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R2 : re worked the Change and used new condition InitialBWP


4.6
Default NG-RAN RRC message and information elements contents

4.6.0
General

4.6.0.1
Global conditions

Groups of RRC conditions including always one condition set to true.

Table 4.6.0.1-1: Signalling, RF/RRM/Performance
	Condition
	Explanation

	SIG
	Used for signalling test cases

	RF
	Used for RF/RRM/Performance test cases


Table 4.6.0.1-2: NR operating bands

	Condition
	Explanation

	FR1
	410 MHz – 7125 MHz

	FR2
	24250 MHz – 52600 MHz


Table 4.6.0.1-3: FDD/TDD

	Condition
	Explanation

	FDD
	Frequency Division Duplex

	TDD
	Time Division Duplex


Table 4.6.0.1-4: Subcarrier spacing

	Condition
	Explanation

	SCS15
	15kHz

	SCS30
	30kHz

	SCS60
	60kHz

	SCS120
	120kHz

	SCS240
	240kHz


4.6.1
Contents of RRC messages

[Contents Skipped Here]
BWP-Downlink
Table 4.6.3-9: BWP-Downlink

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Downlink ::= SEQUENCE {
	
	
	

	  bwp-Id
	BWP-Id with condition BWP-Id1
	
	

	  bwp-Common
	BWP-DownlinkCommon with condition InitialBWP
	
	

	  bwp-Dedicated
	BWP-DownlinkDedicated
	
	

	}
	
	
	


BWP-DownlinkCommon
Table 4.6.3-10: BWP-DownlinkCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-DownlinkCommon ::= SEQUENCE {
	
	
	

	  genericParameters
	BWP
	
	

	  pdcch-ConfigCommon CHOICE {
	
	
	

	    setup
	PDCCH-ConfigCommon
	
	

	
	PDCCH-ConfigCommon with condition SCell_add
	
	SCell_Add

	
	PDCCH-ConfigCommon with condition InitialBWP
	
	InitialBWP

	  }
	
	
	

	  pdsch-ConfigCommon CHOICE {
	
	
	

	    setup 
	PDSCH-ConfigCommon
	
	

	  }
	
	
	

	}
	
	
	


[Contents Skipped Here]
DownlinkConfigCommonSIB
Table 4.6.3-53: DownlinkConfigCommonSIB

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DownlinkConfigCommonSIB ::= SEQUENCE {
	
	
	

	  frequencyInfoDL
	FrequencyInfoDL-SIB
	
	

	  initialDownlinkBWP
	BWP-DownlinkCommon with condition InitialBWP
	
	

	  bcch-Config SEQUENCE {
	
	
	

	    modificationPeriodCoeff
	n4
	
	

	  }
	
	
	

	  pcch-Config SEQUENCE {
	
	
	

	    defaultPagingCycle
	rf128
	
	

	    nAndPagingFrameOffset CHOICE {
	
	
	

	      halfT
	0
	
	

	    }
	
	
	

	    ns
	one
	
	

	    firstPDCCH-MonitoringOccasionOfPO CHOICE {}
	Not present
	
	

	  }
	
	
	

	}
	
	
	


[Contents Skipped Here]
PDCCH-ConfigCommon
Table 4.6.3-96: PDCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	
	

	
	Not present
	
	SCell_Add
InitialBWP

	  commonControlResourceSet
	ControlResourceSet
	
	EN-DC

	
	Not present
	
	

	  searchSpaceZero
	SearchSpaceZero
	
	

	
	Not present
	
	SCell_Add
InitialBWP

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	2 entries
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	    SearchSpace[2]
	SearchSpace with condition SISS
	entry 2
	

	  }
	
	
	

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	1 entry
	
	EN-DC

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	  }
	
	
	

	  commonSearchSpaceList
	Not present
	
	SCell_Add

	  searchSpaceSIB1
	0
	
	

	
	Not present
	
	EN-DC,

SCell_Add

	  searchSpaceOtherSystemInformation
	SearchSpaceId with condition SISS
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  pagingSearchSpace
	0
	
	

	
	Not present
	
	EN-DC,

SCell_Add

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	
	Not present
	
	SCell_Add

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	SCell_Add
	Add SCell

	InitialBWP
	Configured via DownlinkConfigCommonSIB or in other BWPs


