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<< Start of change 1>>

F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.3B.2.1 Reference sensitivity for Intra-band Contiguous EN-DC (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.2 Reference sensitivity for Intra-band non-contiguous EN-DC (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.3 Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.3_1.1 Reference sensitivity for Inter-band EN-DC within FR1 (3 CCs)
	Same as clause 7.3A.1 in TS 38.521-1 [8]
	

	7.3B.2.4 Reference sensitivity for Inter-band EN-DC including FR2
	Same as clause 7.3.2 in TS 38.521-2 [9]
	

	7.4B.1 Maximum Input Level for Intra-Band Contiguous EN-DC (2 CCs)
	MU for NR CC downlink power same as clause 7.4 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.4B.2 Maximum Input Level for Intra-Band Non-Contiguous EN-DC (2 CCs)
	Same as clause 7.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.4B.3 Maximum Input Level for Inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.4B.3_1.1 Maximum Input Level for Inter-band EN-DC within FR1 (3 CCs)
	Same as clause 7.4A.1 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.5B.1 Adjacent Channel Selectivity for intra-band contiguous EN-DC (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.5B.2 Adjacent Channel Selectivity for intra-band non-contiguous EN-DC (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.5B.3 Adjacent Channel Selectivity for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.5 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.5B.3_1.1 Adjacent Channel Selectivity for EN-DC within FR1 (3 CCs)
	Same as clause 7.5A.1 in TS 38.521-1 [8]
Uplink power measurement same as 6.2B.1.3.
	

	7.5B.3_1.2 Adjacent Channel Selectivity for EN-DC within FR1 (4 CCs)
	Same as clause 7.5 in TS 38.521-1 [8]
Uplink power measurement same as 6.2B.1.3.
	The wanted signal level uncertainty applies for each CC

	7.5B.4 Adjacent Channel Selectivity for inter-band EN-DC including FR2 (2CCs)
	Same as clause 7.5 in TS 38.521-2 [9]
	

	7.6B.2.1 Inband blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.6.2 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.2.2 Inband blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.6.2 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.2.3 Inband blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.6.2 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.2.3_1.1 Inband blocking for EN-DC within FR1 (3 CCs)
	Same as clause 7.6A.2.1 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.2.3_1.2 Inband blocking for  EN-DC within FR1 (4 CCs)
	TBD
	

	7.6B.2.3_1.3 Inband blocking for EN-DC within FR1 (5 CCs)
	TBD
	

	7.6B.2.3_1.4 Inband blocking for EN-DC within FR1 (6 CCs)
	TBD
	

	7.6B.2.4 Inband blocking for inter-band EN-DC including FR2 (2 CCs)
	Same as 7.6.2 in TS 38.521-2 [9]
	

	7.6B.2.4_1.1 Inband blocking for inter-band EN-DC including FR2 (3 CCs)
	TBD
	

	7.6B.2.4_1.2 Inband blocking for inter-band EN-DC including FR2 (4 CCs)
	TBD
	

	7.6B.2.4_1.3 Inband blocking for inter-band EN-DC including FR2 (5 CCs)
	TBD
	

	7.6B.2.4_1.4 Inband blocking for inter-band EN-DC including FR2 (6 CCs)
	TBD
	

	7.6B.3.1 Out-of-band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.6.3 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.3.2 Out-of-band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.6.3 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.3.3 Out-of-band blocking for inter-band EN-DC within FR1 (2 CCs)
	First condition:

Same as clause 7.6.3 in TS 38.521-1 [8].

Uplink power measurement for NR CC same as 6.3.1 in TS 38.521-1 [8].

Uplink power measurement for E-UTRA CC same as 6.2.5 in TS 36.521-1 [10].

Second condition:

TBD
	

	7.6B.4.1 Narrow band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.6.4 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.4.2 Narrow band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.6.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.4.3 Narrow band blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.6.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.4.3_1.1 Narrow band blocking for EN-DC within FR1 (3 CCs)
	Same as clause 7.6A.4.1 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.4.3_1.2 Narrow band blocking for EN-DC within FR1 (4 CCs)
	TBD
	

	7.6B.4.3_1.3 Narrow band blocking for EN-DC within FR1 (5 CCs)
	TBD
	

	7.6B.4.3_1.4 Narrow band blocking for EN-DC within FR1 (6 CCs)
	TBD
	

	7.7B.1 Spurious Response for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.7 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.7B.2 Spurious Response for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.7 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.7B.3 Spurious Response for inter-band EN-DC within FR1 (2 CCs)
	First condition:

Same as clause 7.7 in TS 38.521-1 [8].

Uplink power measurement for NR CC same as 6.3.1 in TS 38.521-1 [8].

Uplink power measurement for E-UTRA CC same as 6.2.5 in TS 36.521-1 [10].

Second condition:

TBD
	

	7.8B.2.1 Wideband Intermodulation for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.8.2 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.8B.2.2 Wideband Intermodulation for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.8.2 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.2.
	

	7.8B.2.3 Wideband Intermodulation for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.8.2 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.3.
	

	7.8B.2.6 Wideband Intermodulation for EN-DC within FR1 (3 CCs) (2 CCs)
	Same as clause 7.8A.2.1 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.3.
	

	7.9B.1 Spurious Emissions for intra-band contiguous EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.2 Spurious Emissions for intra-band non-contiguous EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.3 Spurious Emissions for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.4
Spurious Emissions for inter-band EN-DC including FR2 (2 CCs)
	Same as clause 7.9 in TS 38.521-2 [9]
	


<< End of change 1>>

<< Start of change 2>>

F.3.3
Measurement of receiver
Table F.3.3-1: Derivation of Test Requirements (Receiver tests)
	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	7.3B.2.1 Reference sensitivity for Intra-band Contiguous EN-DC (2 CCs)
	Same as 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.2 Reference sensitivity for Intra-band non-contiguous EN-DC (2 CCs)
	Same as 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.3 Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
	Same as 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.3_1.1 Reference sensitivity for Inter-band EN-DC within FR1 (3 CCs)
	Same as 7.3A.1 in TS 38.521-1 [8]
	

	7.3B.2.4 Reference sensitivity for Inter-band EN-DC including FR2
	Same as 7.3.2 in TS 38.521-2 [9]
	

	7.4B.1 Maximum Input Level for Intra-Band Contiguous EN-DC (2 CCs)
	Same as 7.4 in TS 38.521-1 [8]
	

	7.4B.2 Maximum Input Level for Intra-Band Non-Contiguous EN-DC (2 CCs)
	Same as 7.4 in TS 38.521-1 [8]
	

	7.4B.3 Maximum Input Level for Inter-band EN-DC within FR1 (2 CCs)
	Same as 7.4 in TS 38.521-1 [8]
	

	7.4B.3_1.1 Maximum Input Level for Inter-band EN-DC within FR1 (3 CCs)
	Same as 7.4A.1 in TS 38.521-1 [8]
	

	7.5B.1 Adjacent Channel Selectivity for intra-band contiguous EN-DC (2 CCs)
	Same as 7.5 in TS 38.521-1 [8]
	

	7.5B.2 Adjacent Channel Selectivity for intra-band non-contiguous EN-DC (2 CCs)
	Same as 7.5 in TS 38.521-1 [8]
	

	7.5B.3 Adjacent Channel Selectivity for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.5 in TS 38.521-1 [8]
	

	7.5B.3_1.1 Adjacent Channel Selectivity for EN-DC within FR1 (3 CCs)
	Same as 7.5A.1 in TS 38.521-1 [8]
	

	7.5B.3_1.2 Adjacent Channel Selectivity for EN-DC within FR1 (4 CCs)
	Same as 7.5 in TS 38.521-1 [8]
	

	7.5B.4 Adjacent Channel Selectivity for inter-band EN-DC including FR2 (2CCs)
	Same as clause 7.5 in TS 38.521-2 [9]
	

	7.6B.2.1 Inband blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.2 in TS 38.521-1 [8]
	

	7.6B.2.2 Inband blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.2 in TS 38.521-1 [8]
	

	7.6B.2.3 Inband blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.6.2 in TS 38.521-1 [8]
	

	7.6B.2.3_1.1 Inband blocking for EN-DC within FR1 (3 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.3_1.2 Inband blocking for  EN-DC within FR1 (4 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.3_1.3 Inband blocking for EN-DC within FR1 (5 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.3_1.4 Inband blocking for EN-DC within FR1 (6 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.4 Inband blocking for inter-band EN-DC including FR2 (2 CCs)
	Same as 7.6.2 in TS 38.521-2 [9]
	

	7.6B.2.4_1.1 Inband blocking for inter-band EN-DC including FR2 (3 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.4_1.2 Inband blocking for inter-band EN-DC including FR2 (4 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.4_1.3 Inband blocking for inter-band EN-DC including FR2 (5 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.4_1.4 Inband blocking for inter-band EN-DC including FR2 (6 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.3.1 Out-of-band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.3 in TS 38.521-1 [8]
	

	7.6B.3.2 Out-of-band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.3 in TS 38.521-1 [8]
	

	7.6B.3.3 Out-of-band blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.6.3 in TS 38.521-1 [8]
	

	7.6B.4.1 Narrow band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.4 in TS 38.521-1 [8]
	

	7.6B.4.2 Narrow band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.4 in TS 38.521-1 [8]
	

	7.6B.4.3 Narrow band blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.6.4 in TS 38.521-1 [8]
	

	7.6B.4.3_1.1 Narrow band blocking for EN-DC within FR1 (3 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.4.3_1.2 Narrow band blocking for EN-DC within FR1 (4 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.4.3_1.3 Narrow band blocking for EN-DC within FR1 (5 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.4.3_1.4 Narrow band blocking for EN-DC within FR1 (6 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.7B.1 Spurious Response for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.7 in TS 38.521-1 [8]
	

	7.7B.2 Spurious Response for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.7 in TS 38.521-1 [8]
	

	7.7B.3 Spurious Response for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.7 in TS 38.521-1 [8]
	

	7.8B.2.1 Wideband Intermodulation for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.8.2 in TS 38.521-1 [8]
	

	7.8B.2.2 Wideband Intermodulation for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.8.2 in TS 38.521-1 [8]
	

	7.8B.2.3 Wideband Intermodulation for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.8.2 in TS 38.521-1 [8]
	

	7.8B.2.6 Wideband Intermodulation for EN-DC within FR1 (3 CCs) (2 CCs)
	Same as 7.8A.2.1 in TS 38.521-1 [8]
	

	7.9B.1 Spurious Emissions for intra-band contiguous EN-DC within FR1 (2 CCs)
	Same as 7.9 in TS 38.521-1 [8]
	

	7.9B.2 Spurious Emissions for intra-band non-contiguous EN-DC within FR1 (2 CCs)
	Same as 7.9 in TS 38.521-1 [8]
	

	7.9B.3 Spurious Emissions for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.9 in TS 38.521-1 [8]
	

	7.9B.4
Spurious Emissions for inter-band EN-DC including FR2 (2 CCs)
	Same as 7.9 in TS 38.521-2 [9]
	


<< End of change 2>>

