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                                                                              < Start of modifications >                                                                                        
4.1
Protocol conformance test cases applicability

< Skipped tables >
Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	7.1.1
	MAC
	
	
	

	7.1.1.1
	Random Access Procedures
	
	
	

	7.1.1.1.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS


< Skipped table entries >

	7.1.3.6
	PDCP Ethernet header compression and decompression
	
	
	

	7.1.3.6.1
	Ethernet header compression and decompression / Correct functionality of ethernet header compression and decompression
	Rel-16
	CXYZ
	


< Skipped tables >
4.2
Protocol conformance test cases Applicability Condition

Table 4.2-1: Applicability of Protocol conformance test cases Conditions

	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode


< Skipped table entries >
	CXYZ
	IF (A.4.1-3/1 OR A.4.1-3/2) AND A.4.3.3/XYZ THEN R ELSE N/A
	UEs supporting NG-RAN NR or EN-DC and supporting ethernet header compression


                                                                              < End of modifications >                                                                                        


