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Annex A (normative):ICS proforma for NR/5GS Generation User Equipment

Notwithstanding the provisions of the copyright clause related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

< Skipped chapters >
A.4.3.3
PDCP Implementation Capabilities

Table A.4.3.3-1: UE PDCP Implementation Capabilities

	Item
	UE PDCP Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support 12 bit length of PDCP sequence number
	38.306, 4.2.4
	Rel-15
	pc_shortSN
	Yes
	
	

	2
	Supports Out of order delivery of data to upper layers by PDCP
	38.306, 4.2.4
	Rel-15
	pc_outOfOrderDelivery
	No
	
	

	3
	Support CA-based PDCP duplication over MCG or SCG DRB
	38.306, 4.2.4
	Rel-15
	pc_pdcp_DuplicationMCG_OrSCG_DRB
	No
	
	

	4
	Support PDCP duplication over split DRB
	38.306, 4.2.4
	Rel-15
	pc_pdcp_DuplicationSplitDRB
	No
	
	

	5
	Support PDCP duplication over split SRB1/2
	38.306, 4.2.4
	Rel-15
	pc_pdcp_DuplicationSplitSRB
	No
	
	

	6
	Support Etherned header compression
	38.306,4.2.4
	Rel-16
	pc_EHC
	No
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