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1. Overall Description:

Reference 1: TS 38.331 clause 5.5.3.1 contains the following text:
1>
for each serving cell for which servingCellMO is configured, if the reportConfig associated with at least one measId included in the measIdList within VarMeasConfig contains SINR as trigger quantity and/or reporting quantity:
2>
if the reportConfig contains rsType set to ssb and ssb-ConfigMobility is configured in the servingCellMO:

3>
if the reportConfigcontains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:

4>
derive layer 3 filtered SINR per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;

3>
derive serving cell SINR based on SS/PBCH block, as described in 5.5.3.3;
Reference 2: TS 38.331 clause 5.5.5.1 contains the following text:

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
for each serving cell configured with servingCellMO:
2>
if the reportConfig associated with the measId that triggered the measurement reporting includes rsType:
3>
if the serving cell measurements based on the rsType included in the reportConfig that triggered the measurement report are available:
4>
set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on the rsType included in the reportConfig that triggered the measurement report;
RAN5 is unclear on how the UEs supporting SINR measurements should behave when reporting serving cell metrics if SINR is not included as trigger quantity and/or reporting quantity. Two different interpretations are being discussed:
A. UEs supporting SINR measurements can include SINR metrics for serving cell based on reference 2 unconditionally (per UE implementation) in the measurement report, and reference 1 is just to mandate the UEs to derive SINR measurement if configured as a trigger quantity and/or reporting quantity. 
B. The SINR metric shall not be reported for the serving cell if SINR is not configured as trigger quantity and/or reporting quantity irrespective if the UE supports capability ‘ss-SINR-meas’ or not.
2. Actions:

To RAN WG2 group.

ACTION: RAN WG5 asks RAN WG2 group which of the above interpretations is to be applied upon described scenario.
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