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-------- Start of changes --------
Table 6.2.3.1-3: Test frequencies for NR TDD FR1 bands using 5 MHz channel bandwidth

	NR 

Band
	SCS

[kHz]
	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image1.wmf]SSB

k


	Offset Carrier CORESET#0 [RBs]
	CORESET#0 Index (Offset

[RBs])

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n34
	15
	5
	25
	Downlink
& Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.12 for bandwidth=5 MHz and SCS=15 kHz.

	n51
	15
	5
	25
	Downlink
& Uplink
	Low
	Same values as for Low range in clause 4.3.1.1.1.51 for bandwidth=5 MHz and SCS=15 kHz.

	n53
	15
	5
	25
	Downlink
& Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.53 for bandwidth=5 MHz and SCS=15 kHz.


-------- End of changes --------
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