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4
Recommended test case applicability

The applicability of each individual test is identified in the tables 4.1.1-1 / 4.1.2-1 / 4.1.3-1 / 4.1.4-1 / 4.2-1 / 4.2-2 / 4.2-3 / 4.2-4. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expressions that are based on parameters (ICS). The parameters (ICS) included in TS 38.508-2 [8] are used in the test case applicability condition without reference. Parameters (ICS) specified in TS 36.521-2 [10] shall be referred with proper reference.

Selection criteria of tested bands and tested CA configurations for each applicable test is formally expressed using group theory based on parameters (ICS) included in annex A of TS 38.508-2 [8] without reference.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well.

The columns in tables 4.1.1-1 / 4.1.2-1 / 4.1.3-1 / 4.1.4-1 / 4.2-1 / 4.2-2 / 4.2-3 / 4.2-4 have the following meaning:

Clause

The clause column indicates the clause number in TS 38.521-1 [1], TS 38.521-2 [2], TS 38.521-3 [3], TS 38.521-4 [4] and TS 38.533 [5] that contains the test body.

TC Title

The TC Title column describes the name of the test and contains the clause title of the clause in TS 38.521-1 [1], TS 38.521-2 [2], TS 38.521-3 [3], TS 38.521-4 [4] and TS 38.533 [5] that contains the test body.

Release

The release column indicates the earliest release from which each test case is applicable. It may also indicate a range of releases or a single release to which a test case is applicable.

Applicability - Condition

The following notations are used for the applicability column:

R
recommended - the test case is recommended to all terminals supporting NR

O
optional - the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying a unique conditional status expression which is defined in Table 4.0-1. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Applicability - Comment
This comment column contains a verbal description of the condition included in the applicability column.

Tested Bands / CA/DC Configurations Selection

This column defines a set of bands / CA/DC Configurations the test is to be run for, if the test is applicable. If the set is empty, the test is considered as not applicable.

The following notations are used in the tested bands selection column:

Di
Derive the set based on Band Selection Criteria Di defined in table 4.0-2.

Ei
Derive the set based on CA/DC Configurations Selection Criteria Ei defined in table 4.0-3.

TBD
Band selection not defined at this time, in the meantime test all Bands / CA/DC Configurations 

Text
For more complex selection criteria, or if the criteria are already specified somewhere else in the spec, text reference to the clause is given.

Branch

This column contains indication if the test case may perform differently depending on the UE capabilities.

NOTE 1:
Void.
NOTE 2:
Void.

Additional Information

This column contains indication if the test case may perform differently depending on the UE capabilities and the measurement execution.
This column also contains indication of the completion status of the test case.

4.0
Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-1: Applicability of conformance test cases conditions

	C001
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.1-7/3 THEN R ELSE N/A

	C002
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) THEN R ELSE N/A

	C003
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.2-1/14 OR A.4.3.2-1/15) THEN R ELSE N/A

	C004
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4A/5) AND A.4.3.2A.1-2/1 THEN R ELSE N/A

	C005
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-4A/5 AND A.4.1-2/4 AND A.4.3.2A.1-1/1 AND A.4.1-3/1 THEN R ELSE N/A

	C006
IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) THEN R ELSE N/A

	C007
IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) AND A.4.3.2-1/22 THEN R ELSE N/A

	C008
IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) AND NOT(A.4.3.2-1/22) THEN R ELSE N/A

	C009
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/1 AND A.4.3.2B.2.0-2/1 THEN R ELSE N/A

	C009a
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/1 AND A.4.3.2B.2.0-1/1 THEN R ELSE N/A

	C009z
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/1 AND A.4.3.2B.2.0-2/1 AND A.4.3.2-1/25 THEN R ELSE N/A

	C010
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/2 AND A.4.3.2B.2.0-2/1 THEN R ELSE N/A

	C010a
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/2 AND A.4.3.2B.2.0-1/1 THEN R ELSE N/A

	C010z
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/2 AND A.4.3.2B.2.0-2/1 AND A.4.3.2-1/25 THEN R ELSE N/A

	C011
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/3 AND A.4.3.2B.2.0-2/1 THEN R ELSE N/A

	C011z
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/3 AND A.4.3.2B.2.0-2/1 AND A.4.3.2-1/25 THEN R ELSE N/A

	C012
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/1 THEN R ELSE N/A

	C012a
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-1/1 THEN R ELSE N/A

	C012b
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/2 THEN R ELSE N/A

	C012c
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/3 THEN R ELSE N/A

	C012d
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/4 THEN R ELSE N/A

	C012e
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-1/2 THEN R ELSE N/A

	C012z
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/1 AND A.4.3.2-1/25 THEN R ELSE N/A

	C013
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND (A.4.1-4/3 OR A.4.1-4/4) THEN R ELSE N/A

	C014
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/4) THEN R ELSE N/A

	C015
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND NOT (A.4.3.9-4a) THEN R ELSE N/A

	C015x
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND A.4.3.9-1/1 AND NOT (A.4.3.9-4a)THEN R ELSE N/A

	C015b
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND A.4.3.2-1/6 AND NOT (A.4.3.9-4a)THEN R ELSE N/A

	C015y
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND NOT (A.4.3.9-4b) AND A.4.3.2-1/20 AND NOT (A.4.3.9-4a) THEN R ELSE N/A

	C016
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND NOT (A.4.3.9-4b) THEN R ELSE N/A

	C016x
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND A.4.3.9-1/1 AND NOT (A.4.3.9-4b)THEN R ELSE N/A

	C016b
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND A.4.3.2-1/6 AND NOT (A.4.3.9-4b)THEN R ELSE N/A

	C017
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND A.4.3.9-4a/7 OR (A.4.3.9-4a/1 OR A.4.3.9-4a/2 OR A.4.3.9-4a/3 OR A.4.3.9-4a/66 OR A.4.3.9-4a/70)) THEN R ELSE N/A

	C017x
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND A.4.3.9-4a/7 OR (A.4.3.9-4a/1 OR A.4.3.9-4a/2 OR A.4.3.9-4a/3 OR A.4.3.9-4a/66 OR A.4.3.9-4a/70)) AND A.4.3.9-1/1 THEN R ELSE N/A

	C017b
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND A.4.3.9-4a/7 OR (A.4.3.9-4a/1 OR A.4.3.9-4a/2 OR A.4.3.9-4a/3 OR A.4.3.9-4a/66 OR A.4.3.9-4a/70)) AND A.4.3.2-1/6 THEN R ELSE N/A

	C017y
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND A.4.3.9-4a/7 OR (A.4.3.9-4a/1 OR A.4.3.9-4a/2 OR A.4.3.9-4a/3 OR A.4.3.9-4a/66 OR A.4.3.9-4a/70)) AND A.4.3.2-1/20 THEN R ELSE N/A

	C018
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND 4.3.2-1/9 THEN R ELSE N/A

	C019
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND (A.4.3.9-4b/38 OR A.4.3.9-4b/41 OR A.4.3.9-4b/77 OR A.4.3.9-4b/78 OR A.4.3.9-4b/79) OR (A.4.3.9-4b/34 OR A.4.3.9-4b/39 OR A.4.3.9-4b/40 OR A.4.3.9-4b/48)) THEN R ELSE N/A

	C019x
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND (A.4.3.9-4b/38 OR A.4.3.9-4b/41 OR A.4.3.9-4b/77 OR A.4.3.9-4b/78 OR A.4.3.9-4b/79) OR (A.4.3.9-4b/34 OR A.4.3.9-4b/39 OR A.4.3.9-4b/40 OR A.4.3.9-4b/48)) AND A.4.3.9-1/1 THEN R ELSE N/A

	C019b
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND (A.4.3.9-4b/38 OR A.4.3.9-4b/41 OR A.4.3.9-4b/77 OR A.4.3.9-4b/78 OR A.4.3.9-4b/79) OR (A.4.3.9-4b/34 OR A.4.3.9-4b/39 OR A.4.3.9-4b/40 OR A.4.3.9-4b/48)) AND A.4.3.2-1/6 THEN R ELSE N/A

	C020
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) THEN R ELSE N/A

	C021
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 THEN R ELSE N/A

	C022
IF (A.4.1-4/4 OR A.4.1-4/5) AND A.4.1-3/2 THEN R ELSE N/A

	C023
IF A.4.1-4/5 AND A.4.1-3/2 THEN R ELSE N/A

	C024
IF A.4.1-1/1 AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C025
IF ((A.4.1-1/1 AND [10]A.4.1-1/1) OR (A.4.1-1/1 AND [10]A.4.1-1/2) OR (A.4.1-1/2 AND [10]A.4.1-1/1) OR (A.4.1-1/2 AND [10]A.4.1-1/2)) AND A.4.1-3/1 THEN R ELSE N/A

	C026
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND 4.3.6-1/11 THEN R ELSE N/A

	C027
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/1 THEN R ELSE N/A

	C028
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/1 AND 4.3.6-1/11 THEN R ELSE N/A

	C029
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/1 AND 4.3.2-1/9 THEN R ELSE N/A

	C030
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND 4.3.2-1/9 THEN R ELSE N/A

	C031
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4A/5) AND A.4.3.2A.1-1/1 THEN R ELSE N/A

	C032
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND (A.4.1-2/3 OR A.4.1-2/5) THEN R ELSE N/A

	C033
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4A/5) AND A.4.3.2A.1-1/2 THEN R ELSE N/A

	C034
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.6-1/6 THEN R ELSE N/A

	C035
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND A.4.3.6-1/6 THEN R ELSE N/A

	C036
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4A/5) AND A.4.3.2A.1-1/3 THEN R ELSE N/A

	C037
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4/5 OR A.4.1-4/7) AND A.4.1-5/1 AND A.4.3.6-1/XX THEN R ELSE N/A

	C038
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/2 AND (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5)  AND A.4.3.6-1/XX THEN R ELSE N/A

	C039
IF (A.4.1-1/1) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4/5 OR A.4.1-4/7) AND A.4.1-5/1 AND A.4.3.6-1/XX THEN R ELSE N/A

	C040
IF (A.4.1-1/1) AND A.4.1-2/7 AND A.4.1-3/2 AND (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5)  AND A.4.3.6-1/XX THEN R ELSE N/A

	NOTE 1:
Cxxxx applicability is defined for enhanced type X receiver for NR related tests.

NOTE 2:
Cxxxy applicability is defined for alternative additional DMRS position for co-existence with LTE CRS related tests.

NOTE 3:
Cxxxz applicability is defined for modified MPR behaviour related test.


For the purposes of the present document, the tested bands selection criteria given in Table 4.0-2 apply. The ICS proformas used in Table 4.0-2 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-2: Tested Bands Selection Criteria

	Code
	Tested Bands Selection Criteria
	Comment

	D001
	(A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FR1 Bands without SUL/SDL bands

	D002
	A.4.3.1-4
	All supported FR1 PC2 Bands

	D003
	A.4.3.1-5
	All supported FR1 SUL Bands

	D004
	{1,2,3,5,7,8,12,20,25,28,34,38,39,40,41,50,51,65,66,70,71,74,75,76}
	UE supported bands among n1,n2,n3,n5,n7,n8,n12,n20,n25,n28,n34,n38,n39,n40,n41,n50,n51,n65,n66,n70,n71,n74,n75,n76

	D005
	A.4.3.1-3
	All supported FR2 Bands

	D006
	A.4.3.1-1 OR A.4.3.1-2
	All supported FR1 Bands

	D007
	A.4.3.1-1 OR A.4.3.1-2 OR A.4.3.1-3
	All supported NR Bands

	D008
	ANY((A.4.3.1-1 OR A.4.3.1-2) AND 10MHz)
	Any band within the set supporting 10 MHz UE Channel BW

	D009
	ANY((A.4.3.1-2) AND 20MHz)
	Any TDD FR1 band within the set supporting 20 MHz UE Channel BW

	D010
	ANY((A.4.3.1-2) AND 40MHz)
	Any TDD FR1 band within the set supporting 40 MHz UE Channel BW

	D011
	A.4.3.9-4a, A.4.3.9-4b
	All supported 4 Rx antenna ports Bands

	NOTE 1:
Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:


AND:
Set intersection ( [image: image1.png]


 ). {1,2} AND {2,3} = {2}


OR:
Set union ( [image: image2.png]


 ). {1,2} OR {2,3} = {1,2,3}


NOT:
Set complement (\), full set being all bands. NOT{1} = {2 ...256}


Also note that this is set without repetitions so {1} AND {1} = {1}

The following basic sets are used:


{1,2}:



Explicitly given band set


10MHz:


All bands supporting 10 MHz
The following sets derived from pro-forma tables are also used:
TBD


For the purposes of the present document, the tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The ICS proformas used in Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-3: Tested CA/DC Configuration Selection Criteria

	Code
	Tested CA Configuration Selection Criteria
	Comment

	E001
	A.4.3.2A.2.1-3 AND CARRIER_NO(2) AND NOT UL(A.4.3.2A.2.1-2)
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL

	E002
	A.4.3.2A.4.1-1 AND CARRIER_NO(2) AND NOT UL(A.4.3.2A.4.1-2)
	All supported inter-band CA Configurations with 2 carriers in DL but no CA in UL

	E003
	UL(A.4.3.2B.2.1-2) AND CARRIER_NO(2)
	All supported Intra-band contiguous EN-DC configurations in FR1(2UL CCs)

	E003a
	A.4.3.2B.2.1-2 AND CARRIER_NO(2)
	All supported Intra-band contiguous EN-DC configurations in FR1(2DL CCs)

	E004
	UL(A.4.3.2B.2.2-2) AND CARRIER_NO(2)
	All supported Intra-band non-contiguous EN-DC configurations in FR1(2UL CCs)

	E004a
	A.4.3.2B.2.2-2 AND CARRIER_NO(2)
	All supported Intra-band non-contiguous EN-DC configurations in FR1(2DL CCs)

	E005
	UL(A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2 OR A.4.3.2B.2.3.4-2 OR A.4.3.2B.2.3.5-2) AND CARRIER_NO(2)
	All supported Inter-band EN-DC configurations within FR1 (2UL CCs)

	E005a
	A.4.3.2B.2.3.1-2 AND CARRIER_NO(2)
	All supported Inter-band EN-DC configurations within FR1 (2DL CCs)

	E006
	(A.4.3.2B.2.1-2 OR A.4.3.2B.2.2-2 OR A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2) AND CARRIER_NO(3)
	All supported EN-DC configurations within FR1 (3DL CCs)

	E007
	(A.4.3.2B.2.1-2 OR A.4.3.2B.2.2-2 OR A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2) AND CARRIER_NO(4)
	All supported EN-DC configurations within FR1 (4DL CCs)

	E008
	(A.4.3.2B.2.1-2 OR A.4.3.2B.2.2-2 OR A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2 OR A.4.3.2B.2.3.4-2) AND CARRIER_NO(5)
	All supported EN-DC configurations within FR1 (5DL CCs)

	E009
	(A.4.3.2B.2.1-2 OR A.4.3.2B.2.2-2 OR A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2 OR A.4.3.2B.2.3.4-2 OR A.4.3.2B.2.3.5-2) AND CARRIER_NO(6)
	All supported EN-DC configurations within FR1 (6DL CCs)

	E010
	UL(A.4.3.2B.2.3.6-2 OR A.4.3.2B.2.3.7-2 OR A.4.3.2B.2.3.8-2 OR A.4.3.2B.2.3.9-2 OR A.4.3.2B.2.3.10-2) AND CARRIER_NO(2)
	All supported Inter-band EN-DC configurations including FR2 (2UL CCs)

	E010a
	A.4.3.2B.2.3.6-2 AND CARRIER_NO(2)
	All supported Inter-band EN-DC configurations including FR2 (2DL CCs)

	E011
	UL(A.4.3.2B.2.3.6-2 OR A.4.3.2B.2.3.7-3) AND CARRIER_NO(3) AND NR_CARRIER_NO(2)
	All supported Inter-band EN-DC configurations including FR2 (3UL CCs(2NR UL CCs))

	E011a
	(A.4.3.2B.2.3.6-2 OR A.4.3.2B.2.3.7-3) AND CARRIER_NO(3) AND NR_CARRIER_NO(2)
	All supported Inter-band EN-DC configurations including FR2 (3DL CCs(2NR DL CCs))

	E012
	UL(A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2) AND CARRIER_NO(4) AND NR_CARRIER_NO(3)
	All supported Inter-band EN-DC configurations including FR2 (4UL CCs(3NR UL CCs))

	E012a
	(A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2) AND CARRIER_NO(4) AND NR_CARRIER_NO(3)
	All supported Inter-band EN-DC configurations including FR2 (4DL CCs(3NR DL CCs))

	E013
	UL(A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2 OR A.4.3.2B.2.3.4-2) AND CARRIER_NO(5) AND NR_CARRIER_NO(4)
	All supported Inter-band EN-DC configurations including FR2 (5UL CCs(4NR UL CCs))

	E013a
	(A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2 OR A.4.3.2B.2.3.4-2) AND CARRIER_NO(5) AND NR_CARRIER_NO(4)
	All supported Inter-band EN-DC configurations including FR2 (5DL CCs(4NR DL CCs))

	E014
	(A.4.3.2B.2.3.1-2 OR A.4.3.2B.2.3.2-2 OR A.4.3.2B.2.3.3-2 OR A.4.3.2B.2.3.4-2 OR A.4.3.2B.2.3.5-2) AND CARRIER_NO(6) AND NR_CARRIER_NO(5)
	All supported Inter-band EN-DC configurations including FR2 (6DL CCs(5NR DL CCs))

	E015
	UL(A.4.3.2A.2.1-3 OR A.4.3.2A.3.1-3 OR A.4.3.2A.4.1-3 OR A.4.3.2A.4.2-3) AND CARRIER_NO(2)
	All supported FR1 2UL CA configurations

	E016
	(A.4.3.2A.2.1-3 OR A.4.3.2A.3.1-3 OR A.4.3.2A.4.1-3) AND CARRIER_NO(2)
	All supported FR1 2DL CA configurations

	E017
	(A.4.3.2A.2.1-3 OR A.4.3.2A.3.1-3 OR A.4.3.2A.4.1-3 OR A.4.3.2A.4.2-3) AND CARRIER_NO(3)
	All supported FR1 3DL CA configurations

	E018
	(A.4.3.2A.2.1-3 OR A.4.3.2A.3.1-3 OR A.4.3.2A.4.1-3 OR A.4.3.2A.4.2-3) AND CARRIER_NO(4)
	All supported FR1 4DL CA configurations


<< Unchanged sections omitted >>
4.1.1
FR1 standalone conformance test cases

Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]

	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC2

PC3
	

	6.2.2
	Maximum Power Reduction (MPR)
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC2

PC3
	Test execution is not necessary if TS 38.521-1 6.5.2.4.1 is executed.

Skip TC 6.2.2 if UE supports NSA and TS 38.521-3 TC 6.2B.2.3 has been executed.

	6.2.3
	UE additional maximum output power reduction
	Rel-15
	C001
	UEs supporting 5GS FR1 PC3
	D001
	PC2

PC3
	Test execution is not necessary if TS 38.521-1 6.5.2.3 and 6.5.3.3 are executed.

Skip TC 6.2.3 if UE supports NSA and TS 38.521-3 TC 6.2B.3.3 has been executed.

	6.2.4
	Configured transmitted power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	

	6.2A.1.1
	UE maximum output power for CA (2UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	
	

	6.2A.2.1
	Maximum Power Reduction (MPR) for CA (2 UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	
	Test execution is not necessary if TS 38.521-1 6.5A.2.4.1.1 is executed.

	6.2A.3.1
	UE additional maximum output power reduction for CA (2 UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	
	Test execution is not necessary if TS 38.521-1 6.5A.2.3 and 6.5A.3.3 are executed.

	6.2C.1
	Configured transmitted power for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.2C.3
	UE maximum output power for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.2C.4
	UE maximum output power reduction for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.2C.5
	UE additional maximum output power reduction for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.2D.1
	UE maximum output power for UL-MIMO
	Rel-15
	N/A
	Not recommended due to no test points are defined since there is no configuration satisfying MPR=0dB requirements in RAN4.
	D001
	
	Maximum Output Power for UL-MIMO is tested as part of the MPR test case with using MPR=1.5dB suggested by RAN4.

	6.2D.2
	UE maximum output power reduction for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	Test execution is not necessary if TS 38.521-1 6.5D.2.4.1 is executed.

	6.2D.3
	UE additional maximum output power reduction for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	Test execution is not necessary if TS 38.521-1 6.5D.2.3 and 6.5D.3.3 are executed.

	6.2D.4
	Configured transmitted power for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.3.1
	Minimum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.3.1 if UE supports NSA and TS 38.521-3 TC 6.3B.1.1 or 6.3B.1.2 or 6.3B.1.3 has been executed.

	6.3.3.2
	General ON/OFF time mask
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.3.3.2 if UE supports NSA and TS 38.521-3 TC 6.3B.3.1 or 6.3B.3.2 or 6.3B.3.3 has been executed.


<< End of changes >>
