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<Start of Changes>
Table A.4.3.2B.2.3.1-3: Inter-band EN-DC within FR1 (two bands) PC2 UE RF Baseline Implementation Capabilities
	Item
	Inter-band EN-DC within FR1 (two bands) PC2 UE RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	LTE Frequency band: 1880-1920 MHz
NR Frequency band: 2496-2690 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band39_nrBand41_ PC2_Supp
	DC_39A-n41A

	2
	LTE Frequency band: 1880-1920 MHz
NR Frequency band: 4400-5000 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band39_nrBand79_ PC2_Supp
	DC_39A-n79A

	3
	LTE Frequency band: 2496-2690 MHz
NR Frequency band: 4400-5000 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band41_nrBand79_ PC2_Supp
	DC_41A-n79A

	4
	LTE Frequency band: 1710-1785 MHz (UL), 1805-1880 MHz (DL)
NR Frequency band:  2496-2690 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band3_nrBand41_ PC2_Supp
	DC_3A-n41A
DC_3A-n41C



<End of Changes>


