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6.2.3.1
Test frequencies for NR standalone signalling testing

The default channel bandwidth for signalling test is specified per NR band. The test frequencies are defined so that no frequency overlapping takes place, in order to avoid unnecessary inter-frequency interference.

For signalling test cases, the mapping of frequency ranges to NR test frequencies are as follows:

-
for band with only one test frequency (e.g. n51): Low Range (NRf1);

-
for band with up to two test frequencies: Low Range (NRf1) and High Range (NRf2);

-
for band with up to three test frequencies: Low Range (NRf1), Mid Range (NRf2) and High Range (NRf3);

-
for band with up to four test frequencies: Low Range (NRf1), Mid Low Range (NRf2), Mid High Range (NRf3) and High Range (NRf4);

The signalling test frequencies NRf5, NRf6, NRf7 are mapped respectively as NRf1, NRf2, NRf3 on the operating band for inter-band.

The test frequencies, subcarrier spacing, default channel bandwidth, SS/PBCH block and CORESET#0 parameters for signalling is specified in Table 6.2.3.1-1 (FDD FR1 BW 5MHz), Table 6.2.3.1-2 (FDD FR1 BW 10MHz), Table 6.2.3.1-3 (TDD FR1 BW 5MHz), Table 6.2.3.1-4 (TDD FR1 BW 10MHz), Table 6.2.3.1-4A (TDD FR1 BW 60MHz), Table 6.2.3.1-5 (TDD FR1 BW 100MHz), Table 6.2.3.1-6 (TDD FR2 BW 100MHz) and Table 6.2.3.1-7 (NR FDD FR1 SUL bands).

<Skipped text> 

Table 6.2.3.1-6: Test frequencies for NR TDD FR2 bands using 100 MHz channel bandwidth

	NR 

Band
	SCS

[kHz]
	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	Offset Carrier CORESET#0 [RBs]
	CORESET#0 Index (Offset

[RBs])

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n257
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	27516.6
	2071109
	27451.8
	2070029
	12
	120
	22444
	2070811
	7
	6
	1 (4)
	44

	
	
	
	
	Uplink
	Mid-High
	28483.32
	2087221
	28401.24
	2085853
	24
	
	22500
	2086939
	3
	7
	1 (4)
	70

	n258
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	25350
	2034999
	25285.2
	2033919
	12
	120
	22318
	2034523
	2
	3
	0 (0)
	30

	
	
	
	
	Uplink
	Mid-High
	26400
	2052499
	26317.92
	2051131
	24
	
	22379
	2052091
	0
	2
	1 (4)
	60

	n259
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.3 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	40850.04
	2293333
	40785.24
	2292253
	12
	120
	23215
	2292859
	3
	3
	0 (0)
	30

	
	
	
	
	Uplink
	Mid-High
	42150
	2314999
	42067.92
	2313631
	24
	
	23290
	2314459
	6
	0
	0 (0)
	48

	n260
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.4 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	38016.6
	2246109
	37951.8
	2245029
	12
	120
	23051
	2245627
	11
	2
	0 (0)
	28

	
	
	
	
	Uplink
	Mid-High
	38983.32
	2262221
	38901.24
	2260853
	24
	
	23107
	2261755
	7
	3
	0 (0)
	54

	n261
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.5 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	27800.04
	2075833
	27735.24
	2074753
	12
	120
	22460
	2075419
	9
	1
	1 (4)
	34

	
	
	
	
	Uplink
	Mid-High
	28050
	2079999
	27967.92
	2078631
	24
	
	22474
	2079451
	2
	0
	0 (0)
	48

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-8 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
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