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	Reason for change:
	In latest TS 38.101-1, the valid GSCN value for n34 is limited to three values when SSB_SCS=15kHz and SSB_SCS=30kHz is applicable now as the snapshot below:
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Thus the test frequency parameters for n34 in TS 38.508-1 is incorrect and need to be corrected. For the scenarios where there’s no valid GSCN value for selected test frequencies when SSB_SCS=15kHz,  SSB_SCS is supposed to be set as 30kHz. Otherwise these test frequencies can’t be tested.

	
	

	Summary of change:
	Correcting test frequency parameters in tables 4.3.1.1.1.34-1 and 4.3.1.1.1.34-2. Removing details for Mid and High as the carrier center frequency for them are same as that for Low

	
	

	Consequences if not approved:
	Test frequencies for band n34 is incorrect.
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<Start of modified section 1>

4.3.1.1.1
NR operating bands in FR1

<Unchanged Skipped>
4.3.1.1.1.34
Reference test frequencies for NR operating band n34

Table 4.3.1.1.1.34-1: Test frequencies for NR operating band n34 and SCS 15 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	Offset Carrier CORESET#0

[RBs]

Note 2
	CORESET#0 Index (Offset
[RBs])

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	2012.5
	402500
	2010.25
	402050
	0
	15
	5032
	402530
	4
	1
	1 (2)
	3

	
	
	&
	Mid
	2017.5
	403500
	1996.89
	399378
	102
	
	5043
	403470
	8
	1
	0 (0)
	103

	
	
	Uplink
	High
	2022.5
	404500
	1929.53
	385906
	504
	
	5054
	404410
	0
	0
	0 (0)
	504

	10
	52
	Downlink
	Low
	2015
	403000
	2010.32
	402064
	0
	30
	5036
	402970
	2
	3
	0 (2)
	5

	
	
	&
	Mid
	2017.5
	403500
	1994.46
	398892
	102
	
	5043
	403470
	2
	3
	0 (2)
	107

	
	
	Uplink
	High
	2020
	404000
	1924.6
	384920
	504
	
	5050
	403970
	2
	3
	0 (2)
	509

	15
	79
	Downlink
	Low
	2017.5
	403500
	2010.39
	402078
	0
	30
	5037
	402990
	4
	3
	0 (2)
	5

	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.

Note 2:
The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.


Table 4.3.1.1.1.34-2: Test frequencies for NR operating band n34 and SCS 30 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	Offset Carrier CORESET#0

[RBs]

Note 2
	CORESET#0 Index (Offset
[RBs])

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10
	24
	Downlink
	Low
	2015
	403000
	2010.68
	402136
	0
	30
	5036
	402970
	14
	0
	1 (1)
	2

	
	
	&
	Mid
	2017.5
	403500
	1976.46
	395292
	102
	
	5043
	403470
	14
	0
	1 (1)
	206

	
	
	Uplink
	High
	2020
	404000
	1834.24
	366848
	504
	
	5050
	403970
	14
	0
	1 (1)
	1010

	15
	38
	Downlink
	Low
	2017.5
	403500
	2010.66
	402132
	0
	30
	5037
	402990
	22
	0
	1 (1)
	2

	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-2 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.

Note 2:
The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.


Table 4.3.1.1.1.34-3: Test frequencies for NR operating band n34 and SCS 60 kHz without CORESET#0

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]

	10
	11
	Downlink
	Low
	2015
	403000
	2011.04
	402208
	0
	15
	-
	402568

	
	
	&
	Mid
	2017.5
	403500
	1940.1
	388020
	102
	
	-
	403068

	
	
	Uplink
	High
	2020
	404000
	1653.16
	330632
	504
	
	-
	403568

	15
	18
	Downlink
	Low
	2017.5
	403500
	2011.02
	402204
	0
	15
	-
	402564

	
	
	&
	Mid
	
	
	
	
	
	
	
	

	
	
	Uplink
	High
	
	
	
	
	
	
	
	

	Note:
FR1 carrier without CORESET#0 is indicated in the MIB by setting 
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=31, controlResourceSetZero=0 and searchSpaceZero = 0 (TS 38.213 [22], clause 13).


<End of modified section 1>
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