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<< Start of change 1>>

F.1.2
Measurement of transmitter

Editor’s note: The measurement uncertainties for 6.5.2.1 Spectrum Emission Mask and 6.5.2.3 Adjacent Channel Leakage Ratio are based on a preliminary MU assessment and require an approval of the uncertainty contributors to be included in the uncertainty assessment as well as the contributors need further technical analysis.
Table F.1.2-1: Maximum Test System Uncertainty (MTSU) for transmitter tests

	Sub clause
	Maximum Test System Uncertainty
	Derivation of MTSU

	6.2.1.1 UE maximum output power (EIRP)
	PC3
Minimum peak EIRP, Max EIRP

Quiet Zone size ≤ 30 cm

±4.89 dB (FR2a)

±5.09 dB (FR2b)
	MTSU = 1.00 x MU (from Table B.3-2-2 in TR 38.903)

	6.2.1.1 UE maximum output power (TRP)
	PC3
Max TRP

Quiet Zone size ≤ 30 cm

±4.42 dB (FR2a)

±4.62 dB (FR2b)
	MTSU = 1.00 x MU (from Table B.3-2-2 in TR 38.903)

	6.2.1.2 UE maximum output power (Spherical coverage)
	PC3
Quiet Zone size ≤ 30 cm

±4.60 dB (FR2a)

±5.20 dB (FR2b)
	MTSU = 1.00 x MU (from Table B.3-2-4 in TR 38.903)

	6.2.2 UE maximum output power for modulation / channel bandwidth
	PC3
Quiet Zone size ≤ 30 cm

±4.92 dB (FR2a)

±5.10 dB (FR2b)
	MTSU = 1.00 x MU (from Table B.4.4.2 in TR 38.903)

	6.2.3 UE maximum output power with additional requirements
	TBD
	

	6.2.4 Configured transmitted power
	TBD
	

	6.2A.1.1.1 UE maximum output power - EIRP and TRP for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.2.1 Spherical coverage for CA (2UL CA)
	Intra-band contiguous CA

 Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.2.2 Spherical coverage for CA (3UL CA)
	Intra-band contiguous CA

 Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.2.3 Spherical coverage for CA (4UL CA)
	Intra-band contiguous CA

 Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.2.4 Spherical coverage for CA (5UL CA)
	Intra-band contiguous CA

TBD
	

	6.2A.1.2.5 Spherical coverage for CA (6UL CA)
	Intra-band contiguous CA

TBD
	

	6.2A.1.2.6 Spherical coverage for CA (7UL CA)
	Intra-band contiguous CA

TBD
	

	6.2A.1.2.7 Spherical coverage for CA (8UL CA)
	Intra-band contiguous CA

TBD
	

	6.2A.1.1.2 UE maximum output power - EIRP and TRP for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.1.3 UE maximum output power - EIRP and TRP for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.3.1 Minimum output power
	PC1
Minimum peak EIRP, Max EIRP

Quiet Zone size ≤ 30 cm

FFS (FR2a)

FFS dB (FR2b)

PC3
Minimum peak EIRP, Max EIRP

Quiet Zone size ≤ 30 cm

[±6.15 dB] (FR2a & FR2b)


	

	6.3.2 Transmit OFF power
	PC3:

Quiet Zone size ≤ 30 cm

±5.49 dB (FR2a)
	MTSU = 1.00 x MU (from Table B.8-2-2 in TR 38.903)

	6.3.3.2 General ON/OFF time mask
	PC3:

ON power:

TBD

OFF power:

     Quiet Zone size ≤ 30 cm

     ±6.15 dB  (FR2a & FR2b)

	

	6.3.3.4 PRACH time mask
	PC3:

PRACH power:

     TBD

OFF power:

     Quiet Zone size ≤ 30 cm

     ±6.15 dB  (FR2a & FR2b)

	

	6.3.3.6 SRS time mask
	TBD
	

	6.3.4.2 Absolute power tolerance
	PC3
Quiet Zone size ≤ 30 cm

±TBD dB (FR2a)

±TBD dB (FR2b)
	MTSU = 1.00 x MU (from Table TBD in TR 38.903)

	6.3.4.3 Relative power tolerance
	TBD
	

	6.3.4.4 Aggregate power tolerance
	TBD
	

	6.3A.1.1 Minimum output power for CA (2UL CA)
	TBD
	

	6.3A.1.2 Minimum output power for CA (3UL CA)
	TBD
	

	6.3A.1.3 Minimum output power for CA (4UL CA)
	TBD
	

	6.3A.1.4 Minimum output power for CA (5UL CA)
	TBD
	

	6.3A.1.5 Minimum output power for CA (6UL CA)
	TBD
	

	6.3A.1.6 Minimum output power for CA (7UL CA)
	TBD
	

	6.3A.1.7 Minimum output power for CA (8UL CA)
	TBD
	

	6.3A.2.1 Transmit OFF power for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.3A.2.2 Transmit OFF power for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.3A.2.3 Transmit OFF power for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.3D.3.1 General ON/OFF time mask for UL MIMO
	PC3:

OFF Power 

Quiet Zone size ≤ 30cm

± 6.15 dB (FR2a)

± 6.15 dB (FR2b)

ON Power 

Quiet Zone size ≤ 30cm

TBD (FR2a)

TBD (FR2b)
	OFF Power

MTSU = 1.00 x MU (from Table Table B.8-2-4 in TR 38.903)

ON Power

TBD

	6.3D.3.4 SRS time mask for UL MIMO
	PC3:

OFF Power 

Quiet Zone size ≤ 30cm

± 6.15 dB (FR2a)

± 6.15 dB (FR2b)

ON Power 

Quiet Zone size ≤ 30cm

TBD (FR2a)

TBD (FR2b)
	OFF Power

MTSU = 1.00 x MU (from Table Table B.8-2-4 in TR 38.903)

ON Power

TBD

	6.3A.4.2.1 Absolute power tolerance for CA (2UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.2 Absolute power tolerance for CA (3UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.3 Absolute power tolerance for CA (4UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.4 Absolute power tolerance for CA (5UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.5 Absolute power tolerance for CA (6UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.6 Absolute power tolerance for CA (7UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.7 Absolute power tolerance for CA (8UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.4.1 Frequency error
	± 0.01 ppm
	MTSU = 1.00 x MU (from B.10.1 and B.10.2 in TR 38.903)

	6.4.2.1 Error vector magnitude
	TBD
	

	6.4.2.2 Carrier leakage
	TBD
	

	6.4.2.3 In-band emissions
	TBD
	

	6.4.2.4 EVM equalizer spectrum flatness
	TBD
	

	6.4.2.5 EVM equalizer spectrum flatness for BPSK modulation
	TBD
	

	6.4A.1.1 Frequency error for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.4.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.4A.1.2 Frequency error for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.4.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.4A.1.3 Frequency error for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.4.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.4A.2.1.1 Error Vector magnitude for CA (2UL CA)
	TBD
	

	6.4A.2.1.2 Error Vector magnitude for CA (3UL CA)
	TBD
	

	6.4A.2.1.3 Error Vector magnitude for CA (4UL CA)
	TBD
	

	6.4A.2.1.4 Error Vector magnitude for CA (5UL CA)
	TBD
	

	6.4A.2.1.5 Error Vector magnitude for CA (6UL CA)
	TBD
	

	6.4A.2.1.6 Error Vector magnitude for CA (7UL CA)
	TBD
	

	6.4A.2.1.7 Error Vector magnitude for CA (8UL CA)
	TBD
	

	6.4A.2.2.1 Carrier leakage for CA (2UL CA)
	TBD
	

	6.4A.2.2.2 Carrier leakage for CA (3UL CA)
	TBD
	

	6.4A.2.2.3 Carrier leakage for CA (4UL CA)
	TBD
	

	6.5.1 Occupied bandwidth
	TBD
	

	6.5.2.1 Spectrum Emission Mask
	Quiet Zone size ≤ 30 cm

±4.94 dB (FR2a)

±5.32 dB (FR2b)
	MTSU = 1.00 x MU (from Table B.16.2-2, B.16.2-3 in TR 38.903)

	6.5.2.3 Adjacent Channel Leakage Ratio
	Quiet Zone size ≤ 30cm

FR2a:

±5.63 dB (BW 50MHz)

±6.09 dB (BW 100MHz)
±6.09 dB (BW 200MHz)
±6.09 dB (BW 400MHz)

FR2b:

±6.09 dB (BW 50MHz)

±6.09 dB (BW 100MHz)
±6.09 dB (BW 200MHz)
±6.09 dB (BW 400MHz)


	MTSU = 1.00 x MU (from Table Table B.17-1 in TR 38.903)

	6.5.3.1 Transmitter Spurious emissions
	Quiet Zone size ≤ 30 cm

Maximum in-band BW ≤ 400MHz

±5.14 dB (6GHz ≤ f ≤ 12.75GHz)

±5.11 dB (12.75GHz < f ≤ 23.45GHz)
±5.41 dB (23.45GHz < f < 40.8GHz)
±7.42 dB (40.8GHz ≤ f ≤ 66GHz)

±TBD dB (66GHz ≤ f ≤ 80GHz)
	MTSU = 1.00 x MU (from Table B.18-1 in TR 38.903)

	6.5.3.2 Spurious emission band UE co-existence
	Quiet Zone size ≤ 30 cm

Maximum in-band BW ≤ 400MHz

Protected band n260, n261, n257:
±6.00 dB

Protected frequency 57 GHz ≤ f  ≤  66GHz:
±8.01 dB
Protected frequency  36 GHz ≤ f  ≤  37GHz:

±6.00 dB
	MTSU = 1.00 x MU (from Table B.18-1a in TR 38.903)

	6.5.3.3 Additional Spurious emission
	TBD
	

	6.5A.1.1 Occupied bandwidth for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.1.2 Occupied bandwidth for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.1.3 Occupied bandwidth for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.1.4 Occupied bandwidth for CA (5UL CA)
	TBD
	

	6.5A.1.5 Occupied bandwidth for CA (6UL CA)
	TBD
	

	6.5A.1.6 Occupied bandwidth for CA (7UL CA)
	TBD
	

	6.5A.1.7 Occupied bandwidth for CA (8UL CA)
	TBD
	

	6.5A.2.1.1 Spectrum Emission Mask for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.1.2 Spectrum Emission Mask for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.1.3 Spectrum Emission Mask for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.1.4 Spectrum Emission Mask for CA (5UL CA)
	TBD
	

	6.5A.2.1.5 Spectrum Emission Mask for CA (6UL CA)
	TBD
	

	6.5A.2.1.6 Spectrum Emission Mask for CA (7UL CA)
	TBD
	

	6.5A.2.1.7 Spectrum Emission Mask for CA (8UL CA)
	TBD
	

	6.5A.2.2.1 Adjacent channel leakage ratio for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.3

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.2.2 Adjacent channel leakage ratio for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.3

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.2.3 Adjacent channel leakage ratio for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.3

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.2.4 Adjacent channel leakage ratio for CA (5UL CA)
	TBD
	

	6.5A.2.2.5 Adjacent channel leakage ratio for CA (6UL CA)
	TBD
	

	6.5A.2.2.6 Adjacent channel leakage ratio for CA (7UL CA)
	TBD
	

	6.5A.2.2.7 Adjacent channel leakage ratio for CA (8UL CA)
	TBD
	

	6.5A.3.1.1 Transmitter Spurious emissions for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.3.1.2 Transmitter Spurious emissions for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.3.1.3 Transmitter Spurious emissions for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.3.1.4 Transmitter Spurious emissions for CA (5UL CA)
	TBD
	

	6.5A.3.1.5
Transmitter Spurious emissions for CA (6UL CA)
	TBD
	

	6.5A.3.1.6
Transmitter Spurious emissions for CA (7UL CA)
	TBD
	

	6.5A.3.1.7
Transmitter Spurious emissions for CA (8UL CA)
	TBD
	

	6.5A.3.2.1 Spurious emission band UE co-existence for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.3.2.2 Spurious emission band UE co-existence for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.3.2.3 Spurious emission band UE co-existence for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.3.2.4 Spurious emission band UE co-existence for CA (5UL CA)
	TBD
	

	6.5A.3.2.5 Spurious emission band UE co-existence for CA (6UL CA)
	TBD
	

	6.5A.3.2.6 Spurious emission band UE co-existence for CA (7UL CA)
	TBD
	

	6.5A.3.2.7 Spurious emission band UE co-existence for CA (8UL CA)
	TBD
	

	6.5A.3.3.1 Additional spurious emissions for CA (2UL CA)
	TBD
	

	6.5A.3.3.2 Additional spurious emissions for CA (3UL CA)
	TBD
	

	6.5A.3.3.3 Additional spurious emissions for CA (4UL CA)
	TBD
	

	6.5A.3.3.4 Additional spurious emissions for CA (5UL CA)
	TBD
	

	6.5A.3.3.5 Additional spurious emissions for CA (6UL CA)
	TBD
	

	6.5A.3.3.6 Additional spurious emissions for CA (7UL CA)
	TBD
	

	6.5A.3.3.7 Additional spurious emissions for CA (8UL CA)
	TBD
	

	NOTE 1: FR2a: 23.45GHz ≤ f ≤ 32.125GHz
FR2b: 32.125GHz ≤ f ≤ 40.8GHz
FR2c: 40.8GHz ≤ f ≤ 44.3GHz


<< End of change 1>>

<< Start of change 2>>

F.3.2
Measurement of transmitter

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Influence of noise is subtracted from MTSU before calculating the TT for lower limit Tx test cases.
Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	6.2.1.1 UE maximum output power (EIRP)
	PC3

Minimum peak EIRP

IFF (Quiet Zone size ≤ 30 cm)

2.87 dB (FR2a)

2.87 dB (FR2b)

Max EIRP

0 dB
	Minimum peak EIRP

TT = 0.60 x (MTSUIFF - 0.1) (FR2a)

TT = 0.60 x (MTSUIFF - 0.3) (FR2b)

	6.2.1.1 UE maximum output power (TRP)
	PC3

Max TRP

IFF (Quiet Zone size ≤ 30 cm)

2.65 dB (FR2a)

2.77 dB (FR2b)
	Max TRP

TT = 0.60 x MTSUIFF

	6.2.1.2 UE maximum output power (Spherical coverage)
	PC1

TBD

PC2

TBD

PC3

IFF (Quiet Zone size ≤ 30 cm)

2.58 dB (FR2a)

2.58 dB (FR2b)

PC4

TBD
	PC3

TT = 0.60 x (MTSUIFF - 0.3) (FR2a)

TT = 0.60 x (MTSUIFF - 0.9) (FR2b)

	6.2.2 UE maximum output power for modulation / channel bandwidth
	PC3

Minimum peak EIRP

IFF (Quiet Zone size ≤ 30 cm)

3.11 dB (FR2a)

3.11 dB (FR2b)


	Minimum peak EIRP

TT = 0.65 x (MTSUIFF - 0.13) (FR2a)

TT = 0.65 x (MTSUIFF - 0.31) (FR2b)

	6.2.3 UE maximum output power with additional requirements
	TBD
	

	6.2.4 Configured transmitted power
	TBD
	

	6.2A.1.1.1 UE maximum output power - EIRP and TRP for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.2.1 Spherical coverage for CA (2UL CA)
	Intra-band contiguous CA

 Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.2.2 Spherical coverage for CA (3UL CA)
	Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.2.3 Spherical coverage for CA (4UL CA)
	Intra-band contiguous CA

 Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.2.4 Spherical coverage for CA (5UL CA)
	Intra-band contiguous CA

TBD
	

	6.2A.1.2.5 Spherical coverage for CA (6UL CA)
	Intra-band contiguous CA

TBD
	

	6.2A.1.2.6 Spherical coverage for CA (7UL CA)
	Intra-band contiguous CA

TBD
	

	6.2A.1.2.7 Spherical coverage for CA (8UL CA)
	Intra-band contiguous CA

TBD
	

	6.2A.1.1.2 UE maximum output power - EIRP and TRP for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.2A.1.1.3 UE maximum output power - EIRP and TRP for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.2.1.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.3.1 Minimum output power
	:TBD
	

	6.3.2 Transmit OFF power
	0 dB
	

	6.3.3.2 General ON/OFF time mask
	PC3:

OFF Power 

Quiet Zone size ≤ 30cm

0 dB
ON Power 

Quiet Zone size ≤ 30cm

TBD (FR2a)

TBD (FR2b)TBD
	ON Power

TBD

	6.3.3.4 PRACH time mask
	PC3:

OFF Power 

Quiet Zone size ≤ 30cm

0 dB
ON Power 

Quiet Zone size ≤ 30cm

TBD (FR2a)

TBD (FR2b)TBD
	ON Power

TBD

	6.3.4.2 Absolute power tolerance
	PC3

IFF (Quiet Zone size ≤ 30 cm)

TBD dB (FR2a)

TBD dB (FR2b)
	PC3

TT = TBD (FR2a)

TT = TBD (FR2b)

	6.3.4.3 Relative power tolerance
	TBD
	

	6.3.4.4 Aggregate power tolerance
	TBD
	

	6.3A.1.1 Minimum output power for CA (2UL CA)
	TBD
	

	6.3A.1.2 Minimum output power for CA (3UL CA)
	TBD
	

	6.3A.1.3 Minimum output power for CA (4UL CA)
	TBD
	

	6.3A.1.4 Minimum output power for CA (5UL CA)
	TBD
	

	6.3A.1.5 Minimum output power for CA (6UL CA)
	TBD
	

	6.3A.1.6 Minimum output power for CA (7UL CA)
	TBD
	

	6.3A.1.7 Minimum output power for CA (8UL CA)
	TBD
	

	6.3A.2.1 Transmit OFF power for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.3A.2.2 Transmit OFF power for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.3A.2.3 Transmit OFF power for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.3.2

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.3D.3.1 General ON/OFF time mask for UL MIMO
	PC3:

OFF Power 

Quiet Zone size ≤ 30cm

0 dB
ON Power 

Quiet Zone size ≤ 30cm

TBD (FR2a)

TBD (FR2b)
	ON Power

TBD

	6.3D.3.4 SRS time mask for UL MIMO
	PC3:

OFF Power 

Quiet Zone size ≤ 30cm

0 dB
ON Power 

Quiet Zone size ≤ 30cm

TBD (FR2a)

TBD (FR2b)
	ON Power

TBD

	6.3A.4.2.1 Absolute power tolerance for CA (2UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.2 Absolute power tolerance for CA (3UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.3 Absolute power tolerance for CA (4UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.4 Absolute power tolerance for CA (5UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.5 Absolute power tolerance for CA (6UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.6 Absolute power tolerance for CA (7UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.3A.4.2.7 Absolute power tolerance for CA (8UL CA)
	Same as 6.3.4.2 for each CC.
	

	6.4.1 Frequency error
	0.005 ppm
	TT = 0.5 x MTSU

	6.4.2.1 Error vector magnitude
	0%, up to 64QAM
	Minimum requirement + TT

	6.4.2.2 Carrier leakage
	TBD
	

	6.4.2.3 In-band emissions
	TBD
	

	6.4.2.4 EVM equalizer spectrum flatness
	TBD
	

	6.4.2.5 EVM equalizer spectrum flatness for BPSK modulation
	TBD
	

	6.4A.1.1 Frequency error for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.4.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.4A.1.2 Frequency error for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.4.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.4A.1.3 Frequency error for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.4.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.4A.2.1.1 Error Vector magnitude for CA (2UL CA)
	TBD
	

	6.4A.2.1.2 Error Vector magnitude for CA (3UL CA)
	TBD
	

	6.4A.2.1.3 Error Vector magnitude for CA (4UL CA)
	TBD
	

	6.4A.2.1.4 Error Vector magnitude for CA (5UL CA)
	TBD
	

	6.4A.2.1.5 Error Vector magnitude for CA (6UL CA)
	TBD
	

	6.4A.2.1.6 Error Vector magnitude for CA (7UL CA)
	TBD
	

	6.4A.2.1.7 Error Vector magnitude for CA (8UL CA)
	TBD
	

	6.4A.2.2.1 Carrier leakage for CA (2UL CA)
	TBD
	

	6.4A.2.2.2 Carrier leakage for CA (3UL CA)
	TBD
	

	6.4A.2.2.3 Carrier leakage for CA (4UL CA)
	TBD
	

	6.5.1 Occupied bandwidth
	0 kHz
	Minimum requirement + TT

	6.5.2.1 Spectrum Emission Mask
	IFF (Quiet Zone size ≤ 30 cm)
3.21 dB (FR2a)

3.46 dB (FR2b)
	TT = 0.65 x MTSUIFF

	6.5.2.3 Adjacent Channel Leakage Ratio
	Absolute requirement
0 dB

Relative requirement

IFF (Quiet Zone size ≤ 30 cm)

FR2a:

±4.66 dB (BW 50MHz)

±4.96 dB (BW 100MHz)
±4.96 dB (BW 200MHz)
±4.96 dB (BW 400MHz)

FR2b:

±4.96 dB (BW 50MHz)

±4.96 dB (BW 100MHz)
±4.96 dB (BW 200MHz)
±4.96 dB (BW 400MHz)
	TT = 0.65 x MTSUIFF + TT due to metric change

TT due to metric change : 1.0 dB

	6.5.3.1 Transmitter Spurious emissions
	0 dB
	Minimum requirement + TT

	6.5.3.2 Spurious emission band UE co-existence
	0 dB
	Minimum requirement + TT

	6.5A.1.1 Occupied bandwidth for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.1.2 Occupied bandwidth for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.1.3 Occupied bandwidth for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.1.4 Occupied bandwidth for CA (5UL CA)
	TBD
	

	6.5A.1.5 Occupied bandwidth for CA (6UL CA)
	TBD
	

	6.5A.1.6 Occupied bandwidth for CA (7UL CA)
	TBD
	

	6.5A.1.7 Occupied bandwidth for CA (8UL CA)
	TBD
	

	6.5A.2.1.1 Spectrum Emission Mask for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.1.2 Spectrum Emission Mask for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.1.3 Spectrum Emission Mask for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.1.4 Spectrum Emission Mask for CA (5UL CA)
	TBD
	

	6.5A.2.1.5 Spectrum Emission Mask for CA (6UL CA)
	TBD
	

	6.5A.2.1.6 Spectrum Emission Mask for CA (7UL CA)
	TBD
	

	6.5A.2.1.7 Spectrum Emission Mask for CA (8UL CA)
	TBD
	

	6.5A.2.2.1 Adjacent channel leakage ratio for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.3

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.2.2 Adjacent channel leakage ratio for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.3

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.2.3 Adjacent channel leakage ratio for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.2.3

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.2.2.4 Adjacent channel leakage ratio for CA (5UL CA)
	TBD
	

	6.5A.2.2.5 Adjacent channel leakage ratio for CA (6UL CA)
	TBD
	

	6.5A.2.2.6 Adjacent channel leakage ratio for CA (7UL CA)
	TBD
	

	6.5A.2.2.7 Adjacent channel leakage ratio for CA (8UL CA)
	TBD
	

	6.5A.3.1.1 Transmitter Spurious emissions for CA (2UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.3.1.2 Transmitter Spurious emissions for CA (3UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	6.5A.3.1.3 Transmitter Spurious emissions for CA (4UL CA)
	Intra-band contiguous CA

Maximum aggregated BW ≤ 400MHz

Same as 6.5.3.1

Maximum aggregated BW > 400MHz

TBD

Intra-band non-contiguous, Inter-band CA

TBD
	

	NOTE 1:
FR2a: 23.45GHz ≤ f ≤ 32.125GHz
FR2b: 32.125GHz ≤ f ≤ 40.8GHz
FR2c: 40.8GHz ≤ f ≤ 44.3GHz


<< End of change 2>>

