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<Start of new clause>
[bookmark: _Toc20908882][bookmark: _Toc27677980][bookmark: _Toc36037002][bookmark: _Toc44398070][bookmark: _Toc52382261][bookmark: _Toc60687169]5.4.12.4	Specific message contents
None.
5.4.13	Generic Test Procedure for MCPTT radio bearer establishment for use of pre-established session
5.4.13.1	Initial conditions
System Simulator:
-	SS (MCPTT server)
-	SS E-UTRA related parameters are set to the default parameters for the basic single cell environment, as defined in TS 36.508 [6] clause 4.4, unless otherwise specified in the test case. Requirements in regard to the PLMN which the simulated Cell(s) belongs to are specified in the test case using the present procedure.
IUT:
-	UE (MCPTT client)
-	The test USIM set as defined in clause 5.5.10 is inserted.
-	The UE has performed the Generic Test Procedure for MCPTT UE registration as specified in clause 5.4.2 and is in E-UTRA Registered, Idle Mode state with the MCPTT Client being active. During the attach a default EPS bearer context #3 (QCI 69) according to table 6.6.1-1, TS 36.508 [6] is established for MCPTT and SIP signalling.
NOTE 1:	The assumptions for the PDN support of a MCPTT capable UE, including the default EPS bearer context QCI requirements in regard to the different PDN are described in 5.4.1A.
-	The UE has performed the Generic Test Procedure for MCPTT pre-established session establishment CO as specified in clause 5.3.3.
-	Detailed initial conditions for the UE (MCPTT client) shall be specified in the TC referring to the present procedure.
5.4.13.2	Definition of system information messages
The E-UTRA default system information messages as defined in TS 36.508 [6] are used.
5.4.13.3	Procedure
Table 5.4.13.3-1: MCPTT radio bearer establishment for use of pre-established session
	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	SS sends a Paging message to the UE
	<--
	RRC: Paging (PCCH)

	2
	The UE transmits an RRCConnectionRequest message 
	-->
	RRC: RRCConnectionRequest

	3
	The SS transmit an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup

	4
	The UE transmits an RRCConnectionSetupComplete message to confirm the successful completion of the connection establishment and to initiate the session management procedure by including the SERVICE REQUEST message.
	-->
	RRC: RRCConnectionSetupComplete
NAS: SERVICE REQUEST

	5
	The SS transmits a SecurityModeCommand message to activate AS security.
	<--
	RRC: SecurityModeCommand

	6
	The UE transmits a SecurityModeComplete message and establishes the initial security configuration.
	-->
	RRC: SecurityModeComplete

	7
	The SS configures one DRB, associated with the default EPS bearer and another DRB, associated with the dedicated EPS bearer.
The RRCConnectionReconfiguration message is using condition SRB2-DRB(1, 1) as specified in TS 36.508 [6] clause 4.8.2.2.1. 
=> The DRB associated with default EPS bearer obtained during the attach procedure and the DRB associated with dedicated EPS bearer obtained during the establishment of the pre-established session get established 
	<--
	RRC: RRCConnectionReconfiguration

	-
	EXCEPTION: In parallel to step 8, depending on the test case, the UE may start signalling on the DRBs
	-
	-

	8
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of radio bearers.
	-->
	RRC: RRCConnectionReconfigurationComplete



5.4.13.4	Specific message contents
All specific EUTRA/EPS signalling message contents shall be referred to TS 36.508 [6] clauses 4.6 and 4.7.
<End of new clause>

3GPP
