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<Start of modified section 1>
[bookmark: _Toc21354260][bookmark: _Toc27749904]6.4.1	General
The default USIM fields are specified in section 4.8.3. Specific USIM fields are set according to the USIM configuration specified in the tables below. PLMN settings are defined in TS 36.523-1 [42] Table 6.0.1-1.
…
Table 6.4.1-11: USIM configuration 11
	USIM field
	Priority
	Value
	Access Technology Identifier

	EF5GS3GPPLOCI
	
	PLMN1 PLMN15 (See preamble)
	

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN16PLMN1.
	

	EFPLMNwAcT
	1
	Default
	NG-RANDefault

	
	2
	PLMN15PLMN16
	NG-RAN

	
	
	Remaining defined entries use default values
	Default

	EFOPLMNwACT
	1
	PLMN1PLMN15
	NG-RAN

	
	
	Remaining defined entries use default values
	Default

	EFHPLMNwAcT
	1
	PLMN16PLMN1
	NG-RAN

	EFUST
	
	Services 20, 42, 43, 74 and 96 are supported. Service 71 is not supported (there is no EHPLMN list).
	

	EFHPPLMN
	
	1 (6 minutes)
	

	EFNASCONFIG
	
	MinimumPeriodicSearchTimer set to 7 minutes
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