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<Start of modified section 1>
–	SL-LogicalChannelConfig
Table 4.6.6-12: SL-LogicalChannelConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-LogicalChannelConfig-r16 ::= SEQUENCE {
	
	
	

	  FFSsl-Priority-r16
	1
	
	

	  sl-PrioritisedBitRate-r16
	infinity
	
	

	  sl-BucketSizeDuration-r16
	ms50
	
	

	  sl-ConfiguredGrantType1Allowed-r16
	Not present
	
	

	  sl-HARQ-FeedbackEnabled-r16
	enabled
	
	

	  sl-AllowedCG-List-r16
	Not present
	
	

	  sl-AllowedSCS-List-r16
	Not present
	
	

	  sl-MaxPUSCH-Duration-r16
	Not present
	
	

	  sl-LogicalChannelGroup-r16
	1
	Avoiding using LCG #0, which is reserved for SL SRB
	

	
	5
	Avoiding using LCG #0, which s reserved for SL SRB
	LO

	  sl-SchedulingRequestId-r16
	SchedulingRequestId
	
	

	  sl-LogicalChannelSR-DelayTimerApplied-r16
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	LO
	LCG of the lower priority logical channels mapped to SL DRBs



<End of modified section 1>
