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[bookmark: _Toc27479564][bookmark: _Toc36058752][bookmark: _Toc44067675][bookmark: _Toc52716602][bookmark: _Toc58239254]<<< START OF CHANGES >>>
7.3.2.2.2	2Rx TDD FR2 PDCCH 2 Tx antenna performance for both SA and NSA

<<< Skip unchanged sections >>>


7.3.2.2.2.4.3	Message contents
Message contents are according to TS 38.508-1 [6] clause 4.6.1.
7.3.2.2.2.4.3.1	Message exceptions for SA
Table 7.3.2.2.2.4.3.1-1: PDCCH-ControlResourceSet
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-285.4.2.0-6

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  Duration
	2
	SearchSpace
Duration of 2
symbols
	Test 2-2

	  cce-REG-MappingType CHOICE {
	
	
	

	    Interleaved SEQUENCE {
	Null
	
	

	reg-BundleSize
	n2
	
	

	interleaverSize
	n3
	
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 7.3.2.2.2.4.3.1-2: PDSCH-TimeDomainResourceAllocationList
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-27

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-TimeDomainResourceAllocationList ::= SEQUENCE(SIZE(1..maxNrofDL-Allocations)) OF PDSCH-TimeDomainResourceAllocation {
	2 entries
	
	Test 2-2

	  PDSCH-TimeDomainResourceAllocation[1] SEQUENCE {
	
	entry 1
	

	    K0
	Not present
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	53
	Start symbol(S)=2, Length(L)=12
	Test 2-2

	  }
	
	
	

	  PDSCH-TimeDomainResourceAllocation[2] SEQUENCE {
	
	entry 2
	

	    K0
	Not present
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	100
	Start symbol(S)=2, Length(L)=8
	Test 2-2

	  }
	
	
	

	}
	
	
	





7.3.2.2.2.4.3.2	Message exceptions for NSA
Same as 7.3.2.2.2.4.3.1.
<<< END OF CHANGES >>>

