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<<< START OF CHANGES >>>
CodebookConfig
Table 5.4.2.6-17: CodebookConfig
	Derivation Path: Table 4.6.3-25

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	            two CHOICE SEQUENCE {
	
	
	2Tx

	                twoTX-CodebookSubsetRestriction
	'010000'B
	
	Fixed rank2, 2x2, 2x4

	
	‘010011’B
	
	Follow rank, 2x2, 2x4

	
	‘000011’B
	
	Fixed rank1, 2x2, 2x4

	
	‘111111’B
	
	4x4

	              }
	
	
	

	            moreThanTwo SEQUENCE {
	
	
	4Tx

	                n1-n2 CHOICE {
	
	
	

	                  two-one-TypeI-SinglePanel-Restriction
	‘11111111’B
	
	4x4

	              }
	
	
	

	          }
	
	
	

	          typeI-SinglePanel-ri-Restriction
	‘11111111’B
	
	2x2, 2x4

	
	‘00000010’B
	
	Fixed rank2, 4x4

	
	‘00001111’B
	
	Follow RI, 4x4

	        } 
	
	
	

	      }
	
	
	

	      codebookMode
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
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