

	
[bookmark: _GoBack]3GPP TSG-RAN5 Meeting #90-e	R5-210908
Electronic Meeting, 22th Feb– 5th Mar 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.521-1
	CR
	1152
	rev
	-
	Current version:
	16.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Updating test applicability of test case 6.5D.2.4.2-UTRA ACLR for UL MIMO

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2020-02-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	UTRA ACLR testing is only applicable for NS_03U, NS_05U, NS_43U and NS_100 as indicated in 6.5.2.4.2.2. The same applicability should apply for UTRA ACLR for MIMO testing.
NS_43U only affected band n8 and n81, both of which do not support UL MIMO. So NS_43U can be removed from the test applicability of test cased 6.5D.2.4.2.

	
	

	Summary of change:
	Updating test applicability of 6.5D.2.4.2.

	
	

	Consequences if not approved:
	The test applicability of test case 6.5D.2.4.2 remains ambiguity.

	
	

	Clauses affected:
	6.5D.2.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<Start of modified section 1>
[bookmark: _Toc27478309][bookmark: _Toc36227023][bookmark: _Toc44324308][bookmark: _Toc52990502][bookmark: _Toc60823714][bookmark: _Toc60825635][bookmark: OLE_LINK63][bookmark: OLE_LINK64][bookmark: OLE_LINK65]6.5D.2.4.2	UTRA ACLR for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Test point analysis for NS_05U, NS_43U and NS_100 is FFS
6.5D.2.4.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5D.2.4.2.2	Test applicability
This test case applies for NS_03U, NS_05U, and NS_100 to all types of NR UE release 15 and forward that supports UL MIMO.
6.5D.2.4.2.3	Minimum conformance requirements
The minimum conformance requirements specified in Clause 6.5.2.4.2.3 applies to each antenna connector of the UE.
The normative reference for this requirement is TS 38.101-1 [2] clauses 6.5D.2 and 6.5.2.4.2.
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