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<Start of modified section 1>
[bookmark: _Toc21353557][bookmark: _Toc27749158][bookmark: _Toc36227962][bookmark: _Toc36228258][bookmark: _Toc36228713][bookmark: _Toc36228930][bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK36]4.3.1.1	Test frequencies for NR operating bands in FR1
[bookmark: _Toc21353558][bookmark: _Toc27749159][bookmark: _Toc36227963][bookmark: _Toc36228259][bookmark: _Toc36228714][bookmark: _Toc36228931]4.3.1.1.1	NR operating bands in FR1
[bookmark: OLE_LINK11][bookmark: OLE_LINK15]<Unchanged Skipped>
4.3.1.1.1.83	Reference test frequencies for NR operating band n83 (SUL)
Table 4.3.1.1.1.83-1: Test frequencies for NR operating band n83 and SCS 15 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	5
	25
	Uplink
	Low
	705.5
	141100
	703.25
	140650
	0

	
	
	
	Mid
	725.5
	145100
	327.61
	65522
	2198

	
	
	
	High
	745.5
	149100
	743.07
	148614
	1

	10
	52
	Uplink
	Low
	708
	141600
	703.32
	140664
	0

	
	
	
	Mid
	725.5
	145100
	325.18
	65036
	2198

	
	
	
	High
	743
	148600
	738.14
	147628
	1

	15
	79
	Uplink
	Low
	710.5
	142100
	703.39
	140678
	0

	
	
	
	Mid
	725.5
	145100
	322.75
	64550
	2198

	
	
	
	High
	740.5
	148100
	733.21
	146642
	1

	20
	106
	[bookmark: OLE_LINK16]Uplink
	Low
	713
	142600
	703.46
	140692
	0

	
	
	
	Mid
	725.5
	145100
	320.32
	64064
	2198

	
	
	
	High
	738
	147600
	728.28
	145656
	1

	30
	160
	Uplink
	Low
	718
	143600
	703.6
	140720
	0

	(Note 1)
	
	
	High
	733
	146600
	717.52
	143504
	6

	Note 1:	No carrier centre frequency specified for Mid Range and CBW=30 MHz due to Note 7 in TS 38.101-1 [7], Table 5.3.5-1



Table 4.3.1.1.1.83-2: Test frequencies for NR operating band n83 and SCS 30 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	24
	Uplink
	Low
	708
	141600
	703.68
	140736
	0

	
	
	
	Mid
	725.5
	145100
	642.34
	128468
	219

	
	
	
	High
	743
	148600
	738.32
	147664
	1

	15
	38
	Uplink
	Low
	710.5
	142100
	703.66
	140732
	0

	
	
	
	Mid
	725.5
	145100
	639.82
	127964
	219

	
	
	
	High
	740.5
	148100
	733.3
	146660
	1

	20
	51
	Uplink
	Low
	713
	142600
	703.82
	140764
	0

	
	
	
	Mid
	725.5
	145100
	637.48
	127496
	219

	
	
	
	High
	738
	147600
	728.46
	145692
	1

	30
	78
	Uplink
	Low
	718
	143600
	703.96
	140792
	0

	(Note 2)
	
	
	High
	733
	146600
	716.8
	143360
	6

	Note 2:	No carrier centre frequency specified for Mid Range and CBW=30 MHz due to Note 7 in TS 38.101-1 [7], Table 5.3.5-1
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