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<Start of Changes>
[bookmark: _Toc27475622][bookmark: _Toc29495210][bookmark: _Toc36116254][bookmark: _Toc36118303][bookmark: _Toc36560416][bookmark: _Toc43976914][bookmark: _Toc52213486][bookmark: _Toc60742942]6.2B.2.1	UE Maximum Output Power reduction for Intra-Band Contiguous EN-DC
6.2B.2.1.1	Test purpose
Same test purpose as in clause 6.2.2.1 in TS 38.521-1 [8] for the NR carrier. 
6.2B.2.1.2	Test applicability
This test case applies to all types of E-UTRA power class 3 and power class 2 UE release 15 and forward, supporting intra-band contiguous EN-DC.
6.2B.2.1.3	Minimum conformance requirements
When the UE is configured for intra-band contiguous EN-DC, the UE determines the total allowed maximum output power reduction as specified in this clause.
For UE supporting dynamic power sharing the following: 
-	for the MCG, MPRc in accordance with TS 36.101 [5]
-	for the SCG,
MPR'c = MPRNR = MAX( MPRsingle,NR, MPRENDC)
-	for the total configured transmission power,
MPRtot = PPowerClass,EN-DC – min(PPowerClass,EN-DC ,10*log10(10^((PPowerClass,E-UTRA - MPRE-UTRA)/10) + 10^((PPowerClass,NR - MPRNR)/10))
where 
MPRE-UTRA = MAX(MPRsingle,E-UTRA, MPRENDC )
with
-	MPRsingle, E-UTRAis the MPR defined for the E-UTRA transmission in TS 36.101 [5]
-	MPRsingle,NR is the MPR defined for the NR transmission in TS 38.101-1 [2]
For UEs not supporting dynamic power sharing the following
-	for the MCG,
MPRc = MAX(MPRsingle,E-UTRA, MPRENDC )
-	for the SCG,
MPR'c = MAX( MPRsingle,NR, MPRENDC )
where
-	MPRsingle,NR is the MPR defined for the NR transmission in TS 38.101-1 [2]
-	MPRsingle,E-UTRA is the MPR defined for the E-UTRA transmission in TS 36.101 [5]
MPR in this subclause is applicable for power class 3 and power class 2 UEs indicating IE dualPA-Architecture supported with ENDC power class being the same as the E-UTRA and NR power class, otherwise the UE can use as much MPR as needed to fulfil emissions requirements when scheduled with dual uplink transmission. For UEs scheduled with single uplink transmission, MPR in subclause 6.2.4 of TS 36.101 [5] and 6.2.2 of TS 38.101-1 [2] apply. For a UE supporting dynamic power sharing for DC_(n)71AA for which dual simultaneous uplink transmissions are mandatory and A-MPR defined in subclause 6.2B.3.1.1 is applied as MPR. The allowed maximum output power reduction for IM3 related emissions applied to transmission on the MCG and the SCG is defined as follows:
MPRENDC = MA
Where MA is defined as follows
MA =		15;		0 ≤ B < 0.5
		10;		0.5 ≤ B < 1.0
		8;		1.0 ≤ B < 2.0
		6;		2.0 < B
Where:
	For UEs supporting dynamic power sharing,
			B = (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/1,000,000
For UEs not supporting dynamic power sharing,
	For E-UTRA
			B = (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + 12 * SCSNR)/1,000,000
Where SCSNR = 15 kHz is assumed in calculation of B.
	For NR
			B = (12* SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/1,000,000
Where SCSE-UTRA = 15 kHz is assumed in calculation of B.
and MA is reduced by 1 dB for B < 2.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.2.1.
Exception requirements for both NR and E-UTRA are defined for this test when transmission on E-UTRA overlap in time with NR. LTE anchor agnostic approach is not applied for this case. E-UTRA test point analysis is included and E-UTRA measurements are performed.
Exception requirements for both NR and E-UTRA are defined for this test when transmission on E-UTRA doesn't overlap in time with NR, for a UE that doesn't support dynamic power sharing. LTE anchor agnostic approach is not applied for this case. E-UTRA test point analysis is included and E-UTRA measurements are performed.
No exception requirements for NR or E-UTRA are defined for this test when transmission on E-UTRA doesn't overlap in time with NR, for a UE that supports dynamic power sharing. LTE anchor agnostic approach is not applied for this case based on the test point analysis in TS 38.905 [7].
6.2B.2.1.4	Test description
6.2B.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and test channel bandwidths based on NR operating bands specified in clause 5.3B.1.2, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.4B.2.1.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521.1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.
Table 6.2B.2.1.4.1-1: Test configuration table
	Initial Conditions

	Test Environment
as specified in TS 38.508-1 [6] clause 4.1.

	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies
as specified in TS 38.508-1 [6] clause 4.3.1.

	Low range, High range

	Test EN-DC bandwidth combination as specified in Table 5.3B.1.2-1.
	Lowest NRB_agg, Highest NRB_agg
(Note 2)

	Test SCS for the NR cell as specified in TS 38.521-1 [8] Table 5.3.5-1.
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	
	
	
	E-UTRA Cell
	NR Cell
	Common

	
	
	
	
	
	Modulation
	RB allocation
(Note 5)
	Modulation
	RB allocation (NOTE 1)
	Power config
(NOTE 8)

	1
	Default
	Default
	Default
	N/A
	16QAM
	Outer_Full
	DFT-s-OFDM Pi/2 BPSK
	Outer_Full
	B

	2
(Note 3)
	Default
	
	
	
	16QAM
	Outer_1RB_Left
	DFT-s-OFDM Pi/2 BPSK
	Edge_1RB_Right
	B 

	3
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	DFT-s-OFDM Pi/2 BPSK
	N/A
	A

	4
(Note 3)
	High
	
	
	
	16QAM
	N/A
	DFT-s-OFDM Pi/2 BPSK
	Edge_1RB_Right
	A

	5
(Note 4)
	Default
	
	
	
	16QAM
	Outer_1RB_Right
	DFT-s-OFDM Pi/2 BPSK
	Edge_1RB_Left
	B

	6
(Note 4)
	Low
	
	
	
	16QAM
	N/A
	DFT-s-OFDM Pi/2 BPSK
	Edge_1RB_Left
	A

	7
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	DFT-s-OFDM Pi/2 BPSK
	N/A
	A

	8
	Default
	
	
	
	16QAM
	Outer_Full
	DFT-s-OFDM QPSK
	Outer_Full
	B

	9
(Note 3)
	Default
	
	
	
	16QAM
	Outer_1RB_Left
	DFT-s-OFDM QPSK
	Edge_1RB_Right
	B

	10
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	DFT-s-OFDM QPSK
	N/A
	A

	11
(Note 3)
	High
	
	
	
	16QAM
	N/A
	DFT-s-OFDM QPSK
	Edge_1RB_Right
	A

	12
(Note 4)
	Default
	
	
	
	16QAM
	Outer_1RB_Right
	DFT-s-OFDM QPSK
	Edge_1RB_Left
	B

	13
(Note 4)
	Low
	
	
	
	16QAM
	N/A
	DFT-s-OFDM QPSK
	Edge_1RB_Left
	A

	14
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	DFT-s-OFDM QPSK
	N/A
	A

	15
	Default
	
	
	
	16QAM
	Outer_Full
	DFT-s-OFDM 16QAM
	Outer_Full
	B

	16
(Note 3)
	Default
	
	
	
	16QAM
	Outer_1RB_Left
	DFT-s-OFDM
16QAM
	Edge_1RB_Right
	B

	17
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	DFT-s-OFDM 16QAM
	N/A
	A

	18
(Note 3)
	High
	
	
	
	16QAM
	N/A
	DFT-s-OFDM 16QAM
	Edge_1RB_Right
	A

	19
(Note 4)
	Default
	
	
	
	16QAM
	Outer_1RB_Right
	DFT-s-OFDM 16QAM
	Edge_1RB_Left
	B

	20
(Note 4)
	Low
	
	
	
	16QAM
	N/A
	DFT-s-OFDM 16QAM
	Edge_1RB_Left
	A

	21
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	DFT-s-OFDM 16QAM
	N/A
	A

	22
	Default
	
	
	
	16QAM
	Outer_Full
	DFT-s-OFDM 64QAM
	Outer_Full
	B

	23
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	DFT-s-OFDM 64QAM
	Edge_1RB_Right
	B

	24
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	DFT-s-OFDM 64QAM
	Edge_1RB_Left
	B

	25
	Default
	
	
	
	16QAM
	Outer_Full
	DFT-s-OFDM 256QAM
	Outer_Full
	B

	26
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	DFT-s-OFDM 256QAM
	Edge_1RB_Right
	B

	27
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	DFT-s-OFDM 256QAM
	Edge_1RB_Left
	B

	28
	Default
	
	
	
	16QAM
	Outer_Full
	CP-OFDM QPSK
	Outer_Full
	B

	29
(Note 3)
	Default
	
	
	
	16QAM
	Outer_1RB_Left
	CP-OFDM QPSK
	Edge_1RB_Right
	B

	30
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	CP-OFDM QPSK
	N/A
	A

	31
(Note 3)
	High
	
	
	
	16QAM
	N/A
	CP-OFDM QPSK
	Edge_1RB_Right
	A

	32
(Note 4)
	Default
	
	
	
	16QAM
	Outer_1RB_Right
	CP-OFDM QPSK
	Edge_1RB_Left
	B

	33
(Note 4)
	Low
	
	
	
	16QAM
	N/A
	CP-OFDM QPSK
	Edge_1RB_Left
	A

	34
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	CP-OFDM QPSK
	N/A
	A

	35
	Default
	
	
	
	16QAM
	Outer_Full
	CP-OFDM 16QAM
	Outer_Full
	B

	36
(Note 3)
	Default
	
	
	
	16QAM
	Outer_1RB_Left
	CP-OFDM
16QAM
	Edge_1RB_Right
	B

	37
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	CP-OFDM 16QAM
	N/A
	A

	38
(Note 3)
	High
	
	
	
	16QAM
	N/A
	CP-OFDM 16QAM
	Edge_1RB_Right
	A

	39
(Note 4)
	Default
	
	
	
	16QAM
	Outer_1RB_Right
	CP-OFDM 16QAM
	Edge_1RB_Left
	B

	40
(Note 4)
	Low
	
	
	
	16QAM
	N/A
	CP-OFDM 16QAM
	Edge_1RB_Left
	A

	41
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	CP-OFDM 16QAM
	N/A
	A

	42
	Default
	
	
	
	16QAM
	Outer_Full
	CP-OFDM 64QAM
	Outer_Full
	B

	43
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	CP-OFDM 64QAM
	Edge_1RB_Right
	B

	44
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	CP-OFDM 64QAM
	Edge_1RB_Left
	B

	45
	Default
	
	
	
	16QAM
	Outer_Full
	CP-OFDM 256QAM
	Outer_Full
	B

	46
(Note 3)
	Low
	
	
	
	16QAM
	Outer_1RB_Left
	CP-OFDM 256QAM
	Edge_1RB_Right
	B

	47
(Note 4)
	High
	
	
	
	16QAM
	Outer_1RB_Right
	CP-OFDM 256QAM
	Edge_1RB_Left
	B

	48 (Note 4)
	Default
	
	
	
	16QAM
	Edge_Full_Right
	CP-OFDM 256QAM
	Edge_Full_Left
	B

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 in TS 38.521-1 [8].
NOTE 2:	If the UE supports multiple CC combinations in the EN-DC configuration with the same NRB_agg, select the combination to test as follows:
	-	Lowest ENBW: NR component with lowest NRB is tested.
	-	Highest ENBW: NR component with highest NRB is tested.
NOTE 3:	Applicable when E-UTRA cell carrier frequency is lower than NR cell carrier.
NOTE 4:	Applicable when NR cell carrier frequency is lower than E-UTRA cell carrier.
NOTE 5:	Outer_Full defined as the transmission bandwidth configuration NRB per channel bandwidth for the E-UTRA component as indicated in TS 36.521 [10] Table 5.4.2-1. Outer_1RB_Left defined as 1 RB allocated at the left edge of the E-UTRA component. Edge_Full_Right is defined as 2 RBs allocated at the right edge of the E-UTRA component. Outer_1RB_Right defined as 1 RB allocated at the right edge of the E-UTRA component.
NOTE 6:	DFT-s-OFDM Pi/2 BPSK test applies only for UEs which supports Pi/2 BPSK in FR1
NOTE 7:	Test IDs with simultaneous E-UTRA and NR UL transmission only apply for UEs indicating dualPA-Architecture.
NOTE 8:	Power config as specified in Table 6.2B.2.1.4.3-4 (PC3) or Table 6.2B.2.1.4.3-5 (PC2). 
NOTE 9:	Test IDs with simultaneous E-UTRA and NR UL transmission don’t apply to DC_(n)71AA for a UE supporting dynamic power sharing (A-MPR is applied as MPR and covered by 6.2B.3.1.1).



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, Figure A.3.1.1 for TE diagram and clause A.3.2.1 for UE diagram.
2.	The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3, and the parameter settings for the NR cell are set up according to TS 38.508-1 [6] clause 4.4.3.
3.	Downlink signals are initially set up according to TS 36.521-1 [10] Annex C.0 and TS 38.521-1 [8] Annex C.0 for E-UTRA CG and NR CG respectively, and uplink signals according to TS 36.521-1 [10] Annex H and TS 38.521-1 [8] Annex G for E-UTRA CG and NR CG respectively.
4.	NR downlink signals are initially set up according to Annex C.0, C.1, and C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 of TS 38.521-1 [8].
5.	The UL Reference Measurement channels are TS 36.521-1 [10] Annex A.2 and TS 38.521-1 [8] Annex A.2 for E-UTRA CG and NR CG respectively.
6.	Propagation conditions are set according to TS 36.521-1 [10] Annex B.0 and TS 38.521-1 [8] Annex B.0 for E-UTRA CG and NR CG respectively.
7.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5. Message contents are defined in clause 6.2B.2.1.4.3.
8.	For the case of testing overlapping E-UTRA and NR UL transmission scenario when both bands are TDD, ensure E-UTRA UL transmission overlaps with NR UL transmission in time by giving SCG a delay of 3 E-UTRA subframes, or by giving MCG a delay of 2 subframes.
6.2B.2.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 and DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.2B.2.1.4.1-1 on E-UTRA CC and NR CC respectively. Since the UL has no payload and no loopback data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands to the UE for NR and E-UTRA carrier until the UE transmits at its PUMAX level; allow at least 200 ms from the first TPC command starting in this step for the UE to reach PUMAX level.
3.	Measure the mean power over all component carriers for the EN-DC configuration, which shall meet the requirements described in clause 6.2B.2.1.5. The period of the measurement shall be at least the continuous duration of one active sub-frame (1ms). For TDD slots with transient periods are not under test.
NOTE 1:	When switching to DFT-s-OFDM waveform, as specified in the test configuration table 6.2B.2.1.4.1-1, send an NR RRCReconfiguration message according to TS 38.508-1 [6] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.
6.2B.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [6] clause 4.6.1 with the following exceptions:
Table 6.2B.2.1.4.3-1: AdditionalSpectrumEmission for MCG
	Derivation Path: 36.508 [11] clause 4.6.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	  AdditionalSpectrumEmission
	 0 (NS_01)
	
	



Table 6.2B.2.1.4.3-2: AdditionalSpectrumEmission for SCG
	Derivation Path: 38.508-1 [5] clause 4.6.3, Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	  AdditionalSpectrumEmission
	 0 (NS_01)
	
	



Table 6.2B.2.1.4.3-3: PhysicalCellGroupConfig for PC3
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	Power config A (NOTE 1)
	

	
	20
	Power config B (NOTE 2)
	

	NOTE 1:	Applies when E-UTRA UL transmission not overlapping with NR UL transmission in time.
NOTE 2:	Applies when E-UTRA UL transmission overlapping with NR UL transmission in time.



Table 6.2B.2.1.4.3-4: RRCConnectionReconfiguration: nr-Config-r15 for PC3
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	23
	Power config A (NOTE 1)
	

	
	20
	Power config B (NOTE 2)
	

	NOTE 1:	Applies when E-UTRA UL transmission not overlapping with NR UL transmission in time..
NOTE 2:	Applies when E-UTRA UL transmission overlapping with NR UL transmission in time




Table 6.2B.2.1.4.3-5: PhysicalCellGroupConfig for PC2
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	26
	Power config A (NOTE 1)
	

	
	23
	Power config B (NOTE 2)
	

	NOTE 1:	Applies when E-UTRA UL transmission not overlapping with NR UL transmission in time.
NOTE 2:	Applies when E-UTRA UL transmission overlapping with NR UL transmission in time.



Table 6.2B.2.1.4.3-6: RRCConnectionReconfiguration: nr-Config-r15 for PC2
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	26
	[bookmark: OLE_LINK64][bookmark: OLE_LINK65]Power config A (NOTE 1)
	

	
	23
	Power config B (NOTE 2)
	

	NOTE 1:	Applies when E-UTRA UL transmission not overlapping with NR UL transmission in time..
NOTE 2:	Applies when E-UTRA UL transmission overlapping with NR UL transmission in time




Table 6.2B.2.1.4.3-7: RRCConnectionReconfiguration: tdm-PatternConfig if operating on FDD band
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        tdm-PatternConfig-r15 ::= CHOICE{
	
	
	Power config A (NOTE 1)

	                          setup :: = SEQUENCE {
	
	Apply if operating on FDD band for a UE NOT indicating support of dynamicPowerSharing in the UE-MRDC-Capability IE according to TS 38.213 [x] clause 7.6.1
	

	                            subframeAssignment-r15
	sa2
	
	

	                            harq-Offset-r15
	0
	
	

	                          }
	
	
	

	                        }
	
	
	

	NOTE 1:	Applies when E-UTRA UL transmission not overlapping with NR UL transmission in time.



<Unchanged Text Skipped>
[bookmark: _Toc27475662][bookmark: _Toc29495224][bookmark: _Toc36116268][bookmark: _Toc36118317][bookmark: _Toc36560430][bookmark: _Toc43976928][bookmark: _Toc52213500][bookmark: _Toc60742956]6.2B.4.1.1	Configured Output Power Level for Intra-Band Contiguous EN-DC
Editor's note:	The following aspects are either missing or not yet determined:
-	Minimum requirements are pending RAN4.
6.2B.4.1.1.1	Test purpose
To verify the UE does not exceed the power bounds defined by PCMAX_L and PCMAX_HPCMAX_L and PCMAX_H.
6.2B.4.1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting intra-band contiguous EN-DC.
6.2B.4.1.1.3	Minimum conformance requirementsThe minimum conformance requirements are defined in clause 6.2B.4.1.0.1.1.
6.2B.4.1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting intra-band contiguous EN-DC.
6.2B.4.1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.2B.4.1.0.1.1.
Exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
6.2B.4.1.1.4	Test description
6.2B.4.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.3B.1.2, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration specified in clause 5.3B.1.2 and are shown in table 6.2B.4.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.
Table 6.2B.4.1.1.4.1-1: Test configurations table for intra-band contiguous EN-DC
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR and E-UTRA Test Frequencies as specified in TS 38.508-1 [5] clause 4.3.1
	Mid range

	Test EN-DC bandwidth combination as specified in TS 38.508-1 [5] clause 4.3.1
	Lowest NRB_agg, Highest NRB_agg

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Highest supported SCS

	NR/E-UTRA Test Parameters for UE supporting DPS

	Test ID
(NOTE 3)
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	PLTE
	Modulation
	RB allocation (NOTE 1)
	PNR

	1a-1f
	N/A
	QPSK
	Full_Allocation
	{-13, 7, 12, 15, 19, 23}
	CP-OFDM QPSK
	Outer_Full
	{-13, 7, 12, 15, 18, 23}

	2a-2c
	
	QPSK
	Partial_Allocation
	{-10, 10, 15}
	N/A
	N/A
	{-10, 10, 15}

	3a-3c
	
	N/A
	N/A
	{-10, 10, 15}
	DFT-s-OFDM QPSK
	Inner Full
	{-10, 10, 15}

	NR/E-UTRA Test Parameters for UE not supporting DPS

	Test ID
(NOTE 3)
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	PLTE
	Modulation
	RB allocation (NOTE 1)
	PNR

	1a-1d
	N/A
	QPSK
	Full_Allocation
	{-10, 10, 15, 23}
	CP-OFDM QPSK
	Outer_Full
	{-10, 10, 15, 23}

	2a-2c
	
	QPSK
	Partial_Allocation
	{-10, 10, 15}
	N/A
	N/A
	{-10, 10, 15}

	3a-3c
	
	N/A
	N/A
	{-10, 10, 15}
	DFT-s-OFDM QPSK
	Inner Full
	{-10, 10, 15}

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 in TS 38.521-1 [8].
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1 in current specification.
NOTE 3:	The suffix in Test ID identifies the configured power level being tested from the PLTE and PNR lists



Table 6.2B.4.1.1.4.1-2: Void

1.	Connect the SS to the UE antenna connectors as shown in [6] TS 38.508-1 A.3.1.2.1 for SS diagram and A.3.2.1 for UE diagram.
2.	The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3, and the parameter settings for the NR cell are set up according to TS 38.508-1 [6] clause 4.4.3.
3.	Downlink signals are initially set up according to TS 36.521-1 [10] Annex C.0 and TS 38.521-1 [8] Annex C.0 for E-UTRA CG and NR CG respectively, and uplink signals according to TS 36.521-1 [10] Annex H and TS 38.521-1 [8] Annex G for E-UTRA CG and NR CG respectively.
4.	The UL Reference Measurement channels are TS 36.521-1 [10] Annex A.2 and TS 38.521-1 [8] Annex A.2 for E-UTRA CG and NR CG respectively.
5.	Propagation conditions are set according to TS 36.521-1 [10] Annex B.0 and TS 38.521-1 [8] Annex B.0 for E-UTRA CG and NR CG respectively.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5. Message contents are defined in clause 6.2B.4.1.1.4.3.
7.	For the case of testing overlapping E-UTRA and NR UL transmission scenario when both bands are TDD, ensure E-UTRA UL transmission overlaps with NR UL transmission in time by giving SCG a delay of 3 E-UTRA subframes, or by giving MCG a delay of 2 subframes.
6.2B.4.1.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 and DCI format 0_1 for C_RNTI to schedule the UL RMC according table 6.2B.4.1.1.4.1-1 on E-UTRA CC and NR CC respectively. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands to the UE for NR and E-UTRA carrier until the UE transmits at its PUMAX level; allow at least 200 ms from the first TPC command for the UE to reach PUMAX level.
3.	Measure the mean transmitted power over E-UTRA component carrier and NR component carrier respectively, or/and measure the sum of mean transmitted power over E-UTRA and NR component carriers according to Table 6.2B.4.1.1.5-1 and Table 6.2B.4.1.1.5-2. The period of the measurement shall be at least the continuous duration of one active sub-frame. For TDD, only slots consisting of only UL symbols are under test.
6.2B.4.1.1.4.3	Message contents
Message contents are according to TS 36.508 [11] clause 4.6.1 and TS 38.508-1 [6] clause 4.6.1 with the following exceptions.
Table 6.2B.4.1.1.4.3-1: RRCConnectionReconfiguration: tdm-PatternConfig if E-UTRA on FDD band and UE doesn’t support dynamic power sharing
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        tdm-PatternConfig-r15 CHOICE{
	
	
	Test ID 1d

	                          setup SEQUENCE {
	
	
	

	                            subframeAssignment-r15
	sa2
	
	

	                            harq-Offset-r15
	0
	
	

	                          }
	
	
	

	                        }
	
	
	



Table 6.2B.4.1.1.4.3-2: SystemInfomationBlockType1: tdd-Config if E-UTRA on TDD band
	Derivation Path: TS 36.508 [11], Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	Operating on TDD band
	

	  subframeAssignment
	sa2
	
	

	  specialSubframePatterns
	ssp7
	
	

	}
	
	
	



Table 6.2B.4.1.1.4.3-3: RRCConnectionReconfiguration: nr-Config-r15
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                            p-MaxEUTRA-r15
	Defined as PLTE in Table 6.2B.4.1.1.4.1-1
	
	



Table 6.2B.4.1.1.4.3-4: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalCellGroupConfig ::= SEQUENCE {
	
	
	

	  p-NR-FR1
	Defined as PNR in Table 6.2B.4.1.1.4.1-1
	
	

	}
	
	
	



Table 6.2B.4.1.1.4.3-5: RRCConnectionReconfiguration: p-MaxUE-FR1-r15
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1530-IEs
	

	                          p-MaxUE-FR1-r15
	23
	
	

	                        }
	
	
	



<Unchanged Text Skipped>
[bookmark: _Toc27475822][bookmark: _Toc29495345][bookmark: _Toc36116390][bookmark: _Toc36118439][bookmark: _Toc36560554][bookmark: _Toc43977071][bookmark: _Toc52213647][bookmark: _Toc60743112]6.5B.3.3.2	Spurious emission band UE co-existence for Inter-band within FR1
Editor's note:	The default and additional test configuration is analysed based on the assumption that only intermodulation products need to be tested.
6.5B.3.3.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions for band UE co-existence for inter-band EN-DC.
6.5B.3.3.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward supporting inter-band EN-DC.
6.5B.3.3.2.3	Minimum conformance requirements
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. The requirements in Table 6.5B.3.3.2-1 apply on each component carrier with all component carriers are active.
NOTE:	For inter-band EN_DC with the uplink assigned to one LTE band and one NR band, the requirements in Table 6.5B.3.3.2.3-1 could be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur.
<Unchanged Text Skipped>
6.5B.3.3.2.4.3	Message Contents
Message contents are according to TS 36.508 [11] clause 4.6.1 and TS 38.508-1 [6] clause 4.6.1 with the following exceptions.
Table 6.5B.3.3.2.4.3-1: SystemInfomationBlockType1: tdd-Config if E-UTRA on TDD band
	Derivation Path: TS 36.508 [11], Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	Operating on TDD band
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp7
	
	

	}
	
	
	



Table 6.5B3.3.2.4.3-1a: VoidRRCConnectionReconfiguration: tdm-PatternConfig if E-UTRA on FDD band and UE does not support dynamic power sharing
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        tdm-PatternConfig-r15 CHOICE{
	
	
	

	                          setup  SEQUENCE {
	
	
	

	                            subframeAssignment-r15
	sa2
	
	

	                            harq-Offset-r15
	0
	
	

	                          }
	
	
	

	                        }
	
	
	



Table 6.5B.3.3.2.4.3-2: RRCConnectionReconfiguration: nr-Config-r15
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	23
	
	Power Class 2 UE AND simultaneous E-UTRA and NR transmission

	
	20
	
	[bookmark: OLE_LINK66][bookmark: OLE_LINK67]Power Class 3 UE AND simultaneous E-UTRA and NR transmission



Table 6.5B.3.3.2.4.3-3: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6] Table 4.6.3-106 

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 2 UE AND simultaneous E-UTRA and NR transmission

	
	20
	
	Power Class 3 UE AND simultaneous E-UTRA and NR transmission



[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>
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