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[bookmark: _Toc27410900][bookmark: _Toc36039412][bookmark: _Toc43838772][bookmark: _Toc51772927][bookmark: _Toc58245133]A.4.3.1	RF Baseline Implementation Capabilities
NOTE:	The values indicated in column "Release" in tables A.4.3.1-1 and A.4.3.1-2 below are to be understood as the specifications release version in which a band was introduced and not as a mandate that a UE conforming to particular release shall support a particular band. For further guidance to release independent bands see TS 38.307 [19].

[Text skipped here]

Table A.4.3.1-7a: NR FR1 2Rx/4Rx implementation Capabilities
	Item
	UE 2Rx/4Rx implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE 2Rx in FR1
	38.101-1, 7.3
	Rel-15
	pc_FR1_2Rx
	If the capability is supported then the Band(s) for which it is supported shall be indicated Applicable to the bands in Table A.4.3.9-4c

	2
	UE FDD 4Rx in FR1
	38.101-1, 7.3
	Rel-15
	pc_FR1_FDD_4Rx
	If the capability is supported then the Band(s) for which it is supported shall be indicated Applicable to the bands in Table A.4.3.9-4a and Table A.4.3.9-4b

	3
	UE TDD 4Rx in FR1
	38.101-1, 7.3
	Rel-15
	pc_FR1_TDD_4Rx
	If the capability is supported then the Band(s) for which it is supported shall be indicated in Table A.4.3.9-4b



[Text skipped here]


A.4.3.9	Additional capabilities for UE declared capability
Table A.4.3.9-1: UE declared capabilities
	Item
	UE declared capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Enhanced Type 1 Receiver for NR
	38.101-4, 5
	Rel-15
	pc_nr_enh_type1_receiver
	Support for Enhanced Type 1 Receiver (SU-MIMO Interference Mitigation advanced receiver)

	2
	Vehicular UE
	38.101-1, 3
	Rel-15
	pc_nr_vehicular_ue
	



[Text skipped here]


Table A.4.3.9-4a: FDD 4 Rx antenna ports Capabilities
	Item
	Band
	Ref.
	Release
	Comments

	1
	FDD Band n1
	38.101-1, 7.2
	Rel-15
	

	2
	FDD Band n2
	38.101-1, 7.2
	Rel-15
	

	3
	FDD Band n3
	38.101-1, 7.2
	Rel-15
	

	…
	
	
	
	

	7
	FDD Band n7
	38.101-1, 7.2
	Rel-15
	NOTE 2Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-1

	...
	
	
	
	

	28
	FDD Band n28
	38.101-1, 7.2
	Rel-16
	4 Rx operation is targeted for FWA form factor

	...
	
	
	
	

	30
	FDD Band n30
	38.101-1, 7.2
	Rel-16
	

	...
	
	
	
	

	66
	FDD Band n66
	38.101-1, 7.2
	Rel-15
	

	…
	
	
	
	

	70
	FDD Band n70
	38.101-1, 7.2
	Rel-15
	

	71
	FDD Band n71
	38.101-1, 7.2
	Rel-16
	4 Rx operation is targeted for FWA form factor

	NOTE 1:	At least one band from those listed in the present table needs to be supported if UE has indicated support of the capability defined in Table A.4.3.1-7a/2.
NOTE 2:	Support of 4 Rx for this band is mandatory for non-vehicular UEs i.e. if support has NOT been indicated to the capability specified in Table A.4.3.9-1/2.



[bookmark: _Hlk47517246][bookmark: _Toc27410939][bookmark: _Toc36039452][bookmark: _Toc43838812]Table A.4.3.9-4b: TDD 4 Rx antenna ports Capabilities
	Item
	Band
	Ref.
	Release
	Comments

	34
	TDD Band n34
	38.101-1, 7.2
	Rel-15
	

	...
	
	
	
	

	38
	TDD Band n38
	38.101-1, 7.2
	Rel-15
	NOTE 2Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	39
	TDD Band n39
	38.101-1, 7.2
	Rel-15
	

	...
	
	
	
	

	40
	TDD Band n40
	38.101-1, 7.2
	Rel-15
	

	41
	TDD Band n41
	38.101-1, 7.2
	Rel-15
	NOTE 2Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	...
	
	
	
	

	48
	TDD Band n48
	38.101-1, 7.2
	Rel-16
	NOTE 2Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	…
	
	
	
	

	77
	TDD Band n77
	38.101-1, 7.2
	Rel-15
	NOTE 2Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	78
	TDD Band n78
	38.101-1, 7.2
	Rel-15
	NOTE 2Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	79
	TDD Band n79
	38.101-1, 7.2
	Rel-15
	NOTE 2Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	NOTE 1:	At least one band from those listed in the present table needs to be supported if UE has indicated support of the capability defined in Table A.4.3.1-7a/3.
NOTE 2:	Support of 4 Rx for this band is mandatory for non-vehicular UEs i.e. if support has NOT been indicated to the capability specified in Table A.4.3.9-1/2.



Table A.4.3.9-4c: 2 Rx antenna ports Capabilities
	Item
	Band
	Ref.
	Comments

	1
	FDD Band n1
	38.101-1, 7.3.2
	

	2
	FDD Band n2
	38.101-1, 7.3.2
	

	3
	FDD Band n3
	38.101-1, 7.3.2
	

	4
	FDD Band n5
	38.101-1, 7.3.2
	

	5
	FDD Band n7
	38.101-1, 7.3.2
	NOTE 2

	6
	FDD Band n8
	38.101-1, 7.3.2
	

	7
	FDD Band n12
	38.101-1, 7.3.2
	

	7a
	Reserved
	
	

	7b
	FDD Band n14
	38.101-1, 7.3.2
	

	8
	FDD Band n20
	38.101-1, 7.3.2
	

	9
	FDD Band n25
	38.101-1, 7.3.2
	

	10
	FDD Band n28
	38.101-1, 7.3.2
	

	10a
	FDD Band n29
	38.101-1, 7.3A.2.4
	

	10b
	FDD Band n30
	38.101-1, 7.3.2
	

	11
	TDD Band n34
	38.101-1, 7.3.2
	

	12
	TDD Band n38
	38.101-1, 7.3.2
	NOTE 2

	13
	TDD Band n39
	38.101-1, 7.3.2
	

	14
	TDD Band n40
	38.101-1, 7.3.2
	

	15
	TDD Band n41
	38.101-1, 7.3.2
	NOTE 2

	16
	TDD Band n48
	38.101-1, 7.3.2
	

	17
	TDD Band n50
	38.101-1, 7.3.2
	

	18
	TDD Band n51
	38.101-1, 7.3.2
	

	19
	FDD Band n65
	38.101-1, 7.3.2
	

	20
	FDD Band n66
	38.101-1, 7.3.2
	

	21
	FDD Band n70
	38.101-1, 7.3.2
	

	22
	FDD Band n71
	38.101-1, 7.3.2
	

	23
	FDD Band n74
	38.101-1, 7.3.2
	

	24
	TDD Band n77
	38.101-1, 7.3.2
	NOTE 2

	25
	TDD Band n78
	38.101-1, 7.3.2
	NOTE 2

	26
	TDD Band n79
	38.101-1, 7.3.2
	NOTE 2

	NOTE 1:	At least one band from those listed in the present table needs to be supported if UE has indicated support of the capability defined in Table A.4.3.1-7a/1.
NOTE 2:	Support of 2 Rx for this band is allowed only for vehicular UEs i.e. if support has been indicated to the capability specified in Table A.4.3.9-1/2.



