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<Start of Changes>
[bookmark: _Toc27475891][bookmark: _Toc29495389][bookmark: _Toc36116433][bookmark: _Toc36118482][bookmark: _Toc36560597][bookmark: _Toc43977114][bookmark: _Toc52213691][bookmark: _Toc60743156]7.3B.2.3	Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
[bookmark: _Toc27475892][bookmark: _Toc36116434][bookmark: _Toc36118483][bookmark: _Toc36560598][bookmark: _Toc43977115][bookmark: _Toc52213692][bookmark: _Toc60743157]7.3B.2.3.1	Test purpose
Same as in clause 7.3B.2.1.1.
[bookmark: _Toc27475893][bookmark: _Toc36116435][bookmark: _Toc36118484][bookmark: _Toc36560599][bookmark: _Toc43977116][bookmark: _Toc52213693][bookmark: _Toc60743158]7.3B.2.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting inter-band EN-DC.
[bookmark: _Toc27475894][bookmark: _Toc36116436][bookmark: _Toc36118485][bookmark: _Toc36560600][bookmark: _Toc43977117][bookmark: _Toc52213694][bookmark: _Toc60743159]7.3B.2.3.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.3B.2.0.
LTE anchor agnostic approach is not applied.
[bookmark: _Toc27475895][bookmark: _Toc36116437][bookmark: _Toc36118486][bookmark: _Toc36560601][bookmark: _Toc43977118][bookmark: _Toc52213695][bookmark: _Toc60743160]7.3B.2.3.4	Test description
[bookmark: _Toc43977119][bookmark: _Toc52213696][bookmark: _Toc60743161]7.3B.2.3.4.1	Void
[bookmark: _Toc43977120][bookmark: _Toc52213697][bookmark: _Toc60743162]7.3B.2.3.4.2	Test description
7.3B.2.3.4.2.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations for E-UTRA consist of the test frequency based on E-UTRA operating band and test channel bandwidth as specified in Table 4.6-1, with the exception that the E-UTRA channel bandwidth is the lowest supported value in Table 5.3B.1.3-1 for the EN-DC non-contiguous configuration under test.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.2B.2.1-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing are shown in Tables 7.3B.2.3.4.2.1-0 in anchor agnostic mode and Tables 7.3B.2.3.4.2.1-0 to 7.3B.2.3.4.2.1-5 for exceptional test cases in anchor specific mode. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [8] Annex C2.
In a FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.
Table 7.3B.2.3.4.2.1-0: Test configurations table for EN-DC configuration without any reference sensitivity exception
	Initial Conditions

	
	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	
	NR Test Frequencies as specified in TS 38.508-1 [6] clause4.3.1, 
E-UTRA Test Frequencies as specified in TS 36.508 [11] clause 4.3.1
	Mid range


	
	Test DC Combination setting (NRB_agg) as specified in clause [TBD] for the DC Configuration across bandwidth combination sets supported by the UE.
	Refer to "NR NRB"and "E-UTRA NRB " columns

	
	Network signalling value
	NS_01 by default 
Unless given by Table 7.3.3-3 in TS 36.521-1 [10] for the E-UTRA band and Table 7.3.2.3-4 in TS 38.521-1 [8] for the NR band.

	Test Parameters for DC Configurations

	ID
	PCC – E-UTRA
	SCG -NR

	
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	CH BW
	DLalloc / UL alloc
	UL MOD
	DL MOD
	UL/DL Ch BW 
	DLalloc / UL alloc

	Test Settings for a DC_XA_nYA Configuration (Inter-band EN-DC) – Note 2

	1
	X
	default
	
	
	nY
	default
	
	

	
	N/A
	N/A
	5 MHz
	N/A
	CP-OFDM QPSK
	QPSK /CP-OFDM QPSK
	Highest NRB
	All RBs / REFSENS_NR

	Note 1:	REFSENS_NR refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3 of TS 38.521-1 [8].
Note 2:	LTE anchor agnostic configuration



<Unchanged Text Skipped>
[bookmark: OLE_LINK14][bookmark: OLE_LINK15]Table 7.3B.2.3.4.2.1-6: Test Configuration Table for EN-DC configurations affected by Reference sensitivity exceptions (two bands)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [6] clause 4.3.1, 
E-UTRA Test Frequencies as specified in TS 36.508 [11] clause 4.3.1
	For test frequencies refer to “Range” columns.

	Test DC Combination setting (NRB_agg) as specified in clause [TBD] for the DC Configuration across bandwidth combination sets supported by the UE.
	Refer to "NR NRB"and "E-UTRA NRB " columns

	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for DC Configurations

	ID
	PCC – E-UTRA
	SCG -NR

	
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	CH BW
	DLalloc / UL alloc
	UL MOD
	DL MOD
	UL/DL Ch BW 
	DLalloc / UL alloc

	Test Settings for a DC_1A_n78 Configuration

	12
	
	
	
	
	FFS
	
	
	

	24
	1
	DL 2140
	
	
	n78
	3710
	
	

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	CP-OFDM QPSK
	CP-OFDM QPSK
	10 MHz
	All RBs / REFSENS_ENDC_4

	Test Settings for a DC_3_n1 Configuration

	17
	3
	Mid
	
	
	n1
	Mid
	
	

	
	N/A
	QPSK
	20 MHz
	All RBs / 0
	N/A
	QPSK
	100 MHz
	All RBs / REFSENS_NR

	17	Comment by Huawei: Corresponding to Proposal 6 in related discussion
	3
	Mid
	
	
	n1
	Mid
	
	

	
	N/A
	N/A
	5MHz
	N/A
	N/A
	QPSK
	100 MHz
	All RBs / REFSENS_NR

	26
	3
	Mid
	 
	 
	n1
	Mid
	 
	 

	
	QPSK
	QPSK
	20 MHz
	All RBs / REFSENS_ENDC_3
	N/A
	CP-OFDM QPSK
	20 MHz
	All RBs / 0

	34, 10
	3
	DL 1855
	
	
	n1
	2140
	
	

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	CP-OFDM QPSK
	CP-OFDM QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4

	Test Settings for a DC_3A_n41 Configuration

	16
	3
	Low
	
	
	n41
	Low
	
	

	
	QPSK
	QPSK
	20 MHz
	All RBs / REFSENS_ENDC_3
	N/A
	QPSK
	20 MHz
	All RBs / 0

	26
	3
	Mid
	
	
	n41
	Low
	
	

	
	QPSK
	QPSK
	20 MHz
	All RBs / REFSENS_ENDC_3
	N/A
	QPSK
	20 MHz
	All RBs / 0

	36
	3
	High
	
	
	n41
	Low
	
	

	
	N/A
	QPSK
	20 MHz
	All RBs / 0
	QPSK
	QPSK
	100 MHz
	All RBs / REFSENS_ENDC_3

	46
	3
	High
	
	
	n41
	Mid
	
	

	
	N/A
	QPSK
	20 MHz
	All RBs / 0
	QPSK
	QPSK
	100 MHz
	All RBs / REFSENS_ENDC_3

	54, 10	Comment by Huawei: Corresponding to Proposal 7 in related discussion
	3
	DL 1835
	
	
	n41
	2657.5
	
	

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	QP
	QPSK
	10 MHz
	All RBs / REFSENS_ENDC_4

	Test Settings for a DC_3A_n78 Configuration	Comment by Huawei: Corresponding to Proposal 2 in related discussion

	13
	3
	Mid
	
	
	n78
	3495
	
	

	
	QPSK
	QPSK
	20 MHz
	All RBs / REFSENS_ENDC_1
	N/A
	QPSK
	100 MHz
	All RBs / 0

	1a8
	3
	Mid 
	
	
	n78
	3595
	
	

	
	QPSK
	QPSK
	20
	All RBs / REFSENS_ENDC_1
	DFT-s-OFDM QPSK
	CP-OFDM
	100
	All RBs/0

	23
	3
	Mid
	
	
	n78
	3525
	
	

	
	QPSK
	QPSK
	20 MHz
	All RBs / REFSENS_ENDC_1
	N/A
	QPSK
	20 MHz
	All RBs / 0

	35
	3
	High
	
	
	n78
	Mid3740
	
	

	
	N/A
	QPSK
	20 MHz
	All RBs / 0
	CP-OFDM QPSK
	QPSK
	20 MHz
	All RBs / REFSENS_ENDC_2

	3a9
	3
	Low 
	
	
	n78
	High
	
	

	
	QPSK
	QPSK
	20
	All RBs/0
	DFT-s-OFDM QPSK
	CP-OFDM
	20
	All RBs / REFSENS_ENDC_2

	44
	3
	DL 1835
	
	
	n78
	3575
	
	

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	CP-OFDM QPSK
	CP-OFDM QPSK
	10 MHz
	All RBs / REFSENS_ENDC_4

	54
	3
	DL 1860
	
	
	n78
	3435
	
	

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	CP-OFDM QPSK
	CP-OFDM QPSK
	10 MHz
	All RBs / REFSENS_ENDC_4

	Test Settings for a DC_20A_n3A Configuration

	17
	20
	Mid
	
	
	 n3
	High
	
	

	
	QPSK
	QPSK
	20 MHz
	All RBs / 0
	N/A
	QPSK
	100 MHz
	All RBs / REFSENS_NR

	17	Comment by Huawei: Corresponding to Proposal 6
	20
	Mid
	
	
	 n3
	High
	
	

	
	QPSK
	N/A
	5 MHz
	N/A
	N/A
	QPSK
	100 MHz
	All RBs / REFSENS_NR

	24
	20
	DL 799
	 
	 
	n3
	1870
	 
	 

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	CP-OFDM QPSK
	CP-OFDM QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4

	34
	20
	DL 806
	
	
	n3
	1830
	
	

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	CP-OFDM QPSK
	CP-OFDM QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4

	Test Settings for a DC_20A_n78A Configuration

	12
	
	
	
	
	FFS
	
	
	

	
	
	
	
	
	
	
	
	

	23
	20
	Mid
	
	
	n78
	3388 MHz
	
	

	
	QPSK
	QPSK
	20 MHz
	All RBs / REFSENS_ENDC_1
	N/A
	QPSK
	100 MHz
	All RBs / 0

	34
	20
	DL 809 MHz
	
	
	n78
	3359 MHz
	
	

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	CP-OFDM QPSK
	QPSK
	10 MHz
	All RBs / REFSENS_ENDC_4

	Test Settings for a DC_40_n78 Configuration 

	15
	40
	Mid
	 
	 
	n78
	Mid
	 
	 

	
	QPSK
	QPSK
	20 MHz
	All RBs / REFSENS_ENDC_2
	N/A
	CP-OFDM QPSK
	20 MHz
	All RBs / 0

	NOTE 1:	REFSENS_LTE refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.3-2 of TS 36.521-1 [10].
REFSENS_NR refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3 of TS 38.521-1 [8].
REFSENS_ENDC_1 refers to the Uplink RB allocation for reference sensitivity exceptions due to UL harmonic interference according to table 7.3B.2.0.3.1-2.
REFSENS_ENDC_2 refers to the Uplink RB allocation for reference sensitivity exceptions due to receiver harmonic mixing according to table 7.3B.2.0.3.2-2.
REFSENS_ENDC_3 refers to the Uplink RB allocation for reference sensitivity exceptions due to cross band isolation according to table 7.3B.2.0.3.4-2.
REFSENS_ENDC_4 refers to the Uplink RB allocation for reference sensitivity exceptions due to dual uplink operation according to table 7.3B.2.0.3.5.1-1.
NOTE 2:	Test ID with no exception
NOTE 3:	Test ID with UL harmonic exception 
NOTE 4:	Test ID with 2UL intermodulation exception
NOTE 5:	Test ID with UL receiver harmonic mixing
NOTE 6:	Test ID with UL cross band isolation
NOTE 7:	Test ID for UE supporting single ULwith LTE anchor agnostic, which applies to NSA only capable UEs.
NOTE 8:	Test ID with UL harmonic exception avoided
[bookmark: OLE_LINK16][bookmark: OLE_LINK17]NOTE 9:	Test ID with UL receiving harmonic exception avoided
NOTE 10: 	Only applicable to UEs not supporting UE capability singleUL-Transmission.



[bookmark: OLE_LINK33][bookmark: OLE_LINK34]7.3B.2.3.4.2.2	Test procedure
1.	NR SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 and DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 7.3B.22..4.1-1 Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Set the Downlink signal level to the appropriate REFSENS value defined in TS 38.521-1 [8], Table 7.3.3-1 for NR band and TS 36.521-1 [10] Table 7.3.3-1 for E-UTRA band. Send continuously uplink power control "up" commands in the uplink scheduling information to both carriers to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.
3.	Measure the average throughput on the NR carrier for a duration sufficient to achieve statistical significance according to Annex H.2 of TS 38.521-1 [8] for NR band.
7.3B.2.3.4.2.3	Message contents
Message contents are according to TS 38.508-1 [5] clause 4.6.

[bookmark: _Toc27475896][bookmark: _Toc52213698][bookmark: _Toc60743163]7.3B.2.3.5	Test requirement
For inter-band EN-DC configurations, the throughput of each CG shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with reference receive power level specified in Tables Table 7.3.2.5-1 in TS 38.521-1 [8] and parameters specified Tables 7.3.2.4.1-1, Tables 7.3.2.4.1-2 and Tables 7.3.2.4.1-3 in TS 38.521-1 [8] for NR band.
Reference sensitivity test requirements for EN-DC configurations without any reference sensitivity exception are specified in Table 7.3.2.5-1 in TS 38.521-1 [8] for the NR CC  with uplink configuration specified in Table 7.3B.2.3.4.2.1-0.
Test procedure for exceptional test requirements for reference sensitivity for inter-band EN-DC within FR1 are defined in clause 7.3B.2.3.4.2.2. The test requirement is defined in Table 7.3B.2.3.5-1, Table 7.3B.2.3.5-2, Table 7.3B.2.3.5-3, Table 7.3B.2.3.5-4 and Table 7.3B.2.3.5-5 for MSDs due to uplink harmonic, harmonic mixing, cross band isolation, dual uplinks for PC3 ENDC and dual uplink operation for PC2 EN-DC, respectively. For a given EN-DC combo, if more than one category of MSD applies, UE shall pass all requirement.
For the UE which supports inter-band EN-DC, the minimum requirement for reference sensitivity in Table 7.3.2.5-1 of TS 38.521-1 [8] for NR band and Table 7.3.5-1 of TS 36.521-1 [10] for EUTRA band, shall be increased by the amount given in ΔRIB,c defined in clause 7.3B.3.3 for the applicable for two, three, four and five bands operation.
Reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1, are specified in Table 7.3B.2.3.5-1 with uplink configuration specified in Table 7.3B.2.3.4.2.1-2 to Table 7.3B.2.3.4.2.1-2_27 for each specific EN-DC combination scenario.
<End of Changes>

