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<Start of modified section 1>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
…
	8.1.5.8
	Processing delay
	
	
	

	8.1.5.8.1
	Processing delay / RRC_Idle to RRC_Connected / RRC_Inactive to RRC_Connected / Success / Latency check
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.6
	SON and MDT support for NR
	
	
	

	8.1.6.1
	Intra NR MDT
	
	
	

	8.1.6.1.1
	Immediate MDT
	
	
	

	FFS
	FFS
	
	
	

	[bookmark: OLE_LINK3][bookmark: OLE_LINK4]8.1.6.1.2
	Logged MDT
	
	
	

	FFS
	FFS
	
	
	

	8.1.6.1.3
	Radio Link Failure report
	
	
	

	FFS
	FFS
	
	
	

	8.1.6.1.4
	Connection Establishment Failure
	
	
	

	8.1.6.1.4.3
	Connection Establishment Failure / Logging and reporting / Reporting at intra-NR handover
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.

	8.1.6.1.4.4
	Connection Establishment Failure / Logging and reporting / Reporting at RRC connection re-establishment
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.

	8.1.6.1.4.5
	Connection Establishment Failure / Logging and reporting / Location Information
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.

	8.1.6.1.4.6
	Connection Establishment Failure / Logging and reporting / Reporting of Intra-frequency measurements
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.

	8.1.6.1.4.7
	Connection Establishment Failure / Logging and reporting / Reporting of Inter-frequency measurements
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.

	8.1.6.1.4.8
	Connection Establishment Failure / Logging and reporting / RACH failure report
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.

	8.1.6.2
	Inter-RAT MDT
	
	
	

	FFS
	FFS
	
	
	



<End of modified section 1>

<Start of modified section 2>
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
…
	C1xx
	IF A.4.1-5/1 AND A.4.4-1/xx3 THEN R ELSE N/A
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.
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<End of modified section 2>

