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[bookmark: _Toc21354273][bookmark: _Toc27749923]< Unchanged sections omitted >
7.3.1	Radio resource control information elements for RRM
As defined in clause 4.6.3 with the following exceptions:
< Unchanged sections omitted >
– 	ServingCellConfig
Table 7.3.1-23: ServingCellConfig
	Derivation Path: Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  csi-MeasConfig	CHOICE {
	
	
	

		setup
	csi-MeasConfig
	
	

	}
	
	
	



– 	CSI-SSB-ResourceSet
Table 7.3.1-xx: CSI-SSB-ResourceSet
	Derivation Path: Table 4.6.3-47

	Information Element
	Value/remark
	Comment
	Condition

	CSI-SSB-ResourceSet ::= SEQUENCE {
	
	
	

	  csi-SSB-ResourceSetId
	CSI-SSB-ResourceSetId
	
	

	[bookmark: _GoBack]  csi-SSB-Resource SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourcePerSet)) OF SSB-Index {
	1 entry
	
	

	    SSB-Index[1]
	SSB-Index
	entry 1
	

	  }
	
	
	

	  csi-SSB-Resource SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourcePerSet)) OF SSB-Index {
	2 entries
	
	SECOND_SSB

	    SSB-Index[1]
	SSB-Index
	entry 1
	

	    SSB-Index[2]
	SSB-Index with condition SECOND_SSB
	entry 2
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	SECOND_SSB
	SSB configuration used in test case contain two SSBs in a burst



7.4	FFS
Void.
< End of changes >

