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1. Introduction

The purpose of this document is to highlight the changes to 3GPP RAN5 test specifications based on RAN5#90-e approved CRs that may impact current GCF and PTCRB selected test cases. 
The scope of the highlighted changes in this document covers removed test cases, changes to test case clause numbers, changes to test case titles and changes to test case applicability that might have impact on GCF/PTCRB WI/RFT assignments. 
2. Changes to 3GPP RAN5 test specifications
The table below summarizes the changes introduced by approved RAN5#90-e CRs to RAN5 test specifications. 

In the table both the prose and the applicability specifications are indicated separated by a "/". E.g. "34.121-1/34-121-2" indicate that the prose for the test case is TS 34.121-1 and the associated test case applicability specification is in TS 34-121-2. The source for the changes indicated to test cases in the table is the applicability specification of the test cases.
Changes are indicated by revision marks. A title including the word “void” indicates that a test case has been removed. 
The GCF and PTCRB columns indicate the impacted GCF work item(s) in GCF-CC v3.81.0 and PTCRB RFT(s) in NAPRD 6.4 respectively.
Note!
The changes listed in this document are limited to changes introduced in RAN5 test specifications. For the case test cases in GCF work items and PTCRB RFTs have been based on RAN5 work plans before the test cases have been completely included in RAN5 test case applicability specifications (TS 34.521-2, TS 34.523-2, TS 34.229-2, TS 36.521-2, TS 36.523-2, TS 37.571-3, TS 38.522, TS 38.523-2 and TS 51.010-2) the GCF work item and PTCRB RFT rapporteurs need to check the latest RAN5 work plans.  

	TS
	Clause
	Title 
	Comment
	Impact GCF
(GCF CC v3.81.0)
	Impact PTCRB
(NAPRD v6.4)

	34.121-1/34.121-2 – UTRA RF/RRM test cases 

	No impact

	34.123-1/34.123-2 – UTRA protocol test cases

	No impact

	34.229-1/34.229-2 – IMS test cases - E-UTRA

	No impact

	34.229-5/34.229-2 – IMS test cases - 5GS

	34.229-1
	7.2
	MTSI MO Voice Call / 504 Server Time-out / 5GS
	Title changed
	Impacted WI: WI-505-NR 
	No impact. Test case title already aligned.

	34.229-1
	7.3
	Void
	Test case removed
	Impacted WI: WI-505-NR
	No impact. Test case marked as Void in NAPRD.

	36.521-1/36.521-2 – E-UTRA RF and performance test cases

	36.521-1
	9.8.4.2
	TDD CQI reporting under AWGN conditions for UE supporting coverage enhancement alternative table
	Test case clause changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.521-3/36.521-2 E-UTRA RRM test cases

	No impact

	36.523-1/36.523-2 – E-UTRA protocol test cases
Note! many changes introduced due to alignement of TS 36.523-1 and TS 36.523-2.


	36.523-1
	6.1.1.1a
	PLMN selection / Automatic mode / between FDD and TDD
	Title changed
	No impact (title already aligned in DCC
	Impacted RFT:
110:Dual Mode (FDD/TDD) LTE

	36.523-1
	6.1.2.5c
	Inter-band Cell reselection / Extended frequency list
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.1.2.6b
	Cell reselection from cell in enhanced coverage to inter-frequency cell in normal coverage
	Title changed
	No impact (test case not in DCC)
	No impact (title already aligned in NAPRD

	36.523-1
	6.1.2.11
	Inter-frequency Cell reselection
	Title changed
	Impacted WI:
WI-081
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.1.2.11a
	Inter-frequency Cell reselection / Extended frequency list
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.1.2.14
	Speed-dependent Cell reselection
	Title changed
	Impacted WI:
WI-081
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.1.2.15a
	Inter-frequency Cell reselection according to cell reselection priority provided by SIBs / Between FDD and TDD
	Title changed
	Impacted WI:
WI-151
	Impacted RFT:
110:Dual Mode (FDD/TDD) LTE

	36.523-1
	6.1.2.15b
	Inter-band Cell reselection according to cell reselection priority provided by SIBs
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.1.2.18
	Inter-frequency Cell reselection based on common priority information with parameters ThreshX, HighQ, ThreshX, LowQ and ThreshServing, LowQ
	Title changed
	Impacted WI:
WI-150
	Impacted RFT:
099:LTE Rel.9 Enhancements

	36.523-1
	6.1.2.19
	Intra-frequency Cell reselection / MFBI
	Title changed
	Impacted WI:
WI-150
	Impacted RFT:
132:R13 LTE MTC

	36.523-1
	6.1.2.20
	Inter-frequency Cell reselection / MFBI
	Title changed
	Impacted WI:
WI-150
	Impacted RFT:
117:Multi Frequency Band Indicator

	36.523-1
	6.1.2.21
	Inter-band Cell reselection / MFBI
	Title changed
	Impacted WI:
WI-156
	Impacted RFT:
117:Multi Frequency Band Indicator

	36.523-1
	6.1.2.22
	Cell reselection / MFBI / UE does not support multiBandInfoList
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.1.2.23
	Inter-band Cell reselection / MFBI frequency band priority adjustment/Inter-band CA
	Title changed
	Impacted WI:
WI-251
	Impacted RFT:
117:Multi Frequency Band Indicator

	36.523-1
	6.2.2.1
	Inter-RAT Cell selection / From E-UTRA RRC_IDLE to UTRA_Idle / Serving cell becomes non-suitable
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.2.2
	Inter-RAT Cell selection / From E-UTRA RRC_IDLE to GSM_Idle/GPRS Packet_idle / Serving cell becomes non-suitable
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.2.3
	Inter-RAT Cell selection / From E-UTRA RRC_IDLE to HRPD Idle / Serving cell becomes non-suitable 
	Title changed
	Impacted WI:
WI-088
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.2.4
	Inter-RAT Cell selection / From E-UTRAN RRC_IDLE to 1xRTT idle / Serving cell becomes non-suitable
	Title changed
	Impacted WI:
WI-088
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.2.8
	Inter-RAT Cell selection / From UTRA_Idle to E-UTRA RRC_IDLE / Serving cell becomes non-suitable
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.1
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to GSM_Idle/GPRS Packet_Idle
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.1a
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to GSM_Idle/GPRS Packet_Idle (Squal < ThreshServing, LowQ, Srxlev > ThreshX, LowP and Srxlev > ThreshX, HighP)
	Title changed
	Impacted WI:
WI-168
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.3
	Inter-RAT Cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.3a
	Inter-RAT Cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE (QqualminEUTRA, SqualServingCell < Threshserving,low2, SqualnonServingCell,x > Threshx, low2 and SqualnonServingCell,x > Threshx, high2)
	Title changed
	Impacted WI:
WI-167
	Impacted RFT:
099:LTE Rel.9 Enhancements

	36.523-1
	6.2.3.4
	Inter-RAT cell reselection / From UTRA_CELL_PCH state to E-UTRA RRC_IDLE
	Title changed
	Impacted WI:
WI-086
	No impact (title already aligned in NAPRD

	36.523-1
	6.2.3.4a
	Inter-RAT Cell reselection / From UTRA_CELL_PCH state to E-UTRA RRC_IDLE based on RSRQ+RSRP evaluation
	Title changed
	Impacted WI:
WI-167
	Impacted RFT:
099:LTE Rel.9 Enhancements

	36.523-1
	6.2.3.5
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.5a
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle (Squal > ThreshX, HighQ, Squal < ThreshServing, LowQ, Squal > ThreshX, LowQ and SnonIntraSearchQ)
	Title changed
	Impacted WI:
WI-167
	Impacted RFT:
099:LTE Rel.9 Enhancements

	36.523-1
	6.2.3.6
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle according to RAT priority provided by dedicated signalling
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.7
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to HRPD Idle / HRPD cell is higher reselection priority than E-UTRA
	Title changed
	Impacted WI:
WI-088
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.7a
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to HRPD Idle / HRPD cell is higher reselection priority than E-UTRA (Srxlev > ThreshHRPD, HighP)
	Title changed
	Impacted WI:
WI-224
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.8
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to HRPD Idle / HRPD is lower reselection priority than E-UTRA
	Title changed
	Impacted WI:
WI-088
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.8a
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to HRPD Idle / HRPD cell is lower reselection priority than E-UTRA (Squal < ThreshServing, LowQ and Srxlev > ThreshHRPD, LowP
	Title changed
	Impacted WI:
WI-224
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.9
	Inter-RAT Cell reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Dormant- When CDMA2000 1xRTT cell is higher reselection priority than E-UTRA
	Title changed
	Impacted WI:
WI-088
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.9a
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to 1xRTT Dormant / 1xRTT cell is higher reselection priority than E-UTRA (Srxlev > Thresh1xRTT, HighP)
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.10
	Inter-RAT Cell reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Idle - When CDMA2000 1xRTT is lower reselection priority than E-UTRA
	Title changed
	Impacted WI:
WI-088
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.10a
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to 1xRTT Dormant / 1xRTT cell is lower reselection priority than E-UTRA (Squal < ThreshServing, LowQ and Srxlev > Thresh1xRTT, LowP)
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.13
	Inter-RAT Cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE according to RAT priority provided by dedicated signalling
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.14
	Inter-RAT cell reselection / from GSM_Idle/GPRS Packet_Idle to E-UTRA (priority of E-UTRA cells are higher than the serving cell)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.15
	Inter-RAT Cell reselection / from GSM_Idle/GPRS Packet_Idle to E-UTRA (priority of E-UTRA cells are lower than the serving cell)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.16
	Inter-RAT Cell reselection / from GSM_Idle to E-UTRAN /based on H_PRIO criteria
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.17
	Inter-RAT Cell reselection / from GSM_Idle/GPRS Packet_Idle to E-UTRA (priority E-UTRA cells)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.18
	Inter-RAT Cell reselection / from GSM_Idle/GPRS Packet_Idle to E-UTRA (blacklisted E-UTRA cells)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.19
	Redirection to E-UTRA upon the release of the CS connection
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.21
	Inter-RAT Cell reselection / From GPRS Packet_transfer (NC0 mode) to E-UTRA
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.23
	Inter-RAT Cell reselection from GPRS Packet transfer to E-UTRA in CCN Mode (PACKET CELL CHANGE CONTINUE)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.24
	Inter-RAT Cell reselection from GPRS Packet transfer to E-UTRA in CCN Mode (PACKET CELL CHANGE ORDER)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.26
	Inter-RAT Autonomous Cell reselection GPRS Packet_transfer to E-UTRA (NC1 mode)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.27
	Inter-RAT Cell selection from GPRS Packet_transfer to E-UTRA (NC2 Mode)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.28
	Inter-RAT Cell reselection from GPRS Packet_transfer to E-UTRA (Network Assisted Cell Change)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.29
	Inter-RAT Cell reselection from GPRS packet_transfer to E-UTRA in CCN mode (PACKET MEASUREMENT ORDER)
	Title changed
	Impacted WI:
WI-087
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.30
	Inter-RAT Cell reselection failure from GPRS Packet transfer to E-UTRA (Network Assisted Cell Change)
	Title changed
	Impacted WI:
WI-097
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.31
	Inter-RAT Cell reselection / From UTRA_Idle (low priority) to E-UTRA RRC_IDLE (high priority) according to RAT priority provided by dedicated signalling
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.32
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle, Snonintrasearch
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.2.3.33
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle / Squal based cell reselection parameters are broadcasted in E-UTRAN / UE does not support Squal based cell reselection in UTRAN
	Title changed
	Impacted WI:
WI-167
	Impacted RFT:
099:LTE Rel.9 Enhancements

	36.523-1
	6.2.3.34
	Inter-RAT Cell reselection from E-UTRA to UTRA / MFBI
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.2.3.35
	Inter-RAT Cell reselection from UTRA to E-UTRA / MFBI
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
117:Multi Frequency Band Indicator

	36.523-1
	6.3.1
	Inter-frequency Cell reselection / From E-UTRA RRC_IDLE non-CSG cell to E-UTRA RRC_IDLE CSG cell
	Title changed
	Impacted WI:
WI-081
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.3.2
	Inter-RAT Cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA idle CSG cell
	Title changed
	Impacted WI:
WI-097
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.3.3
	Inter-RAT Cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE CSG cell
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.3.4
	Inter-RAT Cell reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE CSG cell
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	6.4.2
	Inter-frequency Cell reselection / From E-UTRA RRC_IDLE non-CSG cell to E-UTRA RRC_IDLE member hybrid cell
	Title changed
	Impacted WI:
WI-273
	Impacted RFT:
111:FEMTO CSG

	36.523-1
	6.4.3
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE non-CSG cell to UTRA_Idle member hybrid cell
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
111:FEMTO CSG

	36.523-1
	6.4.4
	Inter-RAT Cell reselection / From E-UTRA RRC_IDLE non-member hybrid cell to UTRA_Idle member hybrid cell
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
111:FEMTO CSG

	36.523-1
	6.4.5
	Inter-RAT Cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE member hybrid cell
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
111:FEMTO CSG

	36.523-1
	6.4.6
	Inter-RAT Cell reselection / From UTRA CELL_PCH to E-UTRA RRC_IDLE member hybrid cell
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
111:FEMTO CSG

	36.523-1
	6.4.7
	Inter-RAT Cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA RRC_IDLE member hybrid cell
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
111:FEMTO CSG

	36.523-1
	6.5.1
	WLAN Offload / Cell selection / EUTRA RRC_Idle to/from WLAN (Qrxlevmeas, BeaconRSSI, WLAN identifier no match/match)
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.5.2
	WLAN Offload / Cell selection / EUTRA RRC_Idle to/from WLAN (Qrxlevmeas, BackhaulRateDlWLAN)
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.5.3
	WLAN Offload / Cell selection / EUTRA RRC_Idle to/from WLAN (Qqualmeas, BackhaulRateUlWLAN)
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	6.5.4
	WLAN Offload / Cell selection / EUTRA RRC_Idle to/from WLAN (Qqualmeas, ChannelUtilizationWLAN)
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	7.1.1.1
	CCCH mapped to UL SCH/ DL-SCH / Reserved Logical Channel ID
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	7.1.1.2
	DTCH or DCCH mapped to UL SCH/ DL-SCH / Reserved Logical Channel ID
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	7.1.4.16
	UE power headroom reporting / DL pathloss change reporting
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	7.1.4a.1
	Correct downlink reception and uplink transmission when specific valid subframes are signalled for BL UE
	Title changed
	Impacted WI:
WI-254
	Impacted RFT:
132:R13 LTE MTC

	36.523-1
	7.1.6.4
	DRX operation / Short cycle configured / DRX command MAC control element reception
	Title changed
	Impacted WI:
WI-091
	No impact (test case not in NAPRD)

	36.523-1
	7.1.7.1.5
	DL-SCH transport block size selection / DCI format 2A / RA type 0 / Two transport blocks enabled / Transport block to codeword swap flag value set to ’0’
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	7.1.7.1.6
	DL-SCH transport block size selection / DCI format 2A / RA type 1 / Two transport blocks enabled / Transport block to codeword swap flag value set to ’1’
	Title changed
	Impacted WI:
WI-081
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	7.1.7.1.9
	DL-SCH transport block size selection / DCI format 1B / RA type 2 / Localised VRB / 256QAM
	Title changed
	Impacted WI:
WI-245
	Impacted RFT:
137:LTE DL 256 QAM

	36.523-1
	7.1.7.1.10
	DL-SCH transport block size selection / DCI format 1B / RA type 2 / Distributed VRB / 256QAM
	Title changed
	Impacted WI:
WI-245
	Impacted RFT:
137:LTE DL 256 QAM

	36.523-1
	7.1.7.1.11
	DL-SCH transport block size selection / DCI format 2A / RA type 0 / Two transport blocks enabled / Transport block to codeword swap flag value set to ’0’ / 256QAM
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	36.523-1
	7.1.7.1.12
	DL-SCH transport block size selection / DCI format 2A / RA type 1 / Two transport blocks enabled / Transport block to codeword swap flag value set to ’1’ / 256QAM
	Title changed
	Impacted WI:
WI-245
	Impacted RFT:
137:LTE DL 256 QAM

	36.523-1
	7.2.2.1
	UM RLC / Segmentation and reassembly / 5-bit SN / Framing info field
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	7.2.2.2
	UM RLC / Segmentation and reassembly / 10-bit SN / Framing info field
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	7.2.3.3
	AM RLC / Segmentation and reassembly / Framing info field
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	7.2.3.18
	AM RLC / Reassembly / AMD PDU reassembly from AMD PDU segments, segmentation Offset and Last Segment Flag fields
	Title changed
	Impacted WI:
WI-081
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	7.3.6.1
	PDCP Discard
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	7.3.9.1
	PDCP SDU transmission/ V2X Sidelink Communication/ No Confidentiality Protection for both Non-IP type and IP type
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	8.1.1.2a
	RRC / Paging for notification of BCCH modification in idle mode / eDRX cycle longer than the modification period / eDRX cycle with eDRX Allowed/Not Allowed
	Title changed
	Impacted WI:
WI-253
	Impacted RFT:
132:R13 LTE MTC

	36.523-1
	8.1.3.13
	LTE RRC connection release / Success / With idle mode measurement information from SIB5
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	8.1.3.14
	LTE RRC connection release / Success / With idle mode measurement information from RRCConnectionRelease
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	8.2.2.5.1
	CA / RRC connection reconfiguration / SCell addition without UL / Success / Intra-band Contiguous CA
	Title changed
	Impacted WI:
WI-162
	Impacted RFT:
103:Carrier Aggregation

	36.523-1
	8.2.2.5.2
	CA / RRC connection reconfiguration / SCell addition without UL / Success / Inter-band CA
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	36.523-1
	8.2.2.5.3
	CA / RRC connection reconfiguration / SCell addition without UL / Success / Intra-band non-Contiguous CA
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	36.523-1
	8.2.2.7.1
	CA / RRC connection reconfiguration / sTAG addition/modification/release / Success / Intra-band contiguous CA
	Title changed
	Impacted WI:
WI-162
	No impact (test case not in NAPRD)

	36.523-1
	8.2.2.7.3
	CA / RRC connection reconfiguration / sTAG addition/modification/release / Success / Intra-band non-contiguous CA
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	8.2.4.10
	RRC connection reconfiguration / Handover (between FDD and TDD)
	Title changed
	No impact (title already aligned in DCC
	Impacted RFT:
110:Dual Mode (FDD/TDD) LTE

	36.523-1
	8.2.4.16.3
	CA / RRC connection reconfiguration / Setup and Change of MIMO / Intra-band non-contiguous CA
	Title changed
	No impact (title already aligned in DCC
	No impact (test case not in NAPRD)

	36.523-1
	8.2.4.18.3
	CA / RRC connection reconfiguration / Handover / Success / SCell release / Intra-band non-contiguous CA
	Title changed
	Impacted WI:
WI-162
	No impact (title already aligned in NAPRD

	36.523-1
	8.2.4.19.3
	CA / RRC connection reconfiguration / Handover / Success / PCell Change / SCell no Change / Intra-band non-contiguous CA
	Title changed
	Impacted WI:
WI-162
	No impact (title already aligned in NAPRD

	36.523-1
	8.2.4.20.1
	CA / RRC connection reconfiguration / Handover / Success / SCell Change / Intra-band Contiguous CA
	Title changed
	No impact (title already aligned in DCC
	Impacted RFT:
103:Carrier Aggregation

	36.523-1
	8.2.4.20.2
	CA / RRC connection reconfiguration / Handover / Success / SCell Change / Inter-band CA
	Title changed
	No impact (title already aligned in DCC
	Impacted RFT:
103:Carrier Aggregation

	36.523-1
	8.2.4.20.3
	CA / RRC connection reconfiguration / Handover / Success / SCell Change Intra-band non-contiguous CA
	Title changed
	Impacted WI:
WI-162
	No impact (title already aligned in NAPRD

	36.523-1
	8.3.1.12
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (inter-band measurements)
	Title changed
	Impacted WI:
WI-156
	Impacted RFT:
099:LTE Rel.9 Enhancements

	36.523-1
	8.3.1.14
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-band measurements)
	Title changed
	Impacted WI:
WI-156
	Impacted RFT:
099:LTE Rel.9 Enhancements

	36.523-1
	8.3.1.17.3
	CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A6 / Intra-band non-contiguous CA
	Title changed
	Impacted WI:
WI-162
	No impact (title already aligned in NAPRD

	36.523-1
	8.3.2.7
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 (measurement HRPD cells)
	Title changed
	Impacted WI:
WI-088
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	8.4.8.2
	WLAN Offload / Offload Success / EUTRA RRC_Connected to/from WLAN (Qrxlevmeas, ChannelUtilizationWLAN)
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	8.5.1.1
	Radio link failure / RRC connection re-establishment success
	Title changed
	Impacted WI:
WI-081
	No impact (title already aligned in NAPRD

	36.523-1
	8.6.1.4
	Void
	Test case 8.6.1.4 replaced by 8.6.10.2
	Impacted WI:
WI-313
	No impact (test case not in NAPRD)

	36.523-1
	8.6.10.2
	Inter-RAT Immediate MDT / Reporting /Bluetooth measurement collection
	
	
	

	36.523-1
	8.6.1.5
	Void
	Test case 8.6.1.5 replaced by 8.6.10.3
	Impacted WI:
WI-313
	No impact (test case not in NAPRD)

	36.523-1
	8.6.10.3
	Inter-RAT Immediate MDT / Reporting /WLAN measurement collection
	
	
	

	36.523-1
	8.6.2.14
	Void
	Test case 8.6.2.14 replaced by 8.6.3.5
	Impacted WI:
WI-313
	No impact (test case not in NAPRD)

	36.523-1
	8.6.3.5
	Logged MDT / Logging and reporting / Bluetooth measurement collection
	
	
	

	36.523-1
	8.6.2.15
	Void
	Test case 8.6.2.15 replaced by 8.6.3.6
	Impacted WI:
WI-313
	No impact (test case not in NAPRD)

	36.523-1
	8.6.3.6
	Logged MDT / Logging and reporting / WLAN measurement collection
	
	
	

	36.523-1
	8.6.3.1
	Logged MDT / UTRAN Inter-RAT measurement, logging and reporting
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	8.6.4.12
	Void
	Test case 8.6.4.12 replaced by 8.6.5.5
	Impacted WI:
WI-313
	No impact (test case not in NAPRD)

	36.523-1
	8.6.5.5
	Radio Link Failure logging / Logging and reporting /Bluetooth measurement collection
	
	
	

	36.523-1
	8.6.4.13
	Void
	Test case 8.6.4.13 replaced by 8.6.5.6
	Impacted WI:
WI-313
	No impact (test case not in NAPRD)

	36.523-1
	8.6.5.6
	Radio Link Failure logging / Logging and reporting / WLAN measurement collection
	
	
	

	36.523-1
	8.6.8.7
	Void
	Test case 8.6.8.7 replaced by 8.6.9.5
	Impacted WI:
WI-313
	No impact (test case not in NAPRD)

	36.523-1
	8.6.9.5
	Connection Establishment Failure logging / Logging and reporting / Bluetooth measurement collection
	
	
	

	36.523-1
	8.6.8.8
	Void
	Test case 8.6.8.8 replaced by 8.6.9.6
	Impacted WI:
WI-313
	No impact (test case not in NAPRD)

	36.523-1
	8.6.9.6
	Connection Establishment Failure logging / Logging and reporting / WLAN measurement collection
	
	
	

	36.523-1
	8.9.4
	Aerial UE / Measurement configuration control and reporting / numberOfTriggeringCells configured / Event A3
	Title changed
	Impacted WI:
WI-312
	No impact (test case not in NAPRD)

	36.523-1
	8.9.4a
	Aerial UE / Measurement configuration control and reporting / numberOfTriggeringCells configured / Event A3 (Inter-frequency measurement)
	Title changed
	Impacted WI:
WI-312
	No impact (test case not in NAPRD)

	36.523-1
	8.9.5a
	Aerial UE / Measurement configuration control and reporting / numberOfTriggeringCells configured / Event A4 (Inter-frequency measurements)
	Title changed
	Impacted WI:
WI-312
	No impact (test case not in NAPRD)

	36.523-1
	9.1.2.3
	Authentication not accepted by the network/ GUTI used / Authentication reject and re-authentication
	Title changed
	Impacted WI:
WI-082
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	9.2.1.1.2
	Attach Procedure / Success / With IMSI / GUTI reallocation
	Title changed
	Impacted WI:
WI-082
	No impact (title already aligned in NAPRD

	36.523-1
	9.2.1.2.3
	Successful combined attach procedure / EPS service only / MSC temporarily not reachable
	Title changed
	Impacted WI:
WI-082
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	9.2.1.2.4
	Successful combined attach procedure / EPS service only / CS domain not available
	Title changed
	Impacted WI:
WI-082
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	9.2.1.2.14
	Combined attach / Rejected / Not authorized for this CSG
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	36.523-1
	9.2.3.1.23
	Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED / TA does not belong to TAI list or status is not UPDATED
	Title changed
	Impacted WI:
WI-082
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	9.2.3.2.14
	Combined tracking area update / Rejected / EPS services not allowed in the PLMN
	Title changed
	Impacted WI:
WI-086
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	9.2.3.2.16
	Combined tracking area update / Rejected / Not authorized for this CSG
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	36.523-1
	12.2.3
	Data transfer of E-UTRA radio bearer combinations 5, 8, 11 and 12
	Title changed
	Impacted WI:
WI-081
	Impacted RFT:
076:LTE Rel-8

	36.523-1
	13.1.1
	Activation and deactivation of additional data radio bearer in E-UTRA
	Title changed
	Impacted WI:
WI-082
	No impact (title already aligned in NAPRD

	36.523-1
	13.1.4
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with handover / MT call
	Title changed
	No impact (title already aligned in DCC
	No impact (test case not in NAPRD)

	36.523-1
	13.1.5
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with handover / MO call
	Title changed
	No impact (title already aligned in DCC
	No impact (test case not in NAPRD)

	36.523-1
	13.1.8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with redirection / MO call
	Title changed
	No impact (title already aligned in DCC
	No impact (test case not in NAPRD)

	36.523-1
	13.5.2a
	MTSI MO video call / SSAC in Connected mode / 0% access probability for MTSI MO video call
	Title changed
	No impact (title already aligned in DCC
	No impact (test case not in NAPRD)

	36.523-1
	13.5.3a
	Emergency call / Success / SSAC in Connected mode / 0% access probability for MTSI MO speech call
	Title changed
	No impact (title already aligned in DCC
	No impact (test case not in NAPRD)

	36.523-1
	21.3.10.1
	CA / Start SC-PTM reception on Non-Serving Cell / Continue SC-PTM reception on SCell after SCell addition / Intra-band Contiguous CA
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	21.3.10.2
	CA / Start SC-PTM reception on Non-Serving Cell / Continue SC-PTM reception on SCell after SCell addition / Inter-band CA
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	21.3.11.1
	CA / Start SC-PTM reception on SCell / Continue SC-PTM reception on Non-Serving after SCell release / Intra-band Contiguous CA
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	21.3.11.2
	CA / Start SC-PTM reception on SCell / Continue SC-PTM reception on Non-Serving after SCell release / Inter-band CA
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	21.3.12.1
	CA / Start SC-PTM reception on PCell / Continue SC-PTM reception after swap of SCell and PCell / Intra-band Contiguous CA
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	21.3.12.2
	CA / Start SC-PTM reception on PCell / Continue SC-PTM reception after swap of SCell and PCell / Inter-band CA
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	22.2.2
	NB-IoT / PLMN selection of RPLMN, HPLMN / EHPLMN, UPLMN and OPLMN / Manual mode
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.3.1.2
	NB-IoT / Correct Handling of DL MAC PDU / Assignment / HARQ process / TimeAlignmentTimer expiry
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.3.1.3
	NB-IoT / Correct Handling of UL MAC PDU / Assignment / HARQ process/Padding
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.3.1.5
	NB-IoT / DRX operation / DRX cycle configured / Parameters configured by RRC / DRX command MAC control element reception
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.3.1.6
	NB-IoT / DL-SCH / UL-SCH transport block size selection / DCI format N1/ N0
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.3.1.6a
	NB-IoT / DL-SCH / UL-SCH transport block size selection / DCI format N1/ N0 / Category NB2
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.3.2.4
	NB-IoT / AM RLC / Re-segmentation RLC PDU / SO, FI, LSF / Re-transmission of RLC PDU
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.3.2.5
	NB-IoT / AM RLC / Segmentation and Reassembly / AMD PDU reassembly from AMD PDU segments / Re-ordering of RLC PDU segments
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.4.2
	NB-IoT / RRC / Paging for connection in idle mode / Multiple paging records / Shared network environment
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.4.6
	NB-IoT / RRC / Paging for notification of BCCH modification in idle mode / Direct indication for SI update
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.4.22
	NB-IoT / Radio link failure / T301 expiry / T311 expiry / Dedicated RLF timer (UP/S1‑U)
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.4.25
	NB-IoT / SC-MCCH information acquisition
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.5.4
	NB-IoT / Attach to new PLMN IMSI / Network reject with Extended Wait Timer / Paging with IMSI / Attach Rejected Illegal ME/UE / Detach upon switch-off
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.5.6
	NB-IoT / Attach Abnormal cases / Unsuccessful attach or Repeated rejects for network failures / Change of cell into a new tracking area / EPS services not allowed / Failure due to non integrity protection /UE initiated detach USIM removed from the UE / Detach procedure collision.
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.5.7a
	NB-IoT / Normal tracking area update List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message / Normal tracking area update Rejected (IMSI invalid / Illegal ME / UE identity cannot be derived by the network / UE implicitly detached / PLMN not allowed
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.5.8
	NB-IoT / TRACKING AREA UPDATE REJECT / Change of cell into a new tracking area / Access barred due to access class control or NAS signalling connection establishment rejected by the network / Success or fail after several attempts due to no network response / TA belongs to TAI list and status is UPDATED / Tracking area updating and detach procedure collision.
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.5.16
	NB-IoT / Normal tracking area update / Rejected / EPS service not allowed / EPS services not allowed in this PLMN
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.5.18
	NB-IoT / Attach & Normal tracking area update Procedure / Success / without Idle eDRX parameters / With Idle eDRX parameters / With and without Idle eDRX and PSM parameters
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.5.20
	NB-IoT/ UE in NB-S1 mode supporting control plane data back-off timer / Service reject with extended wait time CP data / Release with extended wait time CP data / Attach accept with extended wait time CP data
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	22.6.1
	NB-IoT / UE routing of uplinks packets / User Plane / UE requested PDN disconnect procedure accepted by the network
	Title changed
	No impact (test case not in DCC)
	Impacted RFT:
147:LTE NB-IoT

	36.523-1
	24.1.1
	V2X Sidelink Communication / Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / Utilisation of the resources of (serving) cells/PLMNs / Transmission
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.1.5
	V2X Sidelink Communication / Pre-configured authorisation / UE in RRC_CONNECTED on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / utilisation of the resources of (serving) cells/PLMNs / Transmission / RRC connection re-establishment
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.1.6
	V2X Sidelink Communication / Pre-configured authorisation / UE in RRC_CONNECTED on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / Utilisation of the resources of (serving) cells/PLMNs / Transmission / RRC connection reconfiguration with/without v2x-CommTxPoolExceptional in mobilityControlInfoV2X / Handover
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.1.7
	V2X Sidelink Communication / Pre-configured authorisation / UE in RRC_CONNECTED on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / Utilisation of the resources of (serving) cells/PLMNs / reception / RRC connection reconfiguration with v2x-CommRxPool in mobilityControlInfoV2X / handover
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.1.8
	V2X Sidelink Communication / Pre-configured authorisation / UE camped on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / Utilisation of the resources of cells/PLMNs / Transmission based on zoning
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.1.9
	V2X Sidelink Communication / Pre-configured authorisation / Utilisation of the pre-configured resources / Transmission based on zoning
	Title changed
	Impacted WI:
WI-281
	No impact (test case not in NAPRD)

	36.523-1
	24.1.10
	V2X Sidelink Communication / Pre-configured authorisation / UE in RRC_CONNECTED on an E-UTRAN cell operating on the anchor carrier frequency for V2X configuration/ UE is scheduled to transmit V2X messages on the frequency used for V2X sidelink communication / Inter-frequency scheduled Transmission
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.1.13
	V2X Sidelink Communication / Pre-configured authorisation / UE in RRC_Connected on an E-UTRAN cell operating on the anchor carrier frequency for V2X configuration/ Utilisation of the SL SPS resources configured by eNB / Transmission
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.1.15
	V2X Sidelink Communication / Pre-configured authorisation / UE out of coverage on the frequency used for V2X sidelink communication and without inter-frequency V2X configuration on anchor carriers/ Operation with/without SyncRef UE / SLSS and MasterInformationBlock-SL-V2X message Transmission / syncPriority in SL-V2X-Preconfiguration is set to gnss
	Title changed
	Impacted WI:
WI-282
	No impact (test case not in NAPRD)

	36.523-1
	24.1.18
	V2X Sidelink Communication / Pre-configured authorisation / UE out of coverage on the frequency used for V2X sidelink communication and without inter-frequency V2X configuration on anchor carriers/ operation with/without SyncRef UE / SLSS and MasterInformationBlock-SL-V2X message transmission / syncPriority in SL-V2X-Preconfiguration is set to eNB
	Title changed
	Impacted WI:
WI-282
	No impact (test case not in NAPRD)

	36.523-1
	24.1.19
	V2X Sidelink Communication / Pre-configured authorisation / Utilisation of the pre-configured resources / CBR measurement / Transmission based on CR limit
	Title changed
	Impacted WI:
WI-282
	No impact (test case not in NAPRD)

	36.523-1
	24.1.20
	V2X Sidelink Communication / Pre-configured authorisation / UE in limited service state on the anchor carrier frequency provisioned for V2X configuration / Transmission
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.3.1
	V2X Uplink Communication / UE in RRC_Connected on an E-UTRAN cell / Utilisation of the UL SPS resources configured by eNB / Transmission
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.3.2
	V2X Downlink Communication / UE in IDLE on an E-UTRAN cell / UE receives the V2X data via MBMS
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	36.523-1
	24.3.3
	V2X Downlink Communication / UE in IDLE on an E-UTRAN cell / UE receives the V2X data via SC-PTM
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	37.571-1/37.571-3 - UTRA/E- UTRA/EPC UE positioning performance test cases

	No impact

	37.571-2/37.571-3 – E-UTRA UE positioning protocol test cases

	37.571-2
	7.3.3.1
	Void
	Test case removed
	No impact (test case not in DCC)
	Impacted RFT: 115:LTE Positioning

	37.571-2
	7.3.3.1A
	Void
	Test case removed
	No impact (test case not in DCC)
	Impacted RFT: 152:Metropolitan Beacon System

	37.571-2
	7.3.3.1B
	LPP Requested Method not Supported - UE-Assisted
	Title changed
	No impact (test case not in DCC)
	Impacted RFT: 152:Metropolitan Beacon System

	37.571-2/37.571-3 – NR UE positioning protocol test cases

	37.571-2
	9.3.3.1
	Void
	Test case removed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	37.571-2
	9.3.3.1A
	Void
	Test case removed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	37.571-2
	9.3.3.1B
	LPP Requested Method not Supported - UE-Assisted
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	38.521-1/38.522– NR FR1 RF test cases
	
	

	38.521-1
	7.3A.1
	Reference sensitivity power level for 2DL CA without exception
	Title changed
	No impact (title already aligned in DCC)
	No impact (test case not in NAPRD)

	38.521-2/38.522 – NR FR2 RF test cases
	
	

	No impact

	38.521-3/38.522 – EN-DC and NR FR1 + FR2 RF test cases

	No impact

	38.521-4/38.522 – EN-DC and NR FR1 + FR2 performance test cases

	No impact

	38.533/38.522 – EN-DC and NR RRM test cases

	38.533
	4.3.2.2.1
	EN-DC FR1 contention based random access
	Title changed
	Impacted WI: WI-501 for multiple Sub-WIs
	No impact (title already aligned in NAPRD)

	38.533
	4.3.2.2.2
	EN-DC FR1 non-contention based random access
	Title changed
	Impacted WI: WI-501 for multiple Sub-WIs
	No impact (title already aligned in NAPRD)

	38.533
	6.3.2.2.1
	NR SA FR1 contention based random access
	Title changed
	No impact (title already aligned in DCC)
	No impact (title already aligned in NAPRD)

	38.533
	6.3.2.2.2
	NR SA FR1 non-contention based random access
	Title changed
	No impact (title already aligned in DCC)
	No impact (title already aligned in NAPRD)

	38.523-1/38.523-2 - 5GS protocol test cases
Note! many changes introduced due to alignement of TS 38.523-1 and TS 38.523-2.

	38.523-1
	6.1.2.1
	Cell selection / Qrxlevmin & Cell reselection (Intra NR)
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.1.2.2
	Cell selection / Qqualmin / Intra NR / Serving cell becomes non-suitable (Srxlev > 0, Squal < 0)
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.1.2.3
	Cell selection / Intra NR / Serving cell becomes non-suitable (S<0, MIB Indicated barred)
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.1.2.13
	Cell reselection using cell status and cell reservations / Access Identity 0, 1, 2 and 12 to 14 - cellReservedForOperatorUse
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.1.2.14
	Cell reselection using cell status and cell reservations / Access Identity 11 or 15 - cellReservedForOperatorUse
	Title changed
	Impacted WI:
WI-503
	No impact (title already aligned in NAPRD

	38.523-1
	6.1.2.19
	Speed dependent cell reselection
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.1.2.23
	Cell reselection / MFBI
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.2.1.5
	Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic mode
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.1
	Inter-RAT cell reselection / From E-UTRA_IDLE to NR RRC_IDLE (lower priority & higher priority, Srxlev based)
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.2
	Inter-RAT cell reselection / From E-UTRA_IDLE to NR RRC_IDLE (lower priority & higher priority, Squal based)
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.3
	Inter-RAT cell reselection / From NR RRC_IDLE to E-UTRA_IDLE (lower priority & higher priority, Srxlev based)
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.4
	Inter-RAT cell reselection / From NR RRC_IDLE to E-UTRA_IDLE (lower priority & higher priority, Squal based)
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.5
	Inter-RAT cell reselection / From NR RRC_IDLE to E-UTRA_IDLE according to RAT priority provided by dedicated signalling (RRCRelease)
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.6
	Inter-RAT cell reselection / From E-UTRA_IDLE to NR RRC_IDLE according to RAT priority provided by dedicated signalling (RRConnRelease)
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.7
	Inter-RAT cell reselection / From NR RRC_IDLE to E-UTRA RRC_IDLE, Snonintrasearch
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.8
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to NR RRC_Idle, Snonintrasearch
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	6.2.3.9
	Void
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.10
	Inter-RAT cell reselection / From E-UTRA_IDLE to NR RRC_IDLE / schedulingInfoList-v12j0
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.2.3.11
	Inter-RAT cell reselection / From E-UTRA_IDLE to NR RRC_IDLE / schedulingInfoListExt-r12
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	6.3.1.3
	Steering of UE in roaming during registration/security check unsuccessful/Automatic mode
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	6.3.1.4
	Steering of UE in roaming during registration/security check unsuccessful/Manual mode
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	6.3.1.8
	Steering of UE in roaming after registration/Automatic PLMN selection mode
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.3.1.9
	Steering of UE in roaming after registration/Manual PLMN selection mode
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.4.1.1
	PLMN Selection / Higher priority/HPLMN in Automatic PLMN Selection mode
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.4.2.1
	Cell Selection / Qrxlevmin & Cell Reselection (Intra NR in RRC_INACTIVE state)
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	6.4.3.1
	Inter-RAT cell reselection From NR RRC_INACTIVE to E-UTRA RRC_IDLE (lower priority & higher priority, Srxlev based)
	Title changed
	Impacted WI:
WI-513
	Impacted RFT:
513:5G Inter-RAT

	38.523-1
	7.1.1.1.2
	Random access procedure / Successful / C-RNTI Based / Preamble selected by MAC itself
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	7.1.1.1.4
	Random access procedure / Successful / Beam Failure / Preamble selected by MAC itself / non-Contention Free RACH procedure
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	7.1.1.1.6
	Random access procedure / Successful / Temporary C-RNTI Based / Preamble selected by MAC itself
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	7.1.1.3.8.2
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Inter-band CA
	Title changed
	Impacted WI:
WI-510
	Impacted RFT:
WI-510-2CC_CA_DL_n41A-n79A

	38.523-1
	7.1.1.3.8.3
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Intra-band non Contiguous CA
	Title changed
	Impacted WI:
WI-510
	Impacted RFT:
WI-510-2CC_CA_DL_n66(2A)

	38.523-1
	7.1.1.4.2.4
	UL-SCH transport block size selection / DCI format 0_1 / RA type 0/RA Type 1 / 256QAM / Transform precoding disabled
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	7.1.1.5.4
	DRX operation / Short cycle configured / DRX command MAC control element reception
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	7.1.1.5.5
	DRX operation / Short cycle configured / Long DRX command MAC control element reception
	Title changed
	Impacted WI:
WI-503
	No impact (title already aligned in NAPRD

	38.523-1
	7.1.3.4.1
	PDCP handover / Lossless handover / PDCP sequence number maintenance / PDCP status report to convey the information on missing or acknowledged PDCP SDUs at handover / In-order delivery and duplicate elimination in the downlink
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	
	
	Test case removed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	38.523-1
	8.1.1.3.2
	RRC connection release / Redirection from NR to E-UTRA
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	8.1.3.1.2
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.3.1.3
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	8.1.3.1.4
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-band measurements
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
WI-503-NR_n41-n79

	38.523-1
	8.1.3.1.5
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.3.1.6
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.3.1.7
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-band measurements
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.3.1.8
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.3.1.9
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.3.1.10
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-band measurements
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.3.1.13
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbour NR cell
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.3.1.14A
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbour NR cell
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
503-1:5G AS Protocol NR

	38.523-1
	8.1.4.1.2
	Intra NR handover / Success / Inter-frequency
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	8.2.3.6.1
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cells / Intra-frequency measurements / EN-DC
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
WI-503-EN-DC_3A_n78A

	38.523-1
	8.2.3.10.1
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbour NR Cell / EN-DC
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
WI-503-EN-DC_3A_n78A

	38.523-1
	8.2.3.11.2
	Measurement configuration control and reporting / Measurement Gaps / NR FR2 / EN-DC
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
WI-503-EN-DC_5A_n260A

	38.523-1
	8.2.3.13.1
	PCell Handover with SCG change / Reconfiguration with sync / SCG DRB / EN-DC
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	8.2.5.1.1
	Radio link failure / Random access problem / EN-DC
	Title changed
	Impacted WI:
WI-503
	Impacted RFT:
WI-503-EN-DC_3A_n78A

	38.523-1
	8.2.5.2.1
	Radio link failure / PSCell out of sync indication / EN-DC
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	9.1.5.1.4
	Initial registration / 5GS services / MICO mode / TAI list handling
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	9.1.5.1.5
	Initial registration / Abnormal / Change of cell into a new tracking area / Failure after 5 attempts
	Title changed
	Impacted WI:
WI-504
	Impacted RFT:
504-1:5G NAS Protocol NR

	38.523-1
	9.1.5.2.9
	Void
	Title changed
	Impacted WI:
WI-504
	Impacted RFT:
WI-504-NR_n78

	38.523-1
	9.2.5.2.1
	Void
	Title changed
	No impact (test case not in DCC)
	No impact (test case not in NAPRD)

	38.523-1
	10.1.1.1
	PDU session authentication and authorization / during the UE-requested PDU session procedure
	Title changed
	Impacted WI:
WI-504
	Impacted RFT:
504-1:5G NAS Protocol NR

	38.523-1
	10.1.1.2
	PDU session authentication and authorization / after the UE-requested PDU session procedure
	Title changed
	Impacted WI:
WI-504
	Impacted RFT:
504-1:5G NAS Protocol NR

	38.523-1
	11.1.1
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	11.3.5
	UAC / Access Identity 1 / New cell not in the country of its HPLMN/EHPLMN 0% access probability/MPS indicator / HPLMN/0%/100% accessibility AC5/MMTEL-Video call
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	11.3.6
	UAC / Access Identity 2 / New cell not in the country of its HPLMN/EHPLMN 0% access probability/MCS indicator / HPLMN/0%/100% accessibility AC7/RRC_INACTIVE
	Title changed
	Impacted WI:
WI-504
	Impacted RFT:
504-1:5G NAS Protocol NR

	38.523-1
	11.3.9
	UAC / Access Identity 0 / ODAC / PLMN / RPLMN / not EPLMN
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	38.523-1
	11.4.4
	5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE T3346 running / Emergency call establishment / 5GMM-REGISTERED.NORMAL-SERVICE / Emergency call establishment before T3396 expiry
	Title changed
	No impact (title already aligned in DCC
	No impact (title already aligned in NAPRD

	51.010-1/51-010-2 – GERAN test cases

	No impact


, 
