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8.1.6.1.2.8	Logged MDT / Logging and reporting / Reporting at RRC reconfiguration
8.1.6.1.2.8.1	Test Purpose (TP)
(1)
with { UE received LoggedMeasurementConfiguration message and has stored logMeasReport in VarLogMeasReport}
ensure that {
  when { UE receives an RRCReconfiguration message including a reconfigurationWithSyn}
    then { UE transmits an RRCReconfigurationComplete message with logMeasAvailable is true}
}

(2)
with { UE having indicated availability of logged measurements in RRCReconfiguration message }
ensure that {
  when { UE has completed intra NR handover procedure and receives a UEInformationRequest message with logMeasReportReq present }
    then { UE transmits an UEInformationResponse message including logMeasReport}
}

8.1.6.1.2.8.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 38.331, clauses 5.3.5.3 and and 5.7.10.3.
 [TS 38.331, clause 5.3.5.3]
The UE shall perform the following actions upon reception of the RRCReconfiguration, or upon execution of the conditional reconfiguration (CHO or CPC):
1>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution upon cell selection while timer T311 is running, as defined in 5.3.7.3:
2>	remove all the entries within VarConditionalReconfig, if any;
…
1>	set the content of the RRCReconfigurationComplete message as follows:
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each MCG serving cell with UL;
3>	include uplinkDirectCurrentBWP-SUL for each MCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each SCG serving cell with UL;
3>	include uplinkDirectCurrentBWP-SUL for each SCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to eutra-SCG:
3>	include in the eutra-SCG-Response the E-UTRA RRCConnectionReconfigurationComplete message in accordance with TS 36.331 [10] clause 5.3.5.3;
2> if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG:
3>	include in the nr-SCG-Response the RRCReconfigurationComplete message;
2>	if the RRCReconfiguration message was included in an RRCResume message:
3>	include the RRCReconfigurationComplete message in the nr-SCG-Response within the scg-Response in the RRCResumeComplete message;
2>	if the RRCReconfiguration message was included in E-UTRA RRCConnectionResume message:
3>	include the RRCReconfigurationComplete message in the E-UTRA MCG RRC message RRCConnectionResumeComplete in accordance with TS 36.331 [10], clause 5.3.3.4a;
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCReconfigurationComplete message;
3>	if Bluetooth measurement results are included in the logged measurements the UE has available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
4>	include the logMeasAvailableBT in the RRCReconfigurationComplete message;
3>	if WLAN measurement results are included in the logged measurements the UE has available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
4>	include the logMeasAvailableWLAN in the RRCReconfigurationComplete message;
…
 [TS 38.331, clause 5.7.10.3]
Upon receiving the UEInformationRequest message, the UE shall, only after successful security activation:
…
1>	if the logMeasReportReq is present and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
2>	if VarLogMeasReport includes one or more logged measurement entries, set the contents of the logMeasReport in the UEInformationResponse message as follows:
3>	include the absoluteTimeStamp and set it to the value of absoluteTimeInfo in the VarLogMeasReport;
3>	include the traceReference and set it to the value of traceReference in the VarLogMeasReport;
3>	include the traceRecordingSessionRef and set it to the value of traceRecordingSessionRef in the VarLogMeasReport;
3>	include the tce-Id and set it to the value of tce-Id in the VarLogMeasReport;
3>	include the logMeasInfoList and set it to include one or more entries from VarLogMeasReport starting from the entries logged first;
3>	if the VarLogMeasReport includes one or more additional logged measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:
4>	include the logMeasAvailable;
3>	if the VarLogMeasReport includes one or more additional logged Bluetooth measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:
4>	include the logMeasAvailableBT;
3>	if the VarLogMeasReport includes one or more additional logged WLAN measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:
4>	include the logMeasAvailableWLAN;
…
1>	if the logMeasReport is included in the UEInformationResponse:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB2;
2>	discard the logged measurement entries included in the logMeasInfoList from VarLogMeasReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>	else:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB1.
8.1.6.1.2.8.3	Test description
8.1.6.1.2.8.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 and NR Cell2 
-	System information combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.
UE:
-	None.
Preamble:
-	The UE is in state 3N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3 on NR Cell 1
8.1.6.1.2.8.3.2	Test procedure sequence
Table 8.1.6.1.2.8.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. 
Table 8.1.6.1.2.8.3.2-1: Power levels in FR1
	
	Parameter
	Unit
	NR Cell 1
	NR
Cell 2
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/
SCS
	-85
	-91
	

	T1
	SS/PBCH SSS EPRE
	dBm/
SCS
	-85
	-79
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2


 
Table 8.1.6.1.2.8.3.2-2: Power levels in FR2
	
	Parameter
	Unit
	NR
Cell 1
	NR
Cell 2
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/ SCS
	FFS
	FFS
	

	T1
	SS/PBCH SSS EPRE
	dBm/ SCS
	FFS
	FFS
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2


 
Table 8.6.2.4.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a LoggedMeasurementConfiguration message on Cell 1.
	<--
	NR RRC: LoggedMeasurementConfiguration
	-
	-

	2
	The SS transmits a RRCConnectionRelease message to release the RRC connection.
	<--
	NR RRC: RRCRelease
	-
	-

	3
	Wait 30 seconds for UE performing the logging at regular time intervals
	-
	-
	-
	-

	4-11
	Steps 1 to 8 of the generic procedure in TS 38.508[4] Table 4.5.4.2-3 are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	12
	The SS changes Cell 1 and Cell 2 parameters according to the row "T1" in table 8.1.6.1.2.8.3.2-1.
	-
	-
	-
	-

	13
	The UE transmit a MeasurementReport message to report event A3 with the measured RSRP value for NR Cell 3?
	-->
	NR RRC: MeasurementReport
	-
	-

	14
	The SS transmits an RRCReconfiguration message on Cell 1 to order the UE to perform intra frequency handover to Cell 2
	<--
	NR RRC: RRCReconfiguration
	-
	-

	15
	Check: Does the UE transmit an RRCReconfigurationComplete message on Cell 2 with logMeasAvailable is true confirm the successful completion of the intra frequency handover?
	-->
	NR RRC: RRCReconfigurationComplete
	1
	P

	16
	The SS send an UEInformationRequest message to get logMeasReport.
	<--
	NR RRC: UEInformationRequest
	
	

	17
	Check: Does the UE send an UEInformationReponse message include logMeasReport.
	-->
	NR RRC: UEInformationResponse
	2
	P



8.1.6.1.2.8.3.3	Specific message contents
FFS
