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8.2.2.8.1.3.3	Specific message contents
Table 8.2.2.8.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [4], table 4.6.1-13 with condition EN-DC_HO.
	
	

	                          }
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-2: Void
Table 8.2.2.8.1.3.3-3: Void

Table 8.2.2.8.1.3.3-4: RadioBearerConfig (Table 8.2.2.8.1.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with conditions EN-DC_DRB and Re-establish_PDCP

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	master
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-5: RRCConnectionReconfiguration (step 4, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-MN_SCG-to-SN_Split
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [4], table 4.6.1-13 with condition EN-DC_HO.
	
	

	                          }
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-6: RadioResourceConfigDedicated-MN_SCG-to-SN_Split (Table 8.2.2.8.1.3.3-5)
	Derivation Path: TS 36.508 [7], Table 4.6.3-19AAAAAB

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-EN-DC-Split ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	

	    DRB-ToAddMod[1]
	DRB-ToAddMod-EN-DC-Split
	entry 1
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-7: Void
Table 8.2.2.8.1.3.3-8: Void

Table 8.2.2.8.1.3.3-9: RadioBearerConfig (Table 8.2.2.8.1.3.3-5)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with condition EN-DC_DRB AND Re-establish_PDCP

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	secondary
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-10: PDCP-Config (Table 8.2.2.8.1.3.3-9)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-99

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  moreThanOneRLC SEQUENCE {
	
	
	

	    primaryPath SEQUENCE {
	
	
	

	      cellGroup
	1
	
	

	    }
	
	
	

	    ul-DataSplitThreshold
	infinity
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-11: RRCConnectionReconfiguration (step 7, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo
	MobilityControlInfo-HO-SameCell
	As per Table 7.1.3.2.1.3.3-1A
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-SN_Split-to-MN_Split
	
	

	        securityConfigHO
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [4], table 4.6.1-13 with condition EN-DC_HO.
	
	

	                          }
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-12: RadioResourceConfigDedicated-SN_Split-to-MN_Split (Table 8.2.2.8.1.3.3-11)
	Derivation Path: TS 36.508 [7], Table 4.6.3-18

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-HO-TO-EUTRA(1, 0） ::= SEQUENCE {
	
	
	

	  drb-ToAddModList 
	DRB-ToAddModList-SN_Split-to-MN_Split
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-13: DRB-ToAddModList-SN_Split-to-MN_Split (Table 8.2.2.8.1.3.3-12)
	Derivation Path: TS 36.508 [7], Table 4.6.3-2A

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddModList ::= SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 Entry
	
	

	  DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	    eps-BearerIdentity
	6
	Dedicated EPS bearer Id of Split DRB
	

	    drb-Identity
	2
	Split DRB Id
	

	    rlc-Config-v1510 SEQUENCE {
	
	
	

	      reestablishRLC-r15
	true
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-14: Void
Table 8.2.2.8.1.3.3-15: Void

Table 8.2.2.8.1.3.3-16: RadioBearerConfig (Table 8.2.2.8.1.3.3-11)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with condition EN-DC_DRB AND Re-establish_PDCP

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	master
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-17: RRCConnectionReconfiguration (step 10, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo
	MobilityControlInfo-HO-SameCell
	As per Table 7.1.3.2.1.3.3-1A
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-MN_Split-to-SN_MCG
	
	

	        securityConfigHO
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          release
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-18: RadioResourceConfigDedicated-MN_Split-to-SN_MCG (Table 8.2.2.8.1.3.3-17)
	Derivation Path: TS 36.508 [7], Table 4.6.3-18

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-HO-TO-EUTRA(1, 0）::= SEQUENCE {
	
	
	

	  drb-ToAddModList 
	DRB-ToAddModList-MN_Split-to-SN_MCG
	
	

	  }
	
	
	



Table 8.2.2.8.1.3.3-19: DRB-ToAddModList-MN_Split-to-SN_MCG (Table 8.2.2.8.1.3.3-18)
	Derivation Path: TS 36.508 [7], Table 4.6.3-2A

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddModList ::= SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 Entry
	
	

	  DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	    eps-BearerIdentity
	6
	Dedicated EPS bearer Id of Split DRB
	

	    drb-Identity
	2
	Split DRB Id
	

	    rlc-Config-v1510 SEQUENCE {
	
	
	

	      reestablishRLC-r15
	true
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-20: Void
Table 8.2.2.8.1.3.3-21: Void

Table 8.2.2.8.1.3.3-22: RadioBearerConfig (Table 8.2.2.8.1.3.3-17)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with condition EN-DC and Re-establish_PDCP



Table 8.2.2.8.1.3.3-23: RRCConnectionReconfiguration (step 13, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo
	MobilityControlInfo-HO-SameCell
	As per Table 7.1.3.2.1.3.3-1A
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-SN_MCG-to-MN_MCG
	
	

	         securityConfigHO
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-24: RadioResourceConfigDedicated-SN_MCG-to-MN_MCG (Table 8.2.2.8.1.3.3-23)
	Derivation Path: TS 36.508 [7], Table 4.6.3-18

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-HO-TO-EUTRA(1, 0） ::= SEQUENCE {
	
	
	

	  drb-ToAddModList 
	DRB-ToAddModList-SN_MCG-to-MN_MCG
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-25: DRB-ToAddModList-SN_MCG-to-MN_MCG (Table 8.2.2.8.1.3.3-24)
	Derivation Path: TS 36.508 [7], Table 4.6.3-2A

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddModList ::= SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 Entry
	
	

	  DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	    eps-BearerIdentity
	6
	Dedicated EPS bearer Id of MCG DRB
	

	    drb-Identity
	2
	MCG DRB Id
	

	    rlc-Config-v1510 SEQUENCE {
	
	
	

	      reestablishRLC-r15
	true
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-25a: Void
Table 8.2.2.8.1.3.3-25b: Void

Table 8.2.2.8.1.3.3-26: RadioBearerConfig (Table 8.2.2.8.1.3.3-23)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with condition EN-DC_DRB AND Re-establish_PDCP

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	master
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-27: RRCConnectionReconfiguration (step 16, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo
	MobilityControlInfo-HO-SameCell
	As per Table 7.1.3.2.1.3.3-1A
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-MN_MCG-to-SN_Split
	
	

	        securityConfigHO
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [4], table 4.6.1-13 with condition EN-DC..
	
	

	                          }
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-28: RadioResourceConfigDedicated-MN_MCG-to-SN_Split (Table 8.2.2.8.1.3.3-27)
	Derivation Path: TS 36.508 [7], Table 4.6.3-18

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-HO-TO-EUTRA(1, 0） ::= SEQUENCE {
	
	
	

	  drb-ToAddModList 
	DRB-ToAddModList-MN_MCG-to-SN_Split
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-29: DRB-ToAddModList-MN_MCG-to-SN_Split (Table 8.2.2.8.1.3.3-30)
	Derivation Path: TS 36.508 [7], Table 4.6.3-2A

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddModList ::= SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 Entry
	
	

	  DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	    eps-BearerIdentity[1]
	6
	Dedicated EPS bearer Id of MCG DRB
	

	    drb-Identity[1]
	2
	MCG DRB Id
	

	    rlc-Config-v1510[1] SEQUENCE {
	
	
	

	      reestablishRLC-r15
	true
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-30: Void
Table 8.2.2.8.1.3.3-31: Void

Table 8.2.2.8.1.3.3-32: RadioBearerConfig (Table 8.2.2.8.1.3.3-27)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with condition EN-DC_DRB AND Re-establish_PDCP

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	secondary
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-33: PDCP-Config (Table 8.2.2.8.1.3.3-32)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-99

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  moreThanOneRLC SEQUENCE {
	
	
	

	    primaryPath  SEQUENCE {
	
	
	

	      cellGroup
	1
	
	

	    }
	
	
	

	    ul-DataSplitThreshold
	infinity
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-34: RRCConnectionReconfiguration (step 19, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRB-REL(2)
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [4], table 4.6.1-13 with condition EN-DC_HO.
	
	

	                          }
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-35: Void
Table 8.2.2.8.1.3.3-36: Void

Table 8.2.2.8.1.3.3-37: RadioBearerConfig (Table 8.2.2.8.1.3.3-34)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with condition EN-DC AND Re-establish_PDCP

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	master
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-38: RRCConnectionReconfiguration (step 22, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-MN_SCG-to-SN_MCG
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          release
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-39: RadioResourceConfigDedicated-MN_SCG-to-SN_MCG (Table 8.2.2.8.1.3.3-38)
	Derivation Path: TS 36.508 [7], Table 4.6.3-27

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRB ::= SEQUENCE {
	
	
	

	  drb-ToAddModList 
	DRB-ToAddModList-MN_SCG-to-SN_MCG
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-40: DRB-ToAddModList-MN_SCG-to-SN_MCG (Table 8.2.2.8.1.3.3-39)
	Derivation Path: TS 36.508 [7], Table 4.6.3-2A

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddModList ::= SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 Entry
	
	

	  DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	    eps-BearerIdentity[1]
	6
	Dedicated EPS bearer Id of SCG DRB
	

	    drb-Identity[1]
	2
	SCG DRB Id
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-41: Void
Table 8.2.2.8.1.3.3-42: Void

Table 8.2.2.8.1.3.3-43: RadioBearerConfig (Table 8.2.2.8.1.3.3-38)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with condition EN-DC and Re-establish_PDCP

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	secondary
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-44: RRCConnectionReconfiguration (step 25, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRB-REL(2)
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [4], table 4.6.1-13 with condition EN-DC_HO.
	
	

	                          }
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.8.1.3.3-45: Void
Table 8.2.2.8.1.3.3-46: Void

Table 8.2.2.8.1.3.3-47: RadioBearerConfig (Table 8.2.2.8.1.3.3-44)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132 with condition EN-DC and Re-establish_PDCP

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	master
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Hlk514261052]Table 8.2.2.8.1.3.3-48: RRCConnectionReconfigurationComplete (steps 2, 5, 8, 17, 20, 23, 26, Table 8.2.2.8.1.3.2-1)
	Derivation Path: TS 36.508 [7] Table 4.6.1-9

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE { 
	
	
	

	        nonCriticalExtension SEQUENCE { 
	
	
	

	          nonCriticalExtension SEQUENCE {  
	
	
	

	            nonCriticalExtension SEQUENCE { 
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  scg-ConfigResponseNR-r15
	Present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	




[Text skipped here]

8.2.3.6.1a.3.3	Specific message contents
Same as test case 8.2.3.6.1 with the following differences:
-	Cells configuration: NR Cell 3 replaces NR Cell 2.
Table 8.2.3.6.1a.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.6.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Table 8.2.3.6.1a.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.6.1a.3.3-0a: measConfig (Table 8.2.3.6.1a.3.3-0)
	Derivation Path: TS 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	



Table 8.2.3.6.1a.3.3-1: MeasConfig-A3 (Table 8.2.3.6.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.6.1a.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR
	MeasObjectNR-f2
	Table 8.2.3.6.1a.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR(2)
Same as TS 38.508-1 Table 4.6.3-142 except for reportAmount set to ‘r1’
	a3-Offset Thresh value set to -1 dB (2*0.5 dB)
	EVENT_A3 AND FR1

	
	ReportConfigNR(2+ Delta(NRf2) - Delta(NRf1))
Same as TS 38.508-1 [4], Table 4.6.3-142 except for reportAmount set to ‘r1’
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
(Note 1)
	EVENT_A3 AND FR2

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Delta(NRf2) and Delta(NRf1) are derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3.



Table 8.2.3.6.1a.3.3-2: MeasObjectNR-f1 (Table 8.2.3.6.1a.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.6.1a.3.3-3: MeasObjectNR-f2 (Table 8.2.3.6.1a.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 3
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	




[Text skipped here]

8.2.3.6.1b.3.3	Specific message contents
Same as test case 8.2.3.6.1 with the following differences:
-	Cells configuration: NR Cell 10 replaces NR Cell 2.
Table 8.2.3.6.1b.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.6.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Table 8.2.3.6.1b.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.6.1b.3.3-0a: measConfig (Table 8.2.3.6.1b.3.3-0)
	Derivation Path: TS 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	



Table 8.2.3.6.1b.3.3-1: MeasConfig-A3 (Table 8.2.3.6.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.6.1b.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f2
	Table 8.2.3.6.1b.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR(2)
Same as TS 38.508-1 Table 4.6.3-107 except for reportAmount set to ‘r1’
	a3-Offset Thresh value set to -1 dB (2*0.5 dB)
	EVENT_A3

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.6.1b.3.3-2: MeasObjectNR-f1 (Table 8.2.3.6.1b.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.6.1b.3.3-3: MeasObjectNR-f2 (Table 8.2.3.6.1b.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 10
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



[bookmark: _Toc21103345]
[Text skipped here]

8.2.3.7.1a.3.3	Specific message contents
Same as test case 8.2.3.7.1 with the following differences:
Cells configuration: NR Cell 3 replaces NR Cell 2.
Table 8.2.3.7.1a.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.7.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Table 8.2.3.7.1a.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.7.1a.3.3-0a: measConfig (Table 8.2.3.7.1a.3.3-0)
	Derivation Path: TS 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	



Table 8.2.3.7.1a.3.3-1: MeasConfig-A4 (Table 8.2.3.7.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.7.1a.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR
	MeasObjectNR-f2
	Table 8.2.3.7.1a.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR(71)
Same as TS 38.508-1 [4], Table 4.6.3-142 except for reportAmount set to ‘infinity’. ReportInterval value is set to ‘ms1024’
	Thresh value set to -85dBM
	EVENT_A4 and FR1

	
	ReportConfigNR(66 + delta(NRfs))
Same as TS 38.508-1 [4], Table 4.6.3-142 except for reportAmount set to ‘infinity’. ReportInterval
	Thresh value set to -91dBM
	EVENT_A4 and FR2

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.7.1a.3.3-2: MeasObjectNR-f1 (Table 8.2.3.7.1a.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.7.1a.3.3-3: MeasObjectNR-f2 (Table 8.2.3.7.1a.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 3
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



[Text skipped here]

8.2.3.7.1b.3.3	Specific message contents
Same as test case 8.2.3.7.1 with the following differences:
-	Cells configuration: NR Cell 10 replaces NR Cell 2.
Table 8.2.3.7.1b.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.7.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Table 8.2.3.7.1b.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.7.1b.3.3-0a: measConfig (Table 8.2.3.7.1b.3.3-0)
	Derivation Path: TS 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	



Table 8.2.3.7.1b.3.3-1: MeasConfig-A4 (Table 8.2.3.7.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.7.1b.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR
	MeasObjectNR-f2
	Table 8.2.3.7.1b.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR(71)
Same as TS 38.508-1 [4], Table 4.6.3-142 except for reportAmount set to ‘infinity’. ReportInterval value is set to ‘ms1024’
	Thresh value set to -85dBM
	EVENT_A4

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.7.1b.3.3-2: MeasObjectNR-f1 (Table 8.2.3.7.1b.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.7.1b.3.3-3: MeasObjectNR-f2 (Table 8.2.3.7.1b.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 10
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



[bookmark: _Toc21103349]
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8.2.3.8.1a.3.3	Specific message contents
Same as test case 8.2.3.8.1 with the following differences:
-	Cells configuration: NR Cell 3 replaces NR Cell 2.
Table 8.2.3.8.1a.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.8.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Table 8.2.3.8.1a.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.8.1a.3.3-0a: measConfig (Table 8.2.3.8.1a.3.3-0)
	Derivation Path: TS 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	



Table 8.2.3.8.1a.3.3-1: MeasConfig-A5 (Table 8.2.3.8.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.8.1a.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR
	MeasObjectNR-f2
	Table 8.2.3.8.1a.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR(77,71)
Same as TS 38.508-1 [4], Table 4.6.3-142 except for hysteresis value in eventA5 set to ‘0’, reportAmount set to ‘infinity’, and reportInterval value is set to ‘ms1024’
	Thresh values set to -79dBm, -85dBm
	EVENT_A5 and FR1

	
	ReportConfigNR(66+ Delta(NRf1),57+Delta(NRf2)). Same as TS 38.508-1 Table 4.6.3-107 except for hysteresis value in eventA5 set to ‘0’, reportAmount set to ‘infinity’, and reportInterval value set to ‘ms1024’.
	Thresh values set to  -91dBm,  -100 dBm
	EVENT_A5 AND FR2

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	NOTE 1:	Delta(NRf1) and Delta(NRf2) is derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3.



Table 8.2.3.8.1a.3.3-2: MeasObjectNR-f1 (Table 8.2.3.8.1a.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.8.1a.3.3-3: MeasObjectNR-f2 (Table 8.2.3.8.1a.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 3
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.8.1a.3.3-4: MeasConfig-A5 (Table 8.2.3.8.1.3.3-2, Step 5a1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList
	MeasObjectNR
	
	

	  ReportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	ReportConfigId
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR(66+ Delta(NRf1),66+Delta(NRf2)). Same as TS 38.508-1 Table 4.6.3-107 except for hysteresis value in eventA5 set to ‘0’, reportAmount set to ‘infinity’, and reportInterval value set to ‘ms1024’.
	Thresh values set to  -91dBm,  -91 dBm
	EVENT_A5 AND FR2

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  MeasIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	NOTE 1:	Delta(NRf1) and Delta(NRf2) is derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3.



[Text skipped here]

8.2.3.8.1b.3.3	Specific message contents
Same as test case 8.2.3.8.1 with the following differences:
-	Cells configuration: NR Cell 10 replaces NR Cell 2.
Table 8.2.3.8.1b.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.8.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Table 8.2.3.8.1b.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.8.1b.3.3-0a: measConfig (Table 8.2.3.8.1b.3.3-0)
	Derivation Path: TS 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	



Table 8.2.3.8.1b.3.3-1: MeasConfig-A5 (Table 8.2.3.8.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.8.1b.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f2
	Table 8.2.3.8.1b.3.3-3
	

	      }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR(77,71)
Same as TS 38.508-1 [4], Table 4.6.3-142 except for hysteresis value in eventA5 set to ‘0’, reportAmount set to ‘infinity’, and reportInterval value is set to ‘ms1024’
	Thresh values set to -79dBm, -85dBm
	EVENT_A5

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.8.1b.3.3-2: MeasObjectNR-f1 (Table 8.2.3.8.1b.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.8.1b.3.3-3: MeasObjectNR-f2 (Table 8.2.3.8.1b.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 10
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	




