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<Start of modification>
[bookmark: _Toc20909052][bookmark: _Toc27678191][bookmark: _Toc36037213][bookmark: _Toc44398290][bookmark: _Toc52382476][bookmark: _Toc60687385]5.5.6.11	Floor Ack
Table 5.5.6.11-1: Floor Ack
	Derivation Path: 24.380 [10], Table 8.2.13-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	The SSRC of the SS
	The SSRC of the floor control server for on-network and floor arbitrator for off-network.

Notation in accordance with clause 5.5.6.1. Coded as specified in IETF RFC 3550 [76].
	DOWNLINK

	
	The SSRC of the UE
	The SSRC of the floor participant sending the message

Notation in accordance with subclause 5.5.6.1. Coded as specified in IETF RFC 3550 [76].
	UPLINK

	name
	MCPT
	
	

	Source
	
	
	

	  Source
	"2"
	The controlling MCPTT function is the sender of the message see TS 24.380[10] cl 4.2.1 and cl. 8.2.3.12
	DOWNLINK

	  Source
	"0"
	The Floor participant is the sender of the message see TS 24.380[10] cl 6.2 and cl. 8.2.3.12
	UPLINK

	Message Type
	
	
	

	  Message Type
	"xxx1xxxx"
	Message Type of the Floor Ack message for the Floor COntrol message which requested the acknowledgment
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	



	Condition
	Explanation 

	UPLINK
	The message is sent from the UE

	DOWNLINK
	The message is sent from the SS

	For further conditions see table 5.5.6.1-1



[bookmark: _Toc20909053][bookmark: _Toc27678192][bookmark: _Toc36037214][bookmark: _Toc44398291][bookmark: _Toc52382477][bookmark: _Toc60687386]5.5.6.12	Connect
Table 5.5.6.12-1: Connect
	Derivation Path: 24.380 [10], Table 8.3.4-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	The SSRC of the 
	The SSRC of the floor control server for on-network and floor arbitrator for off-network.

Notation in accordance with clause 5.5.6.1. Coded as specified in IETF RFC 3550 [76].
	

	name
	MCPC
	
	

	MCPTT Session Identity field
	
	
	

	  Session Type
	“00000000”
	No session type
	

	
	“00000001”
	private
	PRIVATE-CALL

	  Session Type
	"00000011"
	prearranged
	GROUP-CALL

	
	“00000100”
	chat
	CHAT-GROUP-CALL

	  MCPTT Session Identity
	tsc_MCX_SessionID_B
	SIP URI, which identifies the MCPTT session between the MCPTT client and the controlling MCPTT function
	

	MCPTT Group Identity field
	Not Present
	
	PRIVATE-CALL

	MCPTT Group Identity field
	
	
	GROUP-CALL

	  MCPTT Group Identity
	px_MCPTT_Group_A_ID
	a URI, which identifies the MCPTT group
	

	Media Streams
	
	
	

	  Media Stream field
	"1"
	8 bit parameter giving the number of the" m=audio" m-line negotiated in the pre-established session
	

	  Control Channel
	"2"
	8 bit parameter giving the number of the "m=application" m-line negotiated in the pre-established session
	

	
	"0"
	no floor control
	PRIVATE-CALL

	Warning Text field
	Not Present
	
	

	Answer State field
	
	
	

	  Answer State
	"1"
	confirmed
	

	Inviting MCPTT User Identity field
	
	
	

	  Inviting MCPTT User Identity 
	px_MCPTT_ID_User_A
	URI, which identifies the inviting MCPTT user
	PRIVATE-CALL

	
	px_MCPTT_ID_User_B
	
	GROUP-CALL

	PCK I_MESSAGE field
	Not Present
	
	



[bookmark: _Toc20909054][bookmark: _Toc27678193][bookmark: _Toc36037215][bookmark: _Toc44398292][bookmark: _Toc52382478][bookmark: _Toc60687387]5.5.6.13	Disconnect
Table 5.5.6.13-1: Disconnect
	Derivation Path: 24.380 [10], Table 8.3.5-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	The SSRC of the 
	The SSRC of the floor control server for on-network and floor arbitrator for off-network.

Notation in accordance with clause 5.5.6.1. Coded as specified in IETF RFC 3550 [76].
	

	name
	MCPC
	
	

	MCPTT Session Identity field
	Same MCPTT Session Identity as used in the connect message at call establishment 
	TS 24.380 [10] clause 9.3.2.4.5
	

	  Session Type
	"00000011"
	prearranged
	

	  MCPTT Session Identity
	tsc_MCX_SessionID_B
	
	



[bookmark: _Toc20909055][bookmark: _Toc27678194][bookmark: _Toc36037216][bookmark: _Toc44398293][bookmark: _Toc52382479][bookmark: _Toc60687388]5.5.6.14	Acknowledgement
Table 5.5.6.14-1: Acknowledgement
	Derivation Path: 24.380 [10], Table 8.3.6-1.

	Information Element
	Value/remark
	Comment
	Condition

	SSRC
	The SSRC of the UE
	The SSRC of the floor participant sending the messageThe SSRC of the floor control server for on-network and floor arbitrator for off-network.

Notation in accordance with clause 5.5.6.1. Coded as specified in IETF RFC 3550 [76].
	

	name
	MCPC
	
	

	Reason Code
	
	
	

	  Reason Code
	"0"
	Accepted
	



<End of modification>
