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<Start of modification>
[bookmark: _Toc20908970][bookmark: _Toc27678095][bookmark: _Toc36037117][bookmark: _Toc44398187][bookmark: _Toc52382372][bookmark: _Toc60687280]5.5.3.5	PIDF
[bookmark: _Toc20908961][bookmark: _Toc27678068][bookmark: _Toc36037090][bookmark: _Toc44398160][bookmark: _Toc52382345]5.5.3.5.1	PIDF from the UE

[bookmark: _Toc27678096][bookmark: _Toc36037118][bookmark: _Toc44398188][bookmark: _Toc52382373][bookmark: _Toc60687281]-	MCPTT
Table 5.5.3.5.1-1: PIDF for MCPTT from the UE
	Derivation Path: RFC 3863 [114]TS 24.379 [9] clause 9.3.1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	presence
	
	
	RFC 3863 [114]
	

	  entity attribute
	Encrypted URI (NOTE 1) with value set to px_MCPTT_ID_User_A
	
	
	

	  tuple
	
	
	
	

	    id attribute
	Encrypted URI (NOTE 1) with value set to the mcptt-client-id as provided by the UE at registrationpx_MCPTT_Client_A_ID
	
	
	

	    status
	
	
	
	

	      affiliation
	
	MCPTT extension
	TS 24.379 [9] clause 9.3.1
	

	        group 
	Encrypted URI (NOTE 1) with value set to px_MCPTT_Group_A_ID
	
	
	

	        client
	not present
	
	
	

	        status
	not present"affiliating"
	
	
	

	        expires
	not present
	
	
	

	    contact
	not present
	
	
	

	    note
	not present
	
	
	

	    timestamp
	not present
	
	
	

	  note
	not present
	
	
	

	  p-id
	any allowed value if present
	
	TS 24.379 [9] clause 9.3.1
	

	  p-id
	any allowed value when sent by the UE or same value as sent in SIP PUBLISH otherwise
	set to an identifier of a SIP PUBLISH request
	
	

	[bookmark: _Hlk62387080]NOTE 1:	Encrypted attribute as described in Table 5.5.3.13.3-1



[bookmark: _Toc27678097][bookmark: _Toc36037119][bookmark: _Toc44398189][bookmark: _Toc52382374][bookmark: _Toc60687282]-	MCVideo
Table 5.5.3.5.1-2: PIDF for MCVideo from the UE
	Derivation Path: RFC 3863 [114]TS 24.281 [86] clause 8.3.1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	presence entity
	Encrypted URI (NOTE 1) with value set to  px_MCVideo_ID_User_A

	
	RFC 3863 [114]
	

	  entity attribute
	Encrypted URI (NOTE 1) with value set to  px_MCVideo_ID_User_A

	
	
	

	  tuple id
	Encrypted URI (NOTE 1) with value set to px_MCVideo_Client_A_ID
	
	
	

	    id attribute
	Encrypted URI (NOTE 1) with value set to the mcptt-client-id as provided by the UE at registration
	
	
	

	    status
	
	
	
	

	      affiliation
	
	
	TS 24.281 [86] clause 8.3.1
	

	        group
	Encrypted URI (NOTE 1) with value set to px_MCVideo_Group_A_ID
	
	
	

	        client
	not present
	
	
	

	        status
	not present
	
	
	

	          affiliating
	
	
	
	

	          affiliated
	not present
	
	
	

	          deaffiliating
	not present
	
	
	

	        expires
	not present
	
	
	

	  p-id
	any allowed value if present
	
	
	

	  p-id
	any allowed value or same value as sent in SIP PUBLISH
	set to an identifier of a SIP PUBLISH request
	
	

	NOTE 1:	Encrypted attribute as described in Table 5.5.3.13.3-1



[bookmark: _Toc27678098][bookmark: _Toc36037120][bookmark: _Toc44398190][bookmark: _Toc52382375][bookmark: _Toc60687283]-	MCData
Table 5.5.3.5.1-3: PIDF for MCData from the UE
	Derivation Path: RFC 3863 [114]TS 24.282 [87] clause 8.4.1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	presence entity
	Encrypted URI (NOTE 1) with value set to px_MCData_ID_User_A

	
	RFC 3863 [114]
	

	  entity attribute
	Encrypted URI (NOTE 1) with value set to px_MCData_ID_User_A
	
	
	

	  tuple id
	Encrypted URI (NOTE 1) with value set to px_MCDATA_Client_A_ID
	
	
	

	    id attribute
	Encrypted URI (NOTE 1) with value set to the mcptt-client-id as provided by the UE at registration
	
	
	

	    status
	
	
	
	

	      affiliation
	
	
	TS 24.282 [87] clause 8.4.1
	

	        group
	Encrypted URI (NOTE 1) with value set to px_MCDATA_Group_A_ID
	
	
	

	        client
	not present
	
	
	

	        status
	not present
	
	
	

	          affiliating
	
	
	
	

	          affiliated
	not present
	
	
	

	          deaffiliating
	not present
	
	
	

	        expires
	not present
	
	
	

	  p-id
	any allowed value or same value as sent in SIP PUBLISH
	set to an identifier of a SIP PUBLISH request
	
	

	NOTE 1:	Encrypted attribute as described in Table 5.5.3.13.3-1



5.5.3.5.2	PIDF from the SS

-	MCPTT
Table 5.5.3.5.2-1: PIDF for MCPTT from the SS
	Derivation Path: RFC 3863 [114]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	presence
	
	
	RFC 3863 [114]
	

	  entity attribute
	Encrypted URI (NOTE 1) with value set to px_MCPTT_ID_User_A
	
	
	

	  tuple
	
	
	
	

	    id attribute
	Encrypted URI (NOTE 1) with value set to the mcptt-client-id as provided by the UE at registration
	
	
	

	    status
	
	
	
	

	      affiliation
	
	MCPTT extension
	TS 24.379 [9] clause 9.3.1
	

	        group
	Encrypted URI (NOTE 1) with value set to px_MCPTT_Group_A_ID
	
	
	

	        client
	not present
	
	
	

	        status
	"affiliating"
	
	
	

	        expires
	not present
	
	
	

	    contact
	not present
	
	
	

	    note
	not present
	
	
	

	    timestamp
	not present
	
	
	

	  note
	not present
	
	
	

	  p-id
	not present
	
	
	

	NOTE 1:	Encrypted attribute as described in Table 5.5.13.3-1



-	MCVideo
Table 5.5.3.5.2-2: PIDF for MCVideo from the SS
	Derivation Path: RFC 3863 [114]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	presence
	
	
	RFC 3863 [114]
	

	  entity attribute
	Encrypted URI (NOTE 1) with value set to px_MCVideo_ID_User_A
	
	
	

	  tuple
	
	
	
	

	    id attribute
	Encrypted URI (NOTE 1) with value set to the mcptt-client-id as provided by the UE at registration
	
	
	

	    status
	
	
	
	

	      affiliation
	
	
	TS 24.281 [86] clause 8.3.1
	

	        group
	Encrypted URI (NOTE 1) with value set to px_MCVideo_Group_A_ID
	
	
	

	        client
	not present
	
	
	

	        status
	“affiliating”
	
	
	

	        expires
	not present
	
	
	

	  p-id
	not present
	
	
	

	NOTE 1:	Encrypted attribute as described in Table 5.5.13.3-1



-	MCData
Table 5.5.3.5.2-3: PIDF for MCData from the SS
	Derivation Path: RFC 3863 [114]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	presence
	
	
	RFC 3863 [114]
	

	  entity attribute
	Encrypted URI (NOTE 1) with value set to px_MCDATA_ID_User_A
	
	
	

	  tuple
	
	
	
	

	    id attribute
	Encrypted URI (NOTE 1) with value set to the mcptt-client-id as provided by the UE at registration
	
	
	

	    status
	
	
	
	

	      affiliation
	
	
	TS 24.282 [87] clause 8.4.1
	

	        group
	px_MCDATA_Group_A_ID
	
	
	

	        client
	not present
	
	
	

	        status
	“affiliating”
	
	
	

	        expires
	not present
	
	
	

	  p-id
	not present
	
	
	

	NOTE 1:	Encrypted attribute as described in Table 5.5.13.3-1
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