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	Summary of change:
	The ASN.1 have been updated according 

· the local IE type FailureInformation-v1610-IEs is collapsed
· additional “::=” are removed
· the second nonCriticalExtension ASN.1 field is assigned a “Not checked” remark 
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Table 4.6.1-4: FailureInformation
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	FailureInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    failureInformation SEQUENCE {
	
	
	

	      failureInfoRLC-Bearer SEQUENCE {
	
	
	

	        cellGroupId
	Not checked
	
	

	        logicalChannelIdentity
	Not checked
	
	

	        failureType
	Not checked
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension ::= SEQUENCE {
	
	
	DAPS_HOF

	        FailureInformation-v1610-IEs ::= SEQUENCE {
	
	
	

	          failureInfoDAPS-r16 ::= SEQUENCE {
	
	
	

	            failureType-r16
	daps-failure
	Indicate handover failure type is DAPS handover failure
	

	          }
	
	
	

	          nonCriticalExtension
	
	
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	DAPS_HOF

	        failureInfoDAPS-r16 SEQUENCE {
	
	
	

	          failureType-r16
	daps-failure
	Indicate handover failure type is DAPS handover failure
	

	        }
	
	
	

	        nonCriticalExtension
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	DAPS_HOF
	DAPS handover failure
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