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<Unchanged Text Skipped>
6.2.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in table 6.2.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.1.1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause [4.1]
	Normal, TL, TH/VL, TL/VH, TH/VL, TH/VH (NOTE 2)

	Test Frequencies as specified in TS 38.508-1 [10] subclause [4.3.1]
	Low range, Mid Range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause [4.3.1]
	Lowest, 100 MHz, Highest

	Test SCS as specified in Table 5.3.5-1
	120 kHz

	Test Parameters

	Test ID
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	50
	
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3

	2
	100
	
	
	
	and PC4

	3
	200
	
	
	
	Inner_Full_Region1 for

	4
	400
	
	
	
	PC1

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test environment for UE Max TRP is normal only.



<Unchanged Text Skipped>
6.2A.1.1.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in table5.5A.1-1, 5.5A.2-1 and 5.5A.2-2. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in table 6.2A.1.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2A.1.1.1.4.1-1: Intra-band Contiguous CA Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause [4.1]
	Normal, TL, TH/VL, TL/VH, TH/VL, TH/VH (NOTE 2)

	Test Frequencies as specified in TS 38.508-1 [10] subclause [4.3.1.2.3] for different CA bandwidth classes
	Low and High range

	Test CC Combination setting (aggregated BW of the CA configuration) as specified in Table 5.5A.1-1 for the CA Configuration across bandwidth combination sets supported by the UE
	Highest aggregated BW of the CA configuration
(≤ 400 MHz aggregated channel bandwidth)

	Test SCS as specified in Table 5.3.5-1
	120 kHz

	Test Parameters

	CA Configuration / Aggregated BW
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC & Mapping
( NOTE 4）
	CBW (MHz)
	RB allocation
	Modulation
	RB allocation
(NOTE 1)

	1
	PCC/CC1
	100
	N/A for this test
	DFT-s-OFDM QPSK
	Inner Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	
	SCC/CC2
	100
	
	-
	-

	2
	PCC/CC1
	200
	
	DFT-s-OFDM QPSK
	Inner Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	
	SCC/CC2
	200
	
	-
	-

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test environment for UE Max TRP is normal only.
NOTE 3:	CA Configuration Test cumulative aggregated BW settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.5A.1-1.
NOTE 4:	PCC/CCi and SCC/CCj means PCC is on component carrier CCi and SCC is on component carrier CCj, with CCi or CCj frequencies defined in TS38.508-1 [10].





<Unchanged Text Skipped>
6.2A.1.1.2.4	Test description
Same as in clause 6.2A.1.1.1.4 with following exceptions:
-	Instead of Table 6.2A.1.1.1.4.1-1 use Table 6.2A.1.1.2.4.1-1.
-	Instead of clause 6.2A.1.1.1.4.3 use clause 6.2A.1.1.2.4.3.
-	Instead of Table 6.2A.1.1.1.5-1 use Table 6.2A.1.1.2.5-1.
Table 6.2A.1.1.2.4.1-1: Test Configuration Tabl
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause [4.1]
	Normal, TL, TH/VL, TL/VH, TH/VL, TH/VH (NOTE 2)

	Test Frequencies as specified in TS 38.508-1 [10] subclause [4.3.1.2.3] for different CA bandwidth classes
	Low and High range

	Test CC Combination setting (aggregated BW of the CA configuration) as specified in Table 5.5A.1-1 for the CA Configuration across bandwidth combination sets supported by the UE
	Highest aggregated BW (≤ 400 MHz aggregated channel bandwidth)

	Test SCS as specified in Table 5.3.5-1
	120 kHz

	Test Parameters

	CA Configuration / Aggregated BW
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC & Mapping (NOTE 4)
	CBW (MHz)
	RB allocation
	Modulation
	RB allocation
(NOTE 1)

	1
	PCC/CC1
	100
	N/A for this test
	DFT-s-OFDM QPSK
	Inner Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	
	SCC/CC2
	100
	
	-
	-

	
	SCC/CC3
	100
	
	-
	-

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test environment for UE Max TRP is normal only.
NOTE 3:	CA Configuration Test cumulative aggregated BW settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.5A.1-1.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same cumulative aggregated BW, only the combination with the lowest PCC ChBW is tested.
NOTE 5:	PCC/CCi and SCC/CCj means PCC is on component carrier CCi and SCC is on component carrier CCj, with CCi or CCj frequencies defined in TS38.508-1 [10].





<Unchanged Text Skipped>
6.2A.1.1.3.4.1	Initial condition
Same as in clause 6.2A.1.1.1.4 with following exceptions:
-	Instead of Table 6.2A.1.1.1.4.1-1 use Table 6.2A.1.1.3.4.1-1.
-	Instead of clause 6.2A.1.1.1.4.3 use clause 6.2A.1.1.3.4.3.
-	Instead of Table 6.2A.1.1.1.5-1 use Table 6.2A.1.1.3.5-1.
Table 6.2A.1.1.3.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause [4.1]
	Normal, TL, TH/VL, TL/VH, TH/VL, TH/VH (NOTE 2)

	Test Frequencies as specified in TS 38.508-1 [10] subclause [4.3.1.2.3] for different CA bandwidth classes, and PCC and SCC are mapped onto physical frequencies according to Table 6.1-2
	Low and High range

	Test CC Combination setting (cumulative aggregated BW of the CA configuration) as specified in Table 5.5A.1-1 for the CA Configuration across bandwidth combination sets supported by the UE
	Highest aggregated BW (≤ 400 MHz aggregated channel bandwidth)

	Test SCS as specified in Table 5.3.5-1
	120 kHz

	Test Parameters

	CA Configuration / Aggregated BW
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC & Mapping (NOTE 4)
	ChBw
	RB allocation
	Modulation
	RB allocation
(NOTE 1)

	1
	PCC/CC1
	100
	N/A for this test
	DFT-s-OFDM QPSK
	Inner Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	
	SCC/CC2
	100
	
	-
	-

	
	SCC/CC3
	100
	
	-
	-

	
	SCC/CC4
	100
	
	-
	-

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test environment for UE Max TRP is normal only.
NOTE 3:	CA Configuration Test cumulative aggregated BW settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.5A.1-1.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same cumulative aggregated BW, only the combination with the lowest PCC ChBW is tested.
NOTE 5:	PCC/CCi and SCC/CCj means PCC is on component carrier CCi and SCC is on component carrier CCj, with CCi or CCj frequencies defined in TS38.508-1 [10].





<Unchanged Text Skipped>


7.3.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.3.2.4.1-1, Table 7.3.2.4.1-2, and Table 7.3.2.4.1-3 The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, 100MHz, Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation 
	Modulation
	RB allocation 

	1
	CP-OFDM QPSK
	Full RB
(NOTE 1)
	DFT-s-OFDM QPSK
	 REFSENS (NOTE 2)

	NOTE 1: Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2: REFSENS refers to Table 7.3.2.4.1-3 which defines uplink RB configuration and start RB location for each SCS, channel BW and NR band.



Table 7.3.2.4.1-2: Downlink Configuration of each RB allocation
	Channel Bandwidth
	SCS
kHz
	LCRBmax
	RB allocation (LCRB@RBstart)

	50MHz
	120
	32
	32@0

	100MHz
	120
	66
	66@0

	200MHz
	120
	132
	132@0

	400MHz
	120
	264
	264@0

	NOTE 1:	Test Channel Bandwidths are checked separately for each NR band, the applicable channel bandwidths are specified in Table 5.3.5-1.



Table 7.3.2.4.1-3: Uplink configuration for reference sensitivity, LCRB@RBstart format
	Operating Band
	SCS kHz
	50
MHz
	100
MHz
	200
MHz
	400
MHz
	Duplex Mode

	n257
	120
	32@0
	64@0
	128@0
	256@0
	TDD

	n258
	120
	32@0
	64@0
	128@0
	256@0
	TDD

	n260
	120
	32@0
	64@0
	128@0
	256@0
	TDD

	n261
	120
	32@0
	64@0
	128@0
	256@0
	TDD




<Unchanged Text Skipped>
7.3A.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR CA configurations specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and are shown in Table 7.3A.2.1.4.1-1, Table 7.3A.2.1.4.1-2 and Table 7.3A.2.1.4.1-3. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3A.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test CA Bandwidth combination as specified in subclause 5.5A 
	Maximum aggregated BW (contiguous CA) or Maximum cumulative aggregated BW (non-contiguous CA)

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation 
	Modulation
	RB allocation 

	1
	CP-OFDM QPSK
	Full RB
(NOTE 1)
	DFT-s-OFDM QPSK
	 REFSENS (NOTE 2, NOTE 3)

	NOTE 1: Full RB allocation shall be used per each SCS and component carrier as specified in Table 7.3A.2.1.4.1-2.
NOTE 2: REFSENS refers to Table 7.3A.2.1.4.1-3 which defines uplink RB configuration and start RB location for each SCS, channel BW.
NOTE 3: Use single carrier UL when testing reference sensitivity power level for CA.



Table 7.3A.2.1.4.1-2: Downlink Configuration of each RB allocation
	Component Carrier
Bandwidth
	SCS
kHz
	LCRBmax
	RB allocation (LCRB@RBstart)

	50MHz
	120
	32
	32@0

	100MHz
	120
	66
	66@0

	200MHz
	120
	132
	132@0

	400MHz
	120
	264
	264@0

	NOTE 1:	CA Bandwidths are checked separately for each NR band, the applicable CA bandwidths are specified in Table 5.3A.4-1.



Table 7.3A.2.1.4.1-3: Uplink configuration for reference sensitivity, LCRB@RBstart format
	Operating Band
	SCS kHz
	50
MHz
	100
MHz
	200
MHz
	400
MHz
	Duplex Mode

	n257
	120
	32@0
	64@0
	128@0
	256@0
	TDD

	n258
	120
	32@0
	64@0
	128@0
	256@0
	TDD

	n260
	120
	32@0
	64@0
	128@0
	256@0
	TDD

	n261
	120
	32@0
	64@0
	128@0
	256@0
	TDD
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