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[bookmark: _Toc21026851][bookmark: _Toc27744149][bookmark: _Toc36197320][bookmark: _Toc36198012]<Unchanged Text Skipped>
Annex J (normative):
Test applicability per permitted test method

<Unchanged Text Skipped>
[bookmark: _Toc21026852][bookmark: _Toc27744150][bookmark: _Toc36197321][bookmark: _Toc36198013]Annex K (normative):
EIRP, TRP, and EIS measurement procedures
Editor’s Note: The measurement procedures are applicable only for single-carrier test cases
Annex K defines the EIRP, TRP, and EIS measurement procedures which includes Tx and Rx beam peak direction search, spherical coverage procedures and TRP procedures for the permitted testing methodologies defined in [5].
The default value for BEAM_SELECT_WAIT_TIME = 3 sec for all applicable Tx and Rx test cases. The BEAM_SELECT_WAIT_TIME represents a default minimum wait time period required to complete beam selection process at a single position before start of measurement. For a particular EUT, if it is known/determined that a lower wait time than default value is enough to complete beam selection process, then such a lower value may be used by the Test system to achieve test time optimization.
[bookmark: _Toc21026853][bookmark: _Toc27744151][bookmark: _Toc36197322][bookmark: _Toc36198014]K.1	Direct far field (DFF)
[bookmark: _Toc21026854][bookmark: _Toc27744152][bookmark: _Toc36197323][bookmark: _Toc36198015]K.1.1	TX beam peak direction search
This Tx beam peak search procedure applies to DUTs with and without beam correspondence. The TX beam peak direction is found with a 3D EIRP scan (separately for each orthogonal downlink polarization). The TX beam peak direction search grid points for this single grid approach are defined in Annex M.2.1. Alternatively, a coarse and fine grid approach could be used according to the definition in Annex M.2.2.
The beam peak searches shall be performed for every test frequency range by default unless the device manufacturer explicitly declares that the beam peak at the mid test frequency range is applicable for the remaining (low, high) test frequency ranges. Beam peak search results cannot be re-used across different bands that do not overlap. Beam peak search results can be re-used from bands that completely contain the target bands if explicitly declared with a declaration.
A beam peak search shall be performed for every intra-band contiguous combination and CA BW class by default unless the device manufacturer explicitly declares that the beam peak for a reference (frequency band, CBW) or (frequency band combination, CA BW class)  is applicable for a group of other intra-band contiguous combinations and CA BW classes.
The beam peak searches shall be performed for every modulation by default unless the device manufacturer explicitly declares that the beam peak at the QPSK modulation is applicable for the remaining 16QAM and 64QAM modulations.
The beam peak searches shall be performed for every waveform by default unless the device manufacturer explicitly declares that the beam peak from one waveform is applicable for the other waveform.
The measurement procedure includes the following steps:
1)	Select any of the three Alignment Options (1, 2, or 3) from Tables N.2-1J.2-1 through N.2-7J.2-3 [3] to mount the DUT inside the QZ. 
2) 	Position the DUT in DUT Orientation 1 from Tables J.2N.2-1 through N.2-7J.2-3 [3]. 
3) 	Connect the SS (System Simulator) with the DUT through the measurement antenna with PolLink= polarization to form the TX beam towards the measurement antenna.  Allow at least BEAM_SELECT_WAIT_TIME (NOTE 1) for the UE TX beam selection to complete. 
4)	Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200 msec starting from the first TPC Command in this step for the UE to reach PUMAX level. Allow at least BEAM_SELECT_WAIT_TIME (Note 1) for the UE Tx beam selection to complete.
5) 	For beam correspondence, DUT refines its TX beam toward that direction depending on DUT’s beam correspondence capability which shall match OEM declaration: if  DUT’s beam correspondence capability beamCorrespondenceWithoutUL-BeamSweeping is supported, then DUT autonomously chooses the corresponding TX beam for PUSCH transmission using downlink reference signals to transmit in the direction of the incoming DL signal, which is based on beam correspondence without relying on UL beam sweeping; if DUT’s beam correspondence capability beamCorrespondenceWithoutUL-BeamSweeping is not present, then DUT chooses the TX beam for PUSCH transmission which is based on beam correspondence with relying on both DL measurements on downlink reference signals and network-assisted uplink beam sweeping (NOTE 2).
6)	SS activates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.2 using condition Tx only.
7)	Measure the mean power Pmeas (PolMeas= PolLink=) of the modulated signal arriving at the power measurement equipment (such as a spectrum analyser, power meter, or gNB emulator).
8)	Calculate EIRP (PolMeas= PolLink=)   by adding the composite loss of the entire transmission path for utilized signal path, LEIRP,θ, and frequency to the measured power Pmeas(PolMeas= PolLink=).
9)	Measure the mean power Pmeas (PolMeas= PolLink=) of the modulated signal arriving at the power measurement equipment.
10)	Calculate EIRP (PolMeas= PolLink=) by adding the composite losses of the entire transmission path for utilized signal path, LEIRP,φ, and frequency to the measured power Pmeas (PolMeas= PolLink=).
11)	Calculate total EIRP(PolLink=)  = EIRP(PolMeas= PolLink=)  + EIRP(PolMeas= PolLink=).
12)	SS deactivates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.3.
[bookmark: _Hlk535232831]13)	Connect the SS (System Simulator) with the DUT through the measurement antenna with PolLink= polarization to form the TX beam towards the measurement antenna. Allow at least BEAM_SELECT_WAIT_TIME for the UE TX beam selection to complete.
14)	Repeat steps 4 through 12 and get the result of total EIRP(PolLink=)  = EIRP(PolMeas= PolLink=)  + EIRP(PolMeas= PolLink=)
154) Advance to the next grid point and repeat steps 3 through 143 until measurements within zenith range 0o≤≤90o  have been completed
165)	After the measurements within zenith range 0o≤≤90o have been completed and 
a) if the re-positioning concept is applied to the TX test cases, position the device in DUT Orientation 2 (either Options 1 or 2) from Tables J.2N.2-1 through N.2-7J.2-3 [3] for the Alignment Option selected in Step 1. For the TX beam peak search in the second hemisphere, perform steps 3 through 154 for the range of zenith angles 90o<≤0o. 
b) if the re-positioning concept is not applied to the TX test cases, continue steps 3 through 154 for the range of zenith angles 90o<≤180o
For beam correspondence capability beamCorrespondenceWithoutUL-BeamSweeping is not present, the above step 5) can be further clarified as following sub-steps:
5.1) DUT uses downlink reference signals to select proper RX beam and uses autonomous beam correspondence to select the TX beam. 
5.2) SS configures M=8 SRS resources to DUT, with the field spatialRelationInfo omitted and the field usage set as ‘beamManagement’. In case DUT supports less than 8 SRS resources, SS configures the number of SRS resources according to the maximum number of SRS resources indicated by UE capability signalling. Additionally, for codebook based PUSCH transmission, SS configures a semi-persistent SRS resource set with the field usage as 'codebook'.
5.3) Based on the TX beam autonomously selected by DUT, DUT chooses TX beams to transmit SRS-resources configured by SS. 
5.4) Based on measurement of the received beamManagement SRS, SS chooses the best SRS beam and, if needed, updates the spatial relation information between the semi-persistent codebook SRS resources and the SS selected beamManagement SRS resource in the activation MAC CE of the semi-persistent SRS resource. The SS indicates in the SRS Resource Indicator (SRI) field in the scheduling grant for PUSCH, if present, the SRS resource within the semi-persistent SRS resource set whose spatial relation is linked to the best detected SRS beam.
5.5) DUT transmits PUSCH corresponding to the SRS resource indicated by the SRI.

The TX beam peak direction is where the maximum total component of EIRP(PolLink=) or EIRP(PolLink=) is found.
NOTE 1:	VoidThe default value for BEAM_SELECT_WAIT_TIME = 3 sec for all applicable Tx and Rx test cases. The BEAM_SELECT_WAIT_TIME represents a default minimum wait time period required to complete beam selection process at a single position before start of measurement. For a particular EUT, if it is known/determined that a lower wait time than default value is enough to complete beam selection process, then such a lower value may be used by the Test system to achieve test time optimization.
NOTE 2: 	This is used for beam correspondence.
[bookmark: _Toc21026855][bookmark: _Toc27744153][bookmark: _Toc36197324][bookmark: _Toc36198016]K.1.2	RX beam peak direction search
The RX beam peak direction is found with a 3D EIS scan (separately for each orthogonal downlink polarization). The RX beam peak direction search grid points for this single grid approach are defined in Annex M.2.1. Alternatively, a coarse and fine grid approach could be used according to the definition in Annex M.2.4.
The beam peak searches shall be performed for every test frequency range by default unless the device manufacturer explicitly declares that the beam peak at the mid test frequency range is applicable for the remaining (low, high) test frequency ranges. Beam peak search results cannot be re-used across different bands that do not overlap. Beam peak search results can be re-used from bands that completely contain the target bands if explicitly declared with a declaration.
A beam peak search shall be performed for every intra-band contiguous combination and CA BW class by default unless the device manufacturer explicitly declares that the beam peak for a reference (frequency band, CBW) or (frequency band combination, CA BW class)  is applicable for a group of other intra-band contiguous combinations and CA BW classes.
The beam peak searches shall be performed for every modulation by default unless the device manufacturer explicitly declares that the beam peak at the QPSK modulation is applicable for the remaining 16QAM and 64QAM modulations.
The beam peak searches shall be performed for every waveform by default unless the device manufacturer explicitly declares that the beam peak from one waveform is applicable for the other waveform.
[bookmark: _Hlk3985518]The measurement procedure includes the following steps:
1)	Select any of the three Alignment Options (1, 2, or 3) from Tables J.2N.2-1 through N.2-7J.2-3 [3] to mount the DUT inside the QZ. 
2)	Position the DUT in DUT Orientation 1 from Tables J.2N.2-1 through N.2-7J.2-3 [3]. 
3)	Connect the SS (System Simulator) with the DUT through the measurement antenna with PolLink= polarization to form the RX beam towards the DUTmeasurement antenna. Allow at least BEAM_SELECT_WAIT_TIME NOTE 1) for the UE RX beam selection to complete. 
4)	Determine EIS(PolMeas= PolLink= for θ-polarization, i.e., by sweeping the power level for the θ-polarization, at which the throughput exceeds the requirements for the specified reference measurement channel. The downlink power step size shall be no more than 0.2 dB when the RF power level is near the sensitivity level.
5)	Connect the SS (System Simulator) with the DUT through the measurement antenna with PolLink= polarization to form the RX beam towards the DUTmeasurement antenna. Allow at least BEAM_SELECT_WAIT_TIME for the UE RX beam selection to complete.
6)	Determine EIS(PolMeas= PolLink= for φ-polarization, i.e., by sweeping the power level for the φ-polarization, at which the throughput exceeds the requirements for the specified reference measurement channel. The downlink power step size shall be no more than 0.2 dB when the RF power level is near the sensitivity level.
7)	Advance to the next grid point and repeat steps 3 through 6 until measurements within zenith range 0o≤≤90o  have been completed
8)	After the measurements within zenith range 0o≤≤90o have been completed and 
a) if the re-positioning concept is applied to the RX test cases, position the device in DUT Orientation 2 (either Options 1 or 2) from Tables J.2N.2-1 through N.2-7J.2-3 [3] for the Alignment Option selected in Step 1. For the RX beam peak search in the second hemisphere, perform steps 3 through 6 for the range of zenith angles 90o<≤0o.
b) If the re-positioning concept is not applied to the RX test cases, continue steps 3 through 6 for the range of zenith angles 90o<≤180o
9)	Calculate the resulting “averaged EIS” as:
averaged EIS = 2*[1/EIS(PolMeas= PolLink= +1/EIS(PolMeas= PolLink=]-1
The RX beam peak direction is where the minimum “averaged EIS” is found.
[bookmark: _Toc21026856][bookmark: _Toc27744154][bookmark: _Toc36197325][bookmark: _Toc36198017]K.1.3	Peak EIRP measurement procedure
This section describes EIRP measurement procedure for a chosen PolLink of or
The TX beam peak direction is where the maximum total component of EIRP is found, including the respective polarization of the measurement antenna used to form the TX beam, according to K.1.1.
The measurement procedure includes the following steps:
1)	Select any of the three Alignment Options (1, 2, or 3) from Tables J.2N.2-1 through N.2-7J.2-3 [3] to mount the DUT inside the QZ. 
2)	If the re-positioning concept is not applied to the TX test cases, position the device in DUT Orientation 1. If the re-positioning concept is applied to the TX test cases, 
a) position the device in DUT Orientation 1 from Tables J.2N.2-1 through N.2-7J.2-3 [3] if the maximum beam peak direction is within zenith angular range 0o≤≤90o for the alignment option selected in step 1
b) position the device in DUT Orientation 2 (either Options 1 or 2) from Tables J.2N.2-1 through N.2-7J.2-3 [3] if the maximum beam peak direction is within zenith angular range 90o<≤180o for DUT Orientation 1 for the alignment option selected in step 1.
3)	Connect the SS (System Simulator) with the DUT through the measurement antenna with polarization reference PolLink to form the TX beam towards the TX beam peak direction and respective polarization. Allow at least BEAM_SELECT_WAIT_TIME (NOTE 1) for the UE TX beam selection to complete.
4)	SS activates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.2 using condition Tx only.
5)	Measure the mean power Pmeas (PolMeas= PolLink)  of the modulated signal arriving at the power measurement equipment (such as a spectrum analyser, power meter, or gNB emulator).
6)	Calculate EIRP(PolMeas= PolLink by adding the composite loss of the entire transmission path for utilized signal path, LEIRP,θ, and frequency to the measured power Pmeas (PolMeas= PolLink
7)	Measure the mean power Pmeas (PolMeas= PolLink)  of the modulated signal arriving at the power measurement equipment.
8)	Calculate EIRP(PolMeas= PolLink) by adding the composite losses of the entire transmission path for utilized signal path, LEIRP,φ and frequency to the measured power Pmeas (PolMeas= PolLink)
9)	Calculate the resulting “total EIRP(PolLink)”, for the chosen PolLink of oras follows:
total EIRP (PolLink = EIRP(PolMeas= PolLink + EIRP(PolMeas= PolLink
10)	SS deactivates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.3.
[bookmark: _Toc21026857][bookmark: _Toc27744155][bookmark: _Toc36197326][bookmark: _Toc36198018]K.1.4	Peak EIS measurement procedure
This section describes EIS measurement procedure. The RX beam peak direction is where the minimum EIS is found according to K.1.2.
The measurement procedure includes the following steps:
1)	Select any of the three Alignment Options (1, 2, or 3) from Tables J.2N.2-1 through N.2-7J.2-3 [3] to mount the DUT inside the QZ. 
2)	If the re-positioning concept is not applied to the RX test cases, position the device in DUT Orientation 1.	If the re-positioning concept is applied to the RX test cases
a) position the device in DUT Orientation 1 from Tables J.2N.2-1 through N.2-7J.2-3 [3] if the maximum beam peak direction is within zenith angular range 0o≤≤90o for the alignment option selected in step 1
b) position the device in DUT Orientation 2 (either Options 1 or 2) from Tables J.2N.2-1 through N.2-7J.2-3 [3] if the maximum beam peak direction is within zenith angular range 90o<≤180o for DUT Orientation 1 for the alignment option selected in step 1.
3)	Connect the SS (System Simulator) with the DUT through the measurement antenna with PolLink= polarization to form the RX beam towards the RX beam peak direction. Allow at least BEAM_SELECT_WAIT_TIME (NOTE 1) for the UE RX beam selection to complete. 
4)	Determine EIS(PolMeas= PolLink= for θ-polarization, i.e., the power level for the θ-polarization at which the throughput exceeds the requirements for the specified reference measurement channel. The downlink power step size shall be no more than 0.2 dB when the RF power level is near the sensitivity level.
5)	Connect the SS (System Simulator) with the DUT through the measurement antenna with PolLink= polarization to form the RX beam towards the RX beam peak direction. Allow at least BEAM_SELECT_WAIT_TIME for the UE RX beam selection to complete.
6)	Determine EIS(PolMeas= PolLink= for φ-polarization, i.e., the power level for the -polarization at which the throughput exceeds the requirements for the specified reference measurement channel. The downlink power step size shall be no more than 0.2 dB when the RF power level is near the sensitivity level.
7)	Calculate the resulting averaged EIS as:
EIS = 2*[1/EIS(PolMes= PolLink= +1/EIS(PolMeas= PolLink=]-1
[bookmark: _Toc21026858][bookmark: _Toc27744156][bookmark: _Toc36197327][bookmark: _Toc36198019]K.1.5	EIRP spherical coverage
[bookmark: _Hlk3986256]The EIRP results from the TX beam peak search procedures of K.1.1, using the minimum number of grid points as described in Annex M.2.1 can be re-used for EIRP spherical coverage. 
In case a coarse beam peak grid is used for TX beam peak search, using the minimum number of grid points defined in Annex M.3.1.1, the EIRP results can be re-used for EIRP spherical coverage.
In case a separate test is performed for EIRP spherical coverage, the procedure as per K.1.3 should be followed using the minimum number of grid points defined in Annex M.3.1.1 for spherical coverage. 
The EIRPtarget-CDF is then obtained from the Cumulative Distribution Function (CDF) computed using maximum(EIRP(PolLink=), EIRP(PolLink=)) for all grid points. When using constant step size measurement grids, a theta-dependent correction shall be applied, i.e., the PDF probability contribution for each measurement point is scaled by sin(θ) or the normalized Clenshaw-Curtis weights W()/W(90o), introduced in Section M.4.2.1, to account for the denser grid point distribution near the poles. In case of Clenshaw-Curtis weights, when just a single measurement at the poles is performed, the PDF probability contributions need to be scaled by M*W()/W(=90°) to account for the M longitudes at those two grid points. When using constant density grids, these corrections are not needed.
[bookmark: _Toc21026859][bookmark: _Toc27744157][bookmark: _Toc36197328][bookmark: _Toc36198020]K.1.6	EIS spherical coverage
The EIS results from the RX beam peak search procedures of K.1.2, using the minimum number of grid points as described in Annex M.2.2 can be re-used for EIS spherical coverage. 
In case a coarse beam peak grid is used for RX beam peak search with an EIS metric, using the minimum number of grid points defined in Annex M.3.2.1, the EIS results can be re-used for EIS spherical coverage. 
In case a separate test is performed for spherical coverage, the procedure K.1.4 should be followed using the minimum number of grid points defined in Annex M.3.2.1 for spherical coverage.
The EIStarget-CDF is then obtained from the Cumulative Distribution Function (CDF) computed using averaged EIS for all grid points. When using constant step size measurement grids, a theta-dependent correction shall be applied, i.e., the PDF probability contribution for each measurement point is scaled by sin(θ) or the normalized Clenshaw-Curtis weights W()/W(90o), introduced in Section M.4.2.1, to account for the denser grid point distribution near the poles. In case of Clenshaw-Curtis weights, when just a single measurement at the poles is performed, the PDF probability contributions need to be scaled by M*W()/W(=90°) to account for the M longitudes at those two grid points. When using constant density grids, these corrections are not needed.
[bookmark: _Toc21026860][bookmark: _Toc27744158][bookmark: _Toc36197329][bookmark: _Toc36198021]K.1.7	TRP measurement procedure
The minimum number of measurement points for TRP measurement grid is outlined in Annex M.4.
The measurement procedure includes the following steps:
1) 	Select any of the three Alignment Options (1, 2, or 3) from Tables J.2N.2-1 through N.2-7J.2-3 [3] to mount the DUT inside the QZ.
2)	If the re-positioning concept is not applied to the TX test cases, position the device in DUT Orientation 1. If the re-positioning concept is applied to the TX test cases
a) position the device in DUT Orientation 1 from Tables J.2N.2-1 through N.2-7J.2-3 [3] if the maximum beam peak direction is within zenith angular range 0o≤≤90o for the alignment option selected in step 1
b) Position de device in DUT Orientation 2 (either Options 1 or 2) from Tables J.2N.2-1 through N.2-7J.2-3 [3] if the maximum beam peak direction is within zenith angular range 90o<≤180o for DUT Orientation 1 for the alignment option selected in step 1. 
3)	Connect the SS with the DUT through the downlink measurement antenna with desired polarization reference PolLink to form the TX beam towards the desired TX beam direction and respective polarization. Allow at least BEAM_SELECT_WAIT_TIME for the UE TX beam selection to complete.
4)	SS activates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.2 using condition Tx only.Lock the beam toward that direction and polarization for the entire duration of the test. Send continuously uplink power control "up" commands in every uplink scheduling information to the UE.
5)	For each measurement grid point, measure Pmeas(PolMeas= PolLink and Pmeas(PolMeas= PolLink. The angle between the measurement antenna and the DUT (θMeas, φMeas) is achieved by rotating the measurement antenna and the DUT (based on system architecture). 
6)	Calculate EIRP(PolMeas= PolLink and EIRP(PolMeas= PolLink by adding the composite loss of the entire transmission path for utilized signal paths, LEIRP,θ, LEIRP,φ and frequency to the respective measured powers Pmeas.
7)	The TRP value for the uniform measurement grid is calculated using the TRP integration approaches outlined in Annex M.4.2. The TRP value for the constant density grid is calculated using the TRP integration formula in Annex M.4.3.
8)	SS deactivates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.3.
[bookmark: _Toc21026861][bookmark: _Toc27744159][bookmark: _Toc36197330][bookmark: _Toc36198022]K.1.8	Blocking measurement procedure
The RX beam peak direction is where the minimum EIS is found according to K.1.2.
The measurement procedure includes the following steps:
1)	Select any of the three Alignment Options (1, 2, or 3) from Tables N.2-1C.2-1 through N.2-7C.2-3 to mount the DUT inside the QZ. 
2)	If the re-positioning concept is not applied to the RX test cases, position the device in DUT Orientation 1. If the re-positioning concept is applied to the RX test cases
a) position the device in DUT Orientation 1 from Tables J.2N.2-1 through N.2-7J.2-3 [3] if the maximum beam peak direction is within zenith angular range 0o≤≤90o for the alignment option selected in step 1
b) position the device in DUT Orientation 2 (either Options 1 or 2) from Tables J.2N.2-1 through N.2-7J.2-3 [3] if the maximum beam peak direction is within zenith angular range 90o<≤180o for DUT Orientation 1 for the alignment option selected in step 1.	
3)	Establish a connection between the DUT and the SS with the downlink signal applied to the θ-polarization of the measurement antenna
4)	Position the UE so that the beam is formed towards the measurement antenna in the RX beam peak direction.
5)	Apply a signal with the specified reference measurement channel on the θ-polarization, setting the power level of the signal 3dB below the EIS level stated in the requirement.
6)	Apply the blocking signal with the same polarization and coming from the same direction as the downlink signal. Set the power level of the blocking signal 3dB below the level stated in the requirement.
7)	Measure the throughput of the downlink signal on the θ-polarization.
8)	Switch the downlink and blocking signal to the φ-polarization of the measurement antenna.
9)	Repeat steps 3 to 7 on the φ-polarization.
10)	Compare the results for both the θ-polarization and φ-polarization against the requirement. If both results meet the requirements, pass the UE.
[bookmark: _Toc21026862][bookmark: _Toc27744160][bookmark: _Toc36197331][bookmark: _Toc36198023]K.1.9	Beam Correspondence tolerance procedure
Editor’s Note: The side conditions for downlink reference signals SSB and CSI-RS in beam correspondence tolerance test are FFS.
This beam correspondence tolerance procedure applies to the DUT with beam correspondence capability beamCorrespondenceWithoutUL-BeamSweeping not present (which shall match OEM declaration), such that DUT relies on uplink beam sweeping to fulfil the minimum peak EIRP and spherical coverage requirements.
The measurement procedure includes the following steps for each of the points in the grid:
1)	Follow the test procedures specified in subclause K.1.5 with uplink beam sweeping disabled, obtain total EIRP1(PolLink=) and total EIRP1(PolLink=EIRP1 is calculated by EIRP1 = maximum(EIRP1(PolLink=), EIRP1(PolLink=).
2)	Follow the test procedures specified in subclause K.1.5, with uplink beam sweeping enabled (SS does not configure the spatialRelationInfo to DUT) during DUT TX beam refinement, obtain total EIRP2(PolLink=) and total EIRP2(PolLink=EIRP2 is calculated by EIRP2 = maximum(EIRP2(PolLink=), EIRP2(PolLink=).
3)	Calculate the ΔEIRPBC = EIRP2 – EIRP1.
The ΔEIRPtarget-CDF is then obtained from the Cumulative Distribution Function (CDF) computed using ΔEIRPBC for each of all top Nth percentile of the EIRP2 measurement points in the grid. When using constant step size measurement grids, a theta-dependent correction shall be applied, i.e., the PDF probability contribution for each measurement point is scaled by sin(θ) or the normalized Clenshaw-Curtis weights W()/W(90o), introduced in Section M.4.2.1.
NOTE:	ΔEIRPBC is introduced for beam correspondence tolerance based on two EIRP measurements (EIRP1 and EIRP2). EIRP1 is the measured total EIRP based on the beam which DUT chooses autonomously (corresponding beam) to transmit in the direction of the incoming DL signal, which is based on beam correspondence without relying on UL beam sweeping. EIRP2 is the measured total EIRP based on the beam yielding highest EIRP in a given direction, which is based on beam correspondence with relying on UL beam sweeping. ΔEIRPBC shall be calculated over the link angles spanning a subset of the spherical coverage grid points which are corresponding to the top Nth percentile of the EIRP2 measurement points in the grid, where the value of N is according to EIRP spherical coverage requirement of DUT’s power class defined in TS 38.101-2 [3] clause 6.2.1, e.g., N=50 for power class 3 DUT.

<Unchanged Text Skipped>
[bookmark: _Toc21026924][bookmark: _Toc27744222][bookmark: _Toc36197393][bookmark: _Toc36198085]Annex N (normative):
UE coordinate system
[bookmark: _Toc21026925][bookmark: _Toc27744223][bookmark: _Toc36197394][bookmark: _Toc36198086]N.1	Reference coordinate system
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