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[Start of change]
7.6.1.3.4.2	Test procedure
Two cells are deployed in the test, which are FR1 PCell (Cell 1) and a FR1 neighbour cell (Cell 2) on the same frequency as the PCell. The general and cell specific test parameters for PCell and neighbour cell are given in Table 7.6.1.3.4.1-3, Table 7.6.1.3.5-1 and Tavke 7.6.1.3.5-2, respectively. In the measurement control information a measurement object is configured for the frequency of the PCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
There are two BWPs configured in Cell 1, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 1. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.1.3.5-1 and Table 7.6.1.3.5-2. T1 starts.
3. SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit an RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.1.3.5-1 and Table 7.6.1.3.5-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than X ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one. Where X is 
-	X = 3202 for UE supporting power class 1,
-	X = 1922 ms for UE supporting power class 2, 3 or 4,
7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit an RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = ((current Cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop.
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with UE-Identity) for the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5 (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5),
or
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
7.6.1.3.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions: 
Table 7.6.1.3.4.3-1: Common Exception messages for NR SA FR1 event-triggered reporting with gap in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-2 with Condition INTRA-FREQ and GAP NEEDED

Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.1 FR2, SMTC.1 and Synchronous cells for Configuration 7.6.1.3-1
Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.2 FR2, SMTC.1 and Synchronous cells for Configuration 7.6.1.3-2

Table H.3.1-4 with A3-offset = -6dB

Table H.3.1-5 with Condition INTRA-FREQ

Table H.3.1-6 with Condition Pattern #0

Table H.3.1-7 with Condition INTRA-FREQ



Table 7.6.1.3.4.3-2: ServingCellConfig
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  downlinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	
	
	

	    BWP-Downlink[1]
	Downlink BWP-1
	
	

	    BWP-Downlink[2]
	Downlink BWP-2
	
	

	  }
	
	
	

	  firstActiveDownlinkBWP-Id
	2
	
	BWP-2

	  defaultDownlinkBWP-Id
	1
	
	BWP-1

	  uplinkConfig SEQUENCE {
	
	
	

	    uplinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	
	
	

	      BWP-Uplink[1]
	Uplink BWP-1
	
	

	      BWP-Uplink[2]
	Uplink BWP-2
	
	

	    }
	
	
	

	    firstActiveUplinkBWP-Id
	2
	
	BWP-2

	  }
	
	
	

	}
	
	
	



Table 7.6.1.3.4.3-3: BWP-Downlink
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-9

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Downlink ::= SEQUENCE {
	
	
	

	  bwp-Id
	1
	
	BWP-1

	
	2
	
	BWP-2

	}
	
	
	



Table 7.6.1.3.4.3-4: BWP-Uplink
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-13

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Uplink ::= SEQUENCE {
	
	
	

	  bwp-Id
	1
	
	BWP-1

	
	2
	
	BWP-2

	}
	
	
	



Table 7.6.1.3.4.3-5: BWP
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-8

	Information Element
	Value/remark
	Comment
	Condition

	BWP ::= SEQUENCE {
	
	
	

	  locationAndBandwidth
	Set the value according to the configuration of active BWP-1/2
	
	

	  subcarrierSpacing
	SubcarrierSpacing
	
	

	  cyclicPrefix
	Not present
	
	

	}
	
	
	



[Skip unchanged text]
7.6.1.4.4.2	Test procedure
Two cells are deployed in the test, which are FR2 PCell (Cell 1) and a FR2 neighbour cell (Cell 2) on the same frequency as the PCell. The general and cell specific test parameters for PCell and neighbour cell are given in Table 7.6.1.4.4.1-3 and Table 7.6.1.4.4.2-1, respectively. In the measurement control information a measurement object is configured for the frequency of the PCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
There are two BWPs configured in Cell 1, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 1. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
In Test 1 when DRX cycle = 40 ms is used, UE needs to be provided at least once every 500 ms with new Timing Advance Command MAC control element to restart the Timer Alignment Timer to keep the UE uplink time alignment. Furthermore, the UE is allocated with PUSCH resource at every DRX cycle. In Test 2 when DRX = 640 ms is used, the uplink time alignment is not maintained and the UE needs to use RACH to obtain uplink allocation for measurement reporting.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.1.4.5-1 and Table 7.6.1.4.5-2. T1 starts.
3. SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit an RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.1.4.5-1 and Table 7.6.1.4.5-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than X ms for Test 1 or less than Y ms for Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one. Where X and Y is 
-	X = 7202, Y = 51202 for UE supporting power class 1,
-	X = 4322, Y = 30722 for UE supporting power class 2, 3 or 4,
7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit an RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = ((current Cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop.
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with UE-Identity) for the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5 (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5),
or
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 7.6.1.4.4.1-3 as appropriate.
7.6.1.4.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions: 
Table 7.6.1.4.4.3-1: Common Exception messages for NR SA FR2 event-triggered reporting with gap in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-2 with Condition INTRA-FREQ and GAP NEEDED

Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.1 FR2, SMTC.1 and Synchronous cells for configuration 7.6.1.4-1
Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.2 FR2, SMTC.1 and Synchronous cells for configuration 7.6.1.4-2

Table H.3.1-4 with A3-offset = -6dB

Table H.3.1-5 with Condition INTRA-FREQ

Table H.3.1-6 with Condition Pattern #0

Table H.3.1-7 with Condition INTRA-FREQ

Table H.3.7-1 with Condition DRX.1 for test 1
Table H.3.7-1 with Condition DRX.1 for test 2
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Table 7.6.1.4.4.3-2: ServingCellConfig
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  downlinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	
	
	

	    BWP-Downlink[1]
	Downlink BWP-1
	
	

	    BWP-Downlink[2]
	Downlink BWP-2
	
	

	  }
	
	
	

	  firstActiveDownlinkBWP-Id
	2
	
	BWP-2

	  defaultDownlinkBWP-Id
	1
	
	BWP-1

	  uplinkConfig SEQUENCE {
	
	
	

	    uplinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	
	
	

	      BWP-Uplink[1]
	Uplink BWP-1
	
	

	      BWP-Uplink[2]
	Uplink BWP-2
	
	

	    }
	
	
	

	    firstActiveUplinkBWP-Id
	2
	
	BWP-2

	  }
	
	
	

	}
	
	
	



Table 7.6.1.4.4.3-3: BWP-Downlink
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-9

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Downlink ::= SEQUENCE {
	
	
	

	  bwp-Id
	1
	
	BWP-1

	
	2
	
	BWP-2

	}
	
	
	



Table 7.6.1.4.4.3-4: BWP-Uplink
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-13

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Uplink ::= SEQUENCE {
	
	
	

	  bwp-Id
	1
	
	BWP-1

	
	2
	
	BWP-2

	}
	
	
	



Table 7.6.1.4.4.3-5: BWP
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-8

	Information Element
	Value/remark
	Comment
	Condition

	BWP ::= SEQUENCE {
	
	
	

	  locationAndBandwidth
	Set the value according to the configuration of active BWP-1/2
	
	

	  subcarrierSpacing
	SubcarrierSpacing
	
	

	  cyclicPrefix
	Not present
	
	

	}
	
	
	



[End of change]
