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4.3.1.1.1.84	Reference test frequencies for NR operating band n84 (SUL)
Table 4.3.1.1.1.84-1: Test frequencies for NR operating band n84 and SCS 15 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	5
	25
	Uplink
	Low
	1922.5
	384500
	1920.25
	384050
	0

	
	
	
	Mid
	1950
	390000
	1857.031552.11
	371406310422
	5042198

	
	
	
	High
	1977.5
	395500
	1974.171975.07
	394834395014
	61

	10
	52
	Uplink
	Low
	1925
	385000
	1920.32
	384064
	0

	
	
	
	Mid
	1950
	390000
	1854.61549.68
	370920309936
	5042198

	
	
	
	High
	1975
	395000
	1969.241970.14
	393848394028
	61

	15
	79
	Uplink
	Low
	1927.5
	385500
	1920.39
	384078
	0

	
	
	
	Mid
	1950
	390000
	1852.171547.25
	370434309450
	5042198

	
	
	
	High
	1972.5
	394500
	1964.311965.21
	392862393042
	61

	20
	106
	Uplink
	Low
	1930
	386000
	1920.46
	384092
	0

	
	
	
	Mid
	1950
	390000
	1849.741544.82
	369948308964
	5042198

	
	
	
	High
	1970
	394000
	1959.381960.28
	391876392056
	61



Table 4.3.1.1.1.84-2: Test frequencies for NR operating band n84 and SCS 30 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	24
	Uplink
	Low
	1925
	385000
	1920.68
	384136
	0

	
	
	
	Mid
	1950
	390000
	1764.241154.4
	352848230880
	5042198

	
	
	
	High
	1975
	395000
	1968.521970.32
	393704394064
	61

	15
	38
	Uplink
	Low
	1927.5
	385500
	1920.66
	384132
	0

	
	
	
	Mid
	1950
	390000
	1761.721151.88
	352344230376
	5042198

	
	
	
	High
	1972.5
	394500
	1963.51965.3
	392700393060
	61

	20
	51
	Uplink
	Low
	1930
	386000
	1920.82
	384164
	0

	
	
	
	Mid
	1950
	390000
	1759.381149.54
	351876229908
	5042198

	
	
	
	High
	1970
	394000
	1958.661960.46
	391732392092
	61



Table 4.3.1.1.1.84-3: Test frequencies for NR operating band n84 and SCS 60 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	11
	Uplink
	Low
	1925
	385000
	1921.04
	384208
	0

	
	
	
	Mid
	1950
	390000
	1583.16363.48
	31663272696
	5042198

	
	
	
	High
	1975
	395000
	1966.721970.32
	393344394064
	61

	15
	18
	Uplink
	Low
	1927.5
	385500
	1921.02
	384204
	0

	
	
	
	Mid
	1950
	390000
	1580.64360.96
	31612872192
	5042198

	
	
	
	High
	1972.5
	394500
	1961.71965.3
	392340393060
	61

	20
	24
	Uplink
	Low
	1930
	386000
	1921.36
	384272
	0

	
	
	
	Mid
	1950
	390000
	1578.48358.8
	31569671760
	5042198

	
	
	
	High
	1970
	394000
	1957.041960.64
	391408392128
	61
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