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<<Unchaged sections skipped>>
6.2.4	Additional Maximum Power Reduction (A-MPR)
Editor’s note: The following aspects are either missing or not yet determined:
- TT and test points are TBD.
<<Unchaged sections skipped>>
6.2.4.5	Test requirements
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in the applicable table from Table 6.2.4.5-1 to Table 6.2.4.5-29. The allowed A-MPR values specified in Table 6.2.4.3-1 are in addition to the allowed MPR requirements specified in clause 6.2.3. For the UE maximum output power modified by MPR and/or A-MPR, the power limits specified in Table 6.2.5.3-1 apply.
<<Unchaged tables skipped>>
Table 6.2.4.5-22: UE Power Class Test requirements (network signalled value "NS_22")
	Configuration ID
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0
	0
	0
	23
	2.0
	25.726
	20.319

	2
	1
	0
	0
	22
	2.0
	25.726
	19.318

	3
	0
	0
	0
	23
	2.0
	2625.7
	20.319

	4
	1
	0
	0
	22
	2.0
	2625.7
	19.318

	5
	1
	0
	0
	22
	2.0
	2625.7
	19.318

	6
	1
	4
	0
	18
	4.0
	2625.7
	13.313

	7
	1
	3
	0
	19
	3.5
	2625.7
	14.814.5

	8
	0
	3
	0
	20
	2.5
	2625.7
	16.816

	9
	0
	3
	0
	20
	2.5
	2625.7
	16.816

	10
	1
	3
	0
	19
	3.5
	2625.7
	14.814.5

	11
	1
	3
	0
	19
	3.5
	2625.7
	14.814.5

	12
	1
	5
	0
	17
	5.0
	2625.7
	11.311

	13
	1
	4
	0
	18
	4.0
	2625.7
	13.313

	14
	0
	3
	0
	20
	2.5
	2625.7
	16.816

	15
	0
	3
	0
	20
	2.5
	2625.7
	16.816

	16
	1
	3
	0
	19
	3.5
	2625.7
	14.814.5

	17
	1
	3
	0
	19
	3.5
	2625.7
	14.814.5

	18
	1
	5
	0
	17
	5.0
	2625.7
	11.311

	19
	1
	4
	0
	18
	4.0
	2625.7
	13.313

	20
	0
	3
	0
	20
	2.5
	2625.7
	16.816

	21
	0
	3
	0
	20
	2.5
	2625.7
	16.816

	22
	1
	3
	0
	19
	3.5
	2625.7
	14.814.5

	23
	1
	3
	0
	19
	3.5
	2625.7
	14.814.5

	Note 1:	Lower limit is assuming ΔTIB,c is zero. If non-zero, PCMAX,c will decrease and T(PCMAX_L,c) may be higher resulting in different test requirements according to Table 6.2.5.3-1.
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