

	
3GPP TSG-RAN5 Meeting #90-e	R5-211226
Online, , 22nd Feb 2021 - 5th Mar 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.508-2
	CR
	0168
	rev
	-
	Current version:
	16.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Updating UE capability for Rel-17 NR inter-band EN-DC configurations for band n1

	
	

	Source to WG:
	DOCOMO Communications Lab.

	Source to TSG:
	[bookmark: _GoBack]R5

	
	

	Work item code:
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	Date:
	2021-02-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Rel-17 NR inter-band EN-DC configurations for band n1 are added to 38.101-3 but 38.508-2 does not contain some of them.

	
	

	Summary of change:
	Addition of some Rel-17 NR inter-band EN-DC combinations to 38.508-2.

	
	

	Consequences if not approved:
	Some Rel-17 NR inter-band EN-DC combinations applicability cannnot be declared

	
	

	Clauses affected:
	A.4.3.2B

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<Unchanged sections skipped>
[bookmark: _Toc27410899][bookmark: _Toc36039411][bookmark: _Toc43838771][bookmark: _Toc51772926][bookmark: _Toc58245132]A.4.3	Baseline Implementation Capabilities
Table A.4.3-1: Supported protocols
	Item
	Supported protocols
	Ref.
	Release
	Mnemonic
	Comments

	1
	5GS Mobility Management 
	24.501
	Rel-15
	
	

	2
	5GS Session Management 
	24.501
	Rel-15
	
	

	3
	Radio Resource Control
	38.331
	Rel-15
	
	

	4
	Service Data Adaptation Protocol
	37.324
	Rel-15
	
	

	5
	Packet Data Convergence Protocol
	38.323
	Rel-15
	
	

	6
	Radio Link Control
	38.322
	Rel-15
	
	

	7
	Medium Access Control
	38.321
	Rel-15
	
	

	8
	Physical Layer
	38.201
	Rel-15
	
	



Table A.4.3-2: Special Conformance Testing Functions
	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE test loop
	38.509
	Rel-15
	
	



<Unchanged sections skipped>
[bookmark: _Toc27410901][bookmark: _Toc36039413][bookmark: _Toc43838773][bookmark: _Toc51772928][bookmark: _Toc58245134]A.4.3.2	Physical Layer Baseline Implementation Capabilities
<Unchanged sections skipped>
[bookmark: _Toc51772941][bookmark: _Toc58245147]A.4.3.2B	NR-DC and EN-DC Physical Layer Baseline Implementation Capabilities
<Unchanged sections skipped>
[bookmark: _Toc51772948][bookmark: _Toc58245155]A.4.3.2B.2.3	Inter-band EN-DC
[bookmark: _Toc27410919][bookmark: _Toc36039432][bookmark: _Toc43838792][bookmark: _Toc51772949][bookmark: _Toc58245156]A.4.3.2B.2.3.1	Inter-band EN-DC within FR1 (two bands)
Table A.4.3.2B.2.3.1-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.1-2)
	Item
	DL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC within FR1 BW Class Combination A_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_A
	

	2
	Inter-band EN-DC within FR1 BW Class Combination A_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_(2A)
	

	3
	Inter-band EN-DC within FR1 BW Class Combination A_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_B
	

	4
	Inter-band EN-DC within FR1 BW Class Combination A_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_C
	

	5
	Inter-band EN-DC within FR1 BW Class Combination (2A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_A
	

	6
	Inter-band EN-DC within FR1 BW Class Combination (2A)_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_(2A)
	

	7
	Inter-band EN-DC within FR1 BW Class Combination (2A)_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_B
	

	8
	Inter-band EN-DC within FR1 BW Class Combination (3A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(3A)_A
	

	9
	Inter-band EN-DC within FR1 BW Class Combination B_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_B_A
	

	10
	Inter-band EN-DC within FR1 BW Class Combination C_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_A
	

	11
	Inter-band EN-DC within FR1 BW Class Combination C_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_(2A)
	

	12
	Inter-band EN-DC within FR1 BW Class Combination C_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_B
	

	13
	Inter-band EN-DC within FR1 BW Class Combination C_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_C
	

	14
	Inter-band EN-DC within FR1 BW Class Combination D_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_D_A
	

	15
	Inter-band EN-DC within FR1 BW Class Combination D_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_D_C
	

	16
	Inter-band EN-DC within FR1 BW Class Combination E_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_E_A
	

	17
	Inter-band EN-DC within FR1 BW Class Combination E_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_E_C
	



Table A.4.3.2B.2.3.1-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and two bands (for one or more of the supported configurations in Table A.4.3.2B.2.3.1-2 )
	Item
	UL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC within FR1 BW Class Combination A_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_A
	

	2
	UL Inter-band EN-DC within FR1 BW Class Combination A_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_B
	

	3
	UL Inter-band EN-DC within FR1 BW Class Combination A_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_C
	

	4
	UL Inter-band EN-DC within FR1 BW Class Combination (2A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_(2A)_A
	

	5
	UL Inter-band EN-DC within FR1 BW Class Combination C_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_C_A
	



Table A.4.3.2B.2.3.1-2: Supported Inter-band EN-DC configurations within FR1 (two bands)
	EN-DC configuration / Item (Note 1)
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A_n3A
	Rel-16
	
	
	

	DC_1A_n28A
	Rel-15
	
	
	

	DC_1A_n77A
	Rel-15
	
	
	

	DC_1A_n78A
	Rel-15
	
	
	

	DC_1A_n78C
	Rel-15
	
	
	

	DC_1A_n79A
	Rel-15
	
	
	

	DC_2A_n5A
	Rel-15
	
	
	

	DC_2A_n41A
	Rel-16
	
	
	

	DC_2C_n41A
	Rel-16
	
	
	

	DC_2A_n71A
	Rel-15
	
	
	

	DC_3A_n1A
	Rel-16
	
	
	

	DC_3A_n7A
	Rel-15
	
	
	

	DC_3A_n28A
	Rel-15
	
	
	

	DC_3A_n41A
	Rel-16
	
	
	

	DC_3A_n77A
	Rel-15
	
	
	

	DC_3A_n78A
	Rel-15
	
	
	

	DC_3A_n79A
	Rel-15
	
	
	

	DC_3C_n78A
	Rel-15
	
	
	

	DC_5A_n2A
	Rel-16
	
	
	

	DC_5A_n66A
	Rel-15
	
	
	

	DC_5A_n78A
	Rel-15
	
	
	

	DC_7A_n1A
	Rel-16
	
	
	

	DC_7A_n3A
	Rel-16
	
	
	

	DC_7A_n28A
	Rel-15
	
	
	

	DC_7A_n78A
	Rel-15
	
	
	

	DC_7A_n66A
	Rel-15
	
	
	

	DC_7C_n66A
	Rel-15
	
	
	

	DC_7C_n78A
	Rel-15
	
	
	

	DC_8A_n1A
	Rel-16
	
	
	

	DC_8A_n3A
	Rel-16
	
	
	

	DC_8A_n41A
	Rel-16
	
	
	

	DC_8A_n78A
	Rel-15
	
	
	

	DC_12A_n66A
	Rel-15
	
	
	

	DC_12A_n78A
	Rel-16
	
	
	

	DC_13A_n2A
	Rel-16
	
	
	

	DC_13A_n66A
	Rel-15
	
	
	

	DC_14A_n2A
	Rel-16
	
	
	

	DC_14A_n66A
	Rel-16
	
	
	

	DC_19A_n1A
	Rel-17
	
	
	

	DC_28A_n3A
	Rel-16
	
	
	

	DC_48A_n5A
	Rel-16
	
	
	

	DC_48A_n66A
	Rel-16
	
	
	

	DC_19A_n77A
	Rel-15
	
	
	

	DC_19A_n78A
	Rel-15
	
	
	

	DC_19A_n79A
	Rel-15
	
	
	

	DC_20A_n28A
	Rel-15
	
	
	

	DC_20A_n78A
	Rel-15
	
	
	

	DC_21A_n1A
	Rel-17
	
	
	

	DC_21A_n77A
	Rel-15
	
	
	

	DC_21A_n78A
	Rel-15
	
	
	

	DC_21A_n79A
	Rel-15
	
	
	

	DC_25A_n41A
	Rel-15
	
	
	

	DC_28A_n77A
	Rel-15
	
	
	

	DC_28A_n78A
	Rel-15
	
	
	

	DC_28A_n79A
	Rel-15
	
	
	

	DC_30A_n5A
	Rel-15
	
	
	

	DC_39A_n41A
	Rel-16
	
	
	

	DC_39A_n79A
	Rel-15
	
	
	

	DC_40A_n1A
	Rel-16
	
	
	

	DC_40A_n41A
	Rel-16
	
	
	

	DC_40A_n78A
	Rel-16
	
	
	

	DC_40C_n78A
	Rel-16
	
	
	

	DC_41A_n79A
	Rel-15
	
	
	

	DC_42A_n1A
	Rel-17
	
	
	

	DC_42C_n1A
	Rel-17
	
	
	

	DC_66A_n2A
	Rel-16
	
	
	

	DC_66A_n5A
	Rel-15
	
	
	

	DC_66A_n41A
	Rel-16
	
	
	

	DC_66A_n71A
	Rel-15
	
	
	

	DC_66A_n78A
	Rel-15
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.4.1-1, e.g. ‘DC_1A_n28A’ indicates EN-DC operation on E-UTRA band 1 with E-UTRA DL Bandwidth Class A and NR band n28 with NR DL CA Bandwidth Class A.



[bookmark: _Toc51772950][bookmark: _Toc58245157]A.4.3.2B.2.3.2	Inter-band EN-DC within FR1 (three bands)
Table A.4.3.2B.2.3.2-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.2-2)
	Item
	DL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic

	1
	Inter-band EN-DC within FR1 BW Class Combination A-A_A (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A-A_A

	2
	Inter-band EN-DC withinFR1 BW Class Combination A-A_B (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A-A_B

	3
	Inter-band EN-DC within FR1 BW Class Combination A-A_C (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A-A_C

	4
	Inter-band EN-DC within FR1 BW Class Combination A-C_A (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A-C_A

	5
	Inter-band EN-DC within FR1 BW Class Combination A-C_C (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A-C_C

	6
	Inter-band EN-DC withinFR1 BW Class Combination A-D_A (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A-D_A

	7
	Inter-band EN-DC within FR1 BW Class Combination A-E_A (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A-E_A

	8
	Inter-band EN-DC within FR1 BW Class Combination A_A-A (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A_A-A

	9
	Inter-band EN-DC within FR1 BW Class Combination C-A_A (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_C-A_A

	10
	Inter-band EN-DC within FR1 BW Class Combination C-C_A (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_C-C_A

	11
	Inter-band EN-DC within FR1 BW Class Combination A_(n)AA (three bands)
	36.101, 5.6A.1
38.101-3. 5.5B.4.2
	pc_DL_inter_band_EN_DC_FR1_3B_Class_A_(n)AA



Table A.4.3.2B.2.3.2-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and three bands (for one or more of the supported configurations in Table A.4.3.2B.2.3.2-2)
	Item
	UL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC within FR1 BW Class Combination A_A (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.2
	pc_UL_inter_band_EN_DC_FR1_3B_Class_A_A
	

	2
	UL Inter-band EN-DC within FR1 BW Class Combination C_A (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.2
	pc_UL_inter_band_EN_DC_FR1_3B_Class_C_A
	

	3
	UL Inter-band EN-DC within FR1 BW Class Combination C_B (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.2
	pc_UL_inter_band_EN_DC_FR1_3B_Class_C_B
	

	4
	UL Inter-band EN-DC within FR1 BW Class Combination (n)AA (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.2
	pc_UL_inter_band_EN_DC_FR1_3B_Class_(n)AA
	



Table A.4.3.2B.2.3.2-2: Supported Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC configuration / Item (Note 1)
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A_n28A
	Rel-15
	
	
	

	DC_1A-3A_n78A
	Rel-15
	
	
	

	DC_1A-3C_n78A
	Rel-15
	
	
	

	DC_1A-3A_n79A
	Rel-15
	
	
	

	DC_1A-7A_n3A
	Rel-16
	
	
	

	DC_1A-7A_n78A
	Rel-15
	
	
	

	DC_1A-8A_n3A
	Rel-16
	
	
	

	DC_1A-19A_n78A
	Rel-15
	
	
	

	DC_1A-19A_n79A
	Rel-15
	
	
	

	DC_1A-20A_n3A
	Rel-16
	
	
	

	DC_1A-20A_n78A
	Rel-15
	
	
	

	DC_1A-21A_n78A
	Rel-15
	
	
	

	DC_1A-21A_n79A
	Rel-15
	
	
	

	DC_1A-28A_n3A
	Rel-16
	
	
	

	DC_1A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-42A_n78A
	Rel-15
	
	
	

	DC_1A-42C_n78A
	Rel-15
	
	
	

	DC_1A-42D_n78A
	Rel-15
	
	
	

	DC_1A-42E_n78A
	Rel-15
	
	
	

	DC_1A-42A_n79A
	Rel-15
	
	
	

	DC_1A-42C_n79A
	Rel-15
	
	
	

	DC_1A-42D_n79A
	Rel-15
	
	
	

	DC_1A-42E_n79A
	Rel-15
	
	
	

	DC_1A_n78A-n79A
	Rel-15
	
	
	

	DC_2A-2A-14A_n66A
	Rel-16
	
	
	

	DC_2A-14A_n2A
	Rel-16
	
	
	

	DC_2A-14A_n66A
	Rel-16
	
	
	

	DC_2A-66A_n41A
	Rel-16
	
	
	

	[bookmark: OLE_LINK11]DC_2A-66A_n5A
	Rel-16
	
	
	

	DC_2A-66A_n71A
	Rel-15
	
	
	

	DC_2A-(n)71AA
	Rel-15
	
	
	

	DC_3A_n1A-n78A
	Rel-17
	
	
	

	DC_3A_n1A-n79A
	Rel-17
	
	
	

	DC_3A-7A_n1A
	Rel-16
	
	
	

	DC_3A-7A_n78A
	Rel-15
	
	
	

	DC_3A-8A_n1A
	Rel-16
	
	
	

	DC_3A-19A_n1A
	Rel-17
	
	
	

	DC_3A-19A_n78A
	Rel-15
	
	
	

	DC_3A-19A_n79A
	Rel-15
	
	
	

	DC_3A-20A_n1A
	Rel-16
	
	
	

	DC_3A-20A_n78A
	Rel-15
	
	
	

	DC_3A-21A_n1A
	Rel-17
	
	
	

	DC_3A-21A_n78A
	Rel-15
	
	
	

	DC_3A-21A_n79A
	Rel-15
	
	
	

	DC_3A_n28A-n78A
	Rel-15
	
	
	

	DC_3A-40A_n1A
	Rel-16
	
	
	

	DC_3A-42A_n1A
	Rel-17
	
	
	

	DC_3A-42C_n1A
	Rel-17
	
	
	

	DC_3A-42A_n78A
	Rel-15
	
	
	

	DC_3A-42C_n78A
	Rel-15
	
	
	

	DC_3A-42D_n78A
	Rel-15
	
	
	

	DC_3A-42E_n78A
	Rel-15
	
	
	

	DC_3A-42A_n79A
	Rel-15
	
	
	

	DC_3A-42C_n79A
	Rel-15
	
	
	

	DC_3A-42D_n79A
	Rel-15
	
	
	

	DC_3A-42E_n79A
	Rel-15
	
	
	

	DC_3A_n78A-n79A
	Rel-15
	
	
	

	DC_5A-7A_n78A
	Rel-15
	
	
	

	DC_7A-8A_n1A
	Rel-16
	
	
	

	DC_7A-20A_n1A
	Rel-16
	
	
	

	DC_7A-20A_n3A
	Rel-16
	
	
	

	DC_7A-20A_n78A
	Rel-15
	
	
	

	DC_7A_n28A-n78A
	Rel-15
	
	
	

	DC_14A-66A_n2A
	Rel-16
	
	
	

	DC_14A-66A-66A_n2A
	Rel-16
	
	
	

	DC_14A-66A_n66A
	Rel-16
	
	
	

	DC_19A_n1A-n78A
	Rel-17
	
	
	

	DC_19A_n1A-n79A
	Rel-17
	
	
	

	DC_19A-21A_n1A
	Rel-17
	
	
	

	DC_19A-21A_n78A
	Rel-15
	
	
	

	DC_19A-21A_n79A
	Rel-15
	
	
	

	DC_19A-42A_n1A
	Rel-17
	
	
	

	DC_19A-42A_n78A
	Rel-15
	
	
	

	DC_19A-42A_n79A
	Rel-15
	
	
	

	DC_19A-42C_n1A
	Rel-17
	
	
	

	DC_19A-42C_n78A
	Rel-15
	
	
	

	DC_19A-42C_n79A
	Rel-15
	
	
	

	DC_19A_n78A-n79A
	Rel-15
	
	
	

	DC_20A_n28A-n78A
	Rel-15
	
	
	

	DC_21A_n1A-n78A
	Rel-17
	
	
	

	DC_21A_n1A-n79A
	Rel-17
	
	
	

	DC_21A-42A_n1A
	Rel-17
	
	
	

	DC_21A-42C_n1A
	Rel-17
	
	
	

	DC_21A-42A_n78A
	Rel-15
	
	
	

	DC_21A-42C_n78A
	Rel-15
	
	
	

	DC_21A-42A_n79A
	Rel-15
	
	
	

	DC_21A-42C_n79A
	Rel-15
	
	
	

	DC_21A_n78A-n79A
	Rel-15
	
	
	

	DC_66A_(n)71AA
	Rel-15
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.4.2-1, e.g. ‘DC_1A-3C_n78A’ indicates EN-DC operation on E-UTRA CA configuration CA_1A-3C with E-UTRA DL Bandwidth Classes A, C for the E-UTRA bands 1 and 3 respectively and NR band n78 with NR DL CA Bandwidth Class A.



[bookmark: _Toc27410921][bookmark: _Toc36039434][bookmark: _Toc43838794][bookmark: _Toc51772951][bookmark: _Toc58245158]A.4.3.2B.2.3.3	Inter-band EN-DC within FR1 (four bands)
Table A.4.3.2B.2.3.3-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.3-2)
	Item
	DL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC within FR1 BW Class Combination A-A-A_A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	pc_DL_inter_band_EN_DC_FR1_4B_Class_A-A-A_A
	

	2
	Inter-band EN-DC within FR1 BW Class Combination A-A-C_A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	pc_DL_inter_band_EN_DC_FR1_4B_Class_A-A-C_A
	

	3
	Inter-band EN-DC within FR1 BW Class Combination A-A-D_A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	pc_DL_inter_band_EN_DC_FR1_4B_Class_A-A-D_A
	

	4
	Inter-band EN-DC within FR1 BW Class Combination A-C-A_A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	pc_DL_inter_band_EN_DC_FR1_4B_Class_A-C-A_A
	

	5
	Inter-band EN-DC within FR1 BW Class Combination A-(2A)-A_A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	pc_DL_inter_band_EN_DC_FR1_4B_Class_A-(2A)-A_A
	

	6
	Inter-band EN-DC within FR1 BW Class Combination A-A_A-A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	pc_DL_inter_band_EN_DC_FR1_4B_Class_A-A_A-A
	

	7
	Inter-band EN-DC within FR1 BW Class Combination A-A_(n)AA (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	pc_DL_inter_band_EN_DC_FR1_4B_Class_A-A_(n)AA
	

	8
	Inter-band EN-DC within FR1 BW Class Combination A-C_A-A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	pc_DL_inter_band_EN_DC_FR1_4B_Class_A-C_A-A
	



Table A.4.3.2B.2.3.3-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and four bands (for one or more of the supported configurations in Table A.4.3.2B.2.3.3-2 )
	Item
	UL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC within FR1 BW Class Combination A_A (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.3
	pc_UL_inter_band_EN_DC_FR1_4B_Class_A_A
	

	2
	UL Inter-band EN-DC within FR1 BW Class Combination A_B (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.3
	pc_UL_inter_band_EN_DC_FR1_4B_Class_A_B
	

	3
	UL Inter-band EN-DC within FR1 BW Class Combination (n)AA (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.3
	pc_UL_inter_band_EN_DC_FR1_4B_Class_(n)AA
	

	4
	UL Inter-band EN-DC within FR1 BW Class Combination C_A (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.3
	pc_UL_inter_band_EN_DC_FR1_4B_Class_C_A
	

	5
	UL Inter-band EN-DC within FR1 BW Class Combination C_B (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.3
	pc_UL_inter_band_EN_DC_FR1_4B_Class_C_B
	



Table A.4.3.2B.2.3.3-2: Supported Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC configuration / Item (Note 1)
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-7A_n28A
	Rel-15
	
	
	

	DC_1A-3A-7A_n78A
	Rel-15
	
	
	

	DC_1A-3A-19A_n78A
	Rel-15
	
	
	

	DC_1A-3A-19A_n79A
	Rel-15
	
	
	

	DC_1A-3A-20A_n78A
	Rel-15
	
	
	

	DC_1A-3A-21A_n78A
	Rel-15
	
	
	

	DC_1A-3A-21A_n79A
	Rel-15
	
	
	

	DC_1A-3A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-3A-42A_n78A
	Rel-15
	
	
	

	DC_1A-3A-42C_n78A
	Rel-15
	
	
	

	DC_1A-3A-42D_n78A
	Rel-16
	
	
	

	DC_1A-3A-42D_n79A
	Rel-16
	
	
	

	DC_1A-3A-42A_n79A
	Rel-15
	
	
	

	DC_1A-3A-42C_n79A
	Rel-15
	
	
	

	DC_1A-7A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-7A-20A_n78A
	Rel-15
	
	
	

	DC_1A-19A-21A_n78A
	Rel-15
	
	
	

	DC_1A-19A-21A_n79A
	Rel-15
	
	
	

	DC_1A-19A-42A_n78A
	Rel-15
	
	
	

	DC_1A-19A-42C_n78A
	Rel-15
	
	
	

	DC_1A-19A-42A_n79A
	Rel-15
	
	
	

	DC_1A-19A-42C_n79A
	Rel-15
	
	
	

	DC_1A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-21A-42A_n78A
	Rel-15
	
	
	

	DC_1A-21A-42C_n78A
	Rel-15
	
	
	

	DC_1A-21A-42A_n79A
	Rel-15
	
	
	

	DC_1A-21A-42C_n79A
	Rel-15
	
	
	

	DC_2A-2A-14A-66A_n66A
	Rel-16
	
	
	

	DC_2A-7A-7A-13A_n66A
	Rel-16
	
	
	

	DC_2A-7A-7A-66A_n66A
	Rel-16
	
	
	

	DC_2A-7A-7A-66A_n78A
	Rel-16
	
	
	

	DC_2A-7A-13A_n66A
	Rel-16
	
	
	

	DC_2A-7A-66A_n66A
	Rel-16
	
	
	

	DC_2A-7C-13A_n66A
	Rel-16
	
	
	

	DC_2A-7C-66A_n66A
	Rel-16
	
	
	

	DC_2A-7C-66A_n78A
	Rel-16
	
	
	

	DC_2A-14A-66A_n2A
	Rel-16
	
	
	

	DC_2A-14A-66A_n66A
	Rel-16
	
	
	

	DC_2A-14A-66A-66A_n2A
	Rel-16
	
	
	

	DC_2A-66A-(n)71AA
	Rel-15
	
	
	

	DC_3A-7A-20A_n1A
	Rel-16
	
	
	

	DC_3A-7A-20A_n78A
	Rel-15
	
	
	

	DC_3A-7A_n28A-n78A
	Rel-15
	
	
	

	DC_3A-19A_n1A-n78A
	Rel-17
	
	
	

	DC_3A-19A_n1A-n79A
	Rel-17
	
	
	

	DC_3A-19A-21A_n78A
	Rel-15
	
	
	

	DC_3A-19A-21A_n79A
	Rel-15
	
	
	

	DC_3A-19A-42A_n1A
	Rel-17
	
	
	

	DC_3A-19A-42C_n1A
	Rel-17
	
	
	

	DC_3A-19A-42A_n78A
	Rel-15
	
	
	

	DC_3A-19A-42C_n78A
	Rel-15
	
	
	

	DC_3A-19A-42A_n79A
	Rel-15
	
	
	

	DC_3A-19A-42C_n79A
	Rel-15
	
	
	

	DC_3A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_3A-21A_n1A-n78A
	Rel-17
	
	
	

	DC_3A-21A_n1A-n79A
	Rel-17
	
	
	

	DC_3A-21A-42A_n78A
	Rel-15
	
	
	

	DC_3A-21A-42C_n78A
	Rel-15
	
	
	

	DC_3A-21A-42A_n79A
	Rel-15
	
	
	

	DC_3A-21A-42C_n79A
	Rel-15
	
	
	

	DC_3A-42A_n1A-n78A
	Rel-17
	
	
	

	DC_3A-42C_n1A-n78A
	Rel-17
	
	
	

	DC_3A-42A_n1A-n79A
	Rel-17
	
	
	

	DC_3A-42C_n1A-n79A
	Rel-17
	
	
	

	DC_7A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_19A-21A_n1A-n78A
	Rel-17
	
	
	

	DC_19A-21A_n1A-n79A
	Rel-17
	
	
	

	DC_19A-21A-42A_n1A
	Rel-17
	
	
	

	DC_19A-21A-42C_n1A
	Rel-17
	
	
	

	DC_19A-21A-42A_n78A
	Rel-15
	
	
	

	DC_19A-21A-42C_n78A
	Rel-15
	
	
	

	DC_19A-21A-42A_n79A
	Rel-15
	
	
	

	DC_19A-21A-42C_n79A
	Rel-15
	
	
	

	DC_19A-42A_n1A-n78A
	Rel-17
	
	
	

	DC_19A-42C_n1A-n78A
	Rel-17
	
	
	

	DC_19A-42A_n1A-n79A
	Rel-17
	
	
	

	DC_19A-42C_n1A-n79A
	Rel-17
	
	
	

	DC_21A-42A_n1A-n78A
	Rel-17
	
	
	

	DC_21A-42C_n1A-n78A
	Rel-17
	
	
	

	DC_21A-42A_n1A-n79A
	Rel-17
	
	
	

	DC_21A-42C_n1A-n79A
	Rel-17
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.4.3-1, e.g. ‘DC_2A-7C-13A_n66A’ indicates EN-DC operation on E-UTRA CA configuration CA_2A-7C-13A with E-UTRA DL Bandwidth Classes A, C, A for the E-UTRA bands 2, 7 and 13 respectively and NR band n66 with NR DL CA Bandwidth Class A.



[bookmark: _Toc27410922][bookmark: _Toc36039435][bookmark: _Toc43838795][bookmark: _Toc51772952][bookmark: _Toc58245159]A.4.3.2B.2.3.4	Inter-band EN-DC within FR1 (five bands)
Table A.4.3.2B.2.3.4-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.4-2)
	Item
	DL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC within FR1 BW Class Combination A-A-A-A_A (five bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.4
	pc_DL_inter_band_EN_DC_FR1_5B_Class_A-A-A-A_A
	

	2
	Inter-band EN-DC within FR1 BW Class Combination A-A-A_A-A (five bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.4
	pc_DL_inter_band_EN_DC_FR1_5B_Class_A-A-A_A-A
	

	3
	Inter-band EN-DC within FR1 BW Class Combination A-A-A-C_A (five bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.4
	pc_DL_inter_band_EN_DC_FR1_5B_Class_A-A-A-C_A
	

	4
	Inter-band EN-DC within FR1 BW Class Combination A-A-C-A_A (five bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.4
	pc_DL_inter_band_EN_DC_FR1_5B_Class_A-A-C-A_A
	

	5
	Inter-band EN-DC within FR1 BW Class Combination A-C-A-A_A (five bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.4
	pc_DL_inter_band_EN_DC_FR1_5B_Class_A-C-A-A_A
	

	6
	Inter-band EN-DC within FR1 BW Class Combination C-A-A-A_A (five bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.4
	pc_DL_inter_band_EN_DC_FR1_5B_Class_C-A-A-A_A
	

	7
	Inter-band EN-DC within FR1 BW Class Combination A-A-C_A-A (five bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.4
	pc_DL_inter_band_EN_DC_FR1_5B_Class_A-A-C_A-A
	



Table A.4.3.2B.2.3.4-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and five bands (for one or more of the supported configurations in Table A.4.3.2B.2.3.4-2 )
	Item
	UL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC within FR1 BW Class Combination A_A (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.4
	pc_UL_inter_band_EN_DC_FR1_5B_Class_A_A
	

	2
	UL Inter-band EN-DC within FR1 BW Class Combination A_B (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.4
	pc_UL_inter_band_EN_DC_FR1_5B_Class_A_B
	

	3
	UL Inter-band EN-DC within FR1 BW Class Combination C_A (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.4
	pc_UL_inter_band_EN_DC_FR1_5B_Class_C_A
	

	4
	UL Inter-band EN-DC within FR1 BW Class Combination C_B (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.4
	pc_UL_inter_band_EN_DC_FR1_5B_Class_C_B
	



Table A.4.3.2B.2.3.4-2: Supported Inter-band EN-DC configurations within FR1 (five bands)
	EN-DC configuration / Item (Note 1)
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-5A-41A_n79A
	Rel-16
	
	
	

	DC_1A-3A-7A-20A_n28A
	Rel-15
	
	
	

	DC_1A-3A-7A-20A_n78A
	Rel-15
	
	
	

	DC_1A-3A-7A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-3A-19A-42A_n78A
	Rel-15
	
	
	

	DC_1A-3A-19A-42C_n78A
	Rel-15
	
	
	

	DC_1A-3A-19A-42A_n79A
	Rel-15
	
	
	

	DC_1A-3A-19A-42C_n79A
	Rel-15
	
	
	

	DC_1A-3A-19A-42C_n78A
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n79A
	Rel-16
	
	
	

	DC_1A-3A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-3A-21A-42A_n78A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n78A
	Rel-15
	
	
	

	DC_1A-3A-21A-42A_n79A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n79A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n78A
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n79A
	Rel-16
	
	
	

	DC_1A-7A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-19A-21A-42A_n78A
	Rel-15
	
	
	

	DC_1A-19A-21A-42C_n78A
	Rel-15
	
	
	

	DC_1A-19A-21A-42A_n79A
	Rel-15
	
	
	

	DC_1A-19A-21A-42C_n78A
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n79A
	Rel-15
	
	
	

	DC_1A-19A-21A-42C_n79A
	Rel-16
	
	
	

	DC_3A-7A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_3A-19A-21A-42A_n78A
	Rel-16
	
	
	

	DC_3A-19A-21A-42C_n78A
	Rel-16
	
	
	

	DC_3A-19A-21A-42A_n79A
	Rel-16
	
	
	

	DC_3A-19A-21A-42C_n79A
	Rel-16
	
	
	

	DC_3A-19A-42A_n1A-n78A
	Rel-17
	
	
	

	DC_3A-19A-42C_n1A-n78A
	Rel-17
	
	
	

	DC_3A-19A-42A_n1A-n79A
	Rel-17
	
	
	

	DC_3A-19A-42C_n1A-n79A
	Rel-17
	
	
	

	DC_3A-21A-42A_n1A-n78A
	Rel-17
	
	
	

	DC_3A-21A-42C_n1A-n78A
	Rel-17
	
	
	

	DC_3A-21A-42A_n1A-n79A
	Rel-17
	
	
	

	DC_3A-21A-42C_n1A-n79A
	Rel-17
	
	
	

	DC_19A-21A-42A_n1A-n78A
	Rel-17
	
	
	

	DC_19A-21A-42C_n1A-n78A
	Rel-17
	
	
	

	DC_19A-21A-42A_n1A-n79A
	Rel-17
	
	
	

	DC_19A-21A-42C_n1A-n79A
	Rel-17
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.4.4-1, e.g. ‘DC_1A-3A-5A-41A_n79A’ indicates EN-DC operation on E-UTRA CA configuration CA_1A-3A-5A-41A with E-UTRA DL Bandwidth Classes A for all the E-UTRA bands 1, 3, 5 and 41 and NR band n79 with NR DL CA Bandwidth Class A.



[bookmark: _Toc27410923][bookmark: _Toc36039436][bookmark: _Toc43838796][bookmark: _Toc51772953][bookmark: _Toc58245160]A.4.3.2B.2.3.5	Inter-band EN-DC within FR1 (six bands)
<Unchanged sections skipped>

