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[bookmark: _Toc52787575][bookmark: _Toc52787757]<START OF CHANGES>

6.2.6	On-network / Private Call / Emergency Private Call / On-demand / Manual Commencement Mode / Force of automatic commencement mode / Without Transmission Control / Client Terminated (CT)
…
[bookmark: _Toc52787580][bookmark: _Toc52787762]6.2.6.3.2	Test procedure sequence
Table 6.2.6.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The E-UTRA/EPC actions which are related to the MCVIDEO call establishment are described in TS 36.579-1 [2], subclause 5.4.4A Generic Test Procedure for MCVideo CT communication in E-UTRA'. The test sequence below shows only the MCVideo relevant messages exchanged.
	-
	-
	-
	-

	1
	The SS (MCVideo Server) sends a SIP INVITE message to request establishment of a MCVideo private emergency call with force of Automatic Commencement Mode without Transmission Control.
	<--
	SIP INVITE
	-
	-

	-
	EXCEPTION: Step 2a1 describes behaviour that depends on the UE implementation; the "lower case letter" identifies a step sequence that take place if the UE responds to a SIP INVITE message with a SIP 100 (Trying) message.
	
	
	-
	-

	2a1
	The UE (MCVideo Client) sends a SIP 100 (Trying) message.
	-->
	SIP 100 (Trying)
	-
	-

	3
	Check: Does the UE (MCVideo client) send a SIP 200 (OK)?
	-->
	SIP 200 (OK)
	1
	P

	4
	The SS (MCVideo Server) sends a SIP ACK acknowledging the SIP 200 (OK) from the UE (MCVideo Client).
	<--
	SIP ACK
	-
	-

	5
	Check: Does the UE (MCVideo client) notify the user about the emergency call establishment?
NOTE 1: This is expected to be done via a suitable implementation dependent MMI.
NOTE 2: The display information may include
- indication for a request for an MCVideo private call
- the MCVideo ID of the originator of the MCVideo private call.
	-
	-
	1
	P

	6
	The SS sends a Transmission Idle message.Void
	-<--
	-Transmission Idle
	-
	-

	7
	Make the UE (MCVideo Client) terminate the call.
NOTE: This is expected to be done via a suitable implementation dependent MMI.
	-
	-
	-
	-

	8
	Check: Does the UE (MCVideo Client) send a SIP BYE request to terminate the call?
	-->
	SIP BYE
	2
	P

	9
	The SS (MCVideo Server) sends a SIP 200 (OK) in response.
	<--
	SIP 200 (OK)
	-
	-

	10
	Wait for 5 sec to capture any not allowed behaviour.
	-
	-
	-
	-

	-
	EXCEPTION: SS releases the E-UTRA connection
	-
	-
	-
	-



[bookmark: _Toc52787581][bookmark: _Toc52787763]6.2.6.3.3	Specific message contents
Table 6.2.6.3.3-1: SIP INVITE (Step 1, Table 6.2.6.3.2-1)
	Derivation Path: TS 36.579-1, Table 5.5.2.5.2-1, conditions MCVIDEO, PRIVATE-CALL, AUTO COMMENCEMENT MODE

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Message-body
	
	
	
	

	  MIME body part
	
	MCVideo
	
	

	    MIME-part-headers
	
	
	
	

	    MIME-part-body
	MCVideo-Info as described in Table 6.2.6.3.3-2
	
	
	



Table 6.2.6.3.3-2: MCVideo-INFO in SIP INVITE (Table 6.2.6.3.3-1)
	Derivation Path: TS 36.579-1, Table 5.5.3.2.2-1, conditions MCVIDEO, PRIVATE-CALL, ON-NETWORK



Table 6.2.6.3.3-3: SIP 200 (OK) (Step 3, Table 6.2.6.3.2-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.2-1, condition MCVIDEO, PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Message-body
	
	
	
	

	  MIME body part
	
	MCVideo
	
	

	    MIME-part-header
	
	
	
	

	    MIME-part-body
	MCVideo-Info as described in Table 6.2.6.3.3-2
	
	
	



Table 6.2.6.3.3-4: Transmission Idle (Step 6 Table 6.2.6.3.2-1)Void
	Derivation Path: TS 36.579-1 [2] Table 5.5.11.2.16-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Transmission Indicator
	
	
	
	

	  Transmission Indicator
	"1000010000000000"
	bit A=1 (Normal call)
bit F=1 (Queueing supported) 
	
	



Table 6.2.6.3.3-5: SIP BYE (Step 8, Table 6.2.6.3.2-1)
	Derivation Path: TS 36.579-1, Table 5.5.2.2-1, condition MO_CALL



Table 6.2.6.3.3-6: SIP 200 (OK) (Step 9, Table 6.2.6.3.2-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.2-1, condition MCVIDEO

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	not present
	
	
	

	Content-Length
	
	
	
	

	  value
	"0"
	No message body included
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