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<Start of modified section 1>
[bookmark: _Toc51948510][bookmark: _Toc52162585][bookmark: _Toc60916223]8.34	Three way session creation / 5GS
[bookmark: _Toc60916163]8.34.1	Test Purpose (TP)
(1)
with { UE being registered to IMS and having set up an MO voice call with A }
ensure that {
  when { UE is made to start a three way voice call }
    then { UE sends re-INVITE or UPDATE, and completes the call hold procedure with A }
            }
(2)
with { UE being in the process of starting a three way voice call }
ensure that {
  when { UE having put A on hold  }
    then { UE initiates a voice call with B }
            }
(3)
with { UE being in the process of starting a three way voice call }
ensure that {
  when { UE having initiated a voice call with B }
    then { UE sends re-INVITE or UPDATE, and completes the call hold procedure with B }
            }
(4)
with { UE being in the process of starting a three way voice call }
ensure that {
  when { UE having put both A and B on hold }
    then { UE sends INVITE to the conference factory and completes the conference call initiation and subscribes to conference event }
            }
(5)
with { UE being in the process of starting a three way voice call }
ensure that {
  when { UE having created a call at the conference factory }
    then { UE sends REFER to the conference focus in order to invite A }
            }
(6)
with { UE having invited A to the conference call }
ensure that {
  when { UE receives 202 Accepted followed by notification messages for the REFER request, the confirmation on A and conditional conference event package }
    then { UE sends 200 OK for each received NOTIFY request }
            }
(7)
with { UE being in the process of starting a three way voice call }
ensure that {
  when { UE having completed the invitation of A }
    then { UE sends REFER to the conference focus in order to invite B }
            }
(8)
with { UE having invited B to the conference call }
ensure that {
  when { UE receives 202 Accepted followed by notification messages for the REFER request, the confirmation on B and conditional conference event package }
    then { UE sends 200 OK for each received NOTIFY request }
            }
8.34.2	Conformance Requirements
When a user is participating in two or more SIP sessions and wants to join together two of these active sessions to a so-called three-way session, the user shall perform the following steps.
1)	create a conference at the conference focus by sending an INVITE request with the conference factory URI for the three-way session towards the conference focus, as described in subclause 5.3.1.3.2;
2)	decide and perform for each of the active sessions that are requested to be joined to the three-way session, how the remote user shall be invited to the three-way session, which can either be:
a)	by performing the procedures for inviting a user to a conference by sending an REFER request to the user, as described in subclause 5.3.1.5.2; or
b)	by performing the procedures for inviting a user to a conference by sending a REFER request to the conference focus, as described in subclause 5.3.1.5.3;
3)	release the active session with the user, by applying the procedures for session release in accordance with RFC 3261 [7], provided that a BYE request has not already been received, after a NOTIFY request has been received, indicating that the user has successfully joined the three-way session, i.e. including: 
a)	a body of content-type "message/sipfrag" that indicates a "200 OK" response; and,
b)	a Subscription-State header set to the value "terminated"; and,
4)	treat the created three-way session as a normal conference, i.e. the conference participant shall apply the applicable procedures of subclause 5.3.1 for it.
Reference(s)
3GPP TS 24.147 [35] clause 5.3.1.3.3.
8.34.3	Test description
[bookmark: _Toc43210221][bookmark: _Toc51948447][bookmark: _Toc52162520][bookmark: _Toc60916124]8.34.3.1	Pre-test conditions
System Simulator:
-	1 NR Cell connected to 5GC, default parameters.
UE:
-	UE contains either ISIM and USIM applications or only USIM application on UICC.
-	UE is configured to register for IMS after switch on.
Preamble:
-	The UE has registered to IMS and set up the MO call, by executing the generic test procedure in Annex A.2 up to the last step and thereafter executing the generic test procedure in A4.1.
[bookmark: _Toc43210222][bookmark: _Toc51948448][bookmark: _Toc52162521][bookmark: _Toc60916125]8.34.3.2	Test procedure sequence
FFS. (Editor’s note: the procedure of this test case heavily relied on several generic procedures which haven’t heen added. The content would be filled after the generic procedures defined.)
[bookmark: _Toc43210223][bookmark: _Toc51948449][bookmark: _Toc52162522][bookmark: _Toc60916126]8.34.3.3	Specific message contents
FFS. (Editor’s note: the procedure of this test case heavily relied on several generic procedures which haven’t heen added. The content would be filled after the generic procedures defined.)
<End of modified section 1>
