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[Start of change]
8.2.3.6.1b.3.3	Specific message contents
Same as test case 8.2.3.6.1 with the following differences:
-	Cells configuration: NR Cell 10 replaces NR Cell 2.
Table 8.2.3.6.1b.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.6.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Table 8.2.3.6.1b.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.6.1b.3.3-0a: measConfig (Table 8.2.3.6.1b.3.3-0)
	Derivation Path: TS 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	



Table 8.2.3.6.1b.3.3-1: MeasConfig-A3 (Table 8.2.3.6.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR
	MeasObjectNR-f1
	Table 8.2.3.6.1b.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR
	MeasObjectNR-f2
	Table 8.2.3.6.1b.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR(2)
Same as TS 38.508-1 [4], Table 4.6.3-14207 except for reportAmount set to ‘r1’
	a3-Offset Thresh value set to 1 dB (2*0.5 dB)
	EVENT_A3

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.6.1b.3.3-2: MeasObjectNR-f1 (Table 8.2.3.6.1b.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.6.1b.3.3-3: MeasObjectNR-f2 (Table 8.2.3.6.1b.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 10
	
	

	  absThreshSS-BlocksConsolidation
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



[Skip unchanged text]
8.2.3.7.1.3.3	Specific message contents
Table 8.2.3.7.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.7.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon



Table 8.2.3.7.1.3.3-2: RRCReconfiguration (Table 8.2.3.7.1.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition EN-DC_MEAS



Table 8.2.3.7.1.3.3-3: MeasConfig-A4 (Table 8.2.3.7.1.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList
	MeasObjectNR-A4
	
	

	  reportConfigToAddModList
	ReportConfigNR1-A4
	
	FR1

	  reportConfigToAddModList
	ReportConfigNR2-A4
	
	FR2

	  MeasIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1  entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.7.1.3.3-4: MeasObjectNR-A4 (Table 8.2.3.7.1.3.3-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	measObjectToAddModList ::= SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectToAddMod {
	1 entry
	
	

	  MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	    measObjectId[1]
	1
	
	

	    measObject CHOICE {
	
	
	

	      measObjectNR SEQUENCE {
	
	
	

	        ssbFrequency
	ssbFrequency IE equals the ARFCN for NR Cell 2
	
	

	        absThreshSS-BlocksConsolidation
	Not Present
	
	

	        absThreshCSI-RS-Consolidation
	Not Present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.7.1.3.3-5: ReportConfigNR1-A4 (Table 8.2.3.7.1.3.3-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-1423 with condition EVENT_A4

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigToAddModList ::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF ReportConfigToAddMod {
	1 entry
	
	

	  ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	    reportConfigId
	1
	
	

	    reportConfig CHOICE {
	
	
	

	      reportConfigNR SEQUENCE {
	
	
	

	        reportType CHOICE {
	
	
	

	          eventTriggered SEQUENCE {
	
	
	

	            eventId CHOICE {
	
	
	

	              eventA4 SEQUENCE {
	
	
	

	                a4-Threshold CHOICE {
	
	
	

	                  rsrp
	71
	SS RSRP corresponding to -85 dBm
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    reportInterval
	ms1024
	
	

	    reportAmount
	Infinity
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.7.1.3.3-6: RRCConnectionReconfigurationComplete (step 2, Table 8.2.3.7.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-9 with condition MCG_and_SCG



Table 8.2.3.7.1.3.3-7: ULInformationTransferMRDC (steps 4, 5, Table 8.2.3.7.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-27

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransferMRDC ::= SEQUENCE {
	
	
	

	  ul-DCCH-MessageNR-r15
	OCTET STRING including the MeasurementReport message according to Table 8.2.3.7.1.3.3-8
	
	

	}
	
	
	



Table 8.2.3.7.1.3.3-8: MeasurementReport (steps 4, 5, Table 8.2.3.7.1.3.2-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	measurementReport ::= SEQUENCE {
	
	
	

	  measResults SEQUENCE {
	
	
	

	    measId
	1
	
	

	    measResultServingMOList SEQUENCE (SIZE (1..maxNrofServingCells)) {
	
	Report NR Cell 1
	

	      servCellId
	Cell index corresponding to NR Cell 1
	
	

	      measResultServingCell SEQUENCE {
	
	
	

	        physCellId
	Phy cell id corresponding to NR Cell 1
	
	

	        measResult SEQUENCE {
	
	
	

	          cellResults SEQUENCE{
	
	
	

	            resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	pc_ss_SINR_Meas

	
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    measResultNeighCells SEQUENCE (SIZE (1..maxCellReport)) {
	1 entry
	Report NR Cell 2
	

	      measResultListNR SEQUENCE {
	
	
	

	        physCellId
	Phy cell id corresponding to NR Cell 2
	
	

	        measResult SEQUENCE {
	
	
	

	            cellResults SEQUENCE{
	
	
	

	            resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	pc_ss_SINR_Meas

	
	Not present
	
	

	            }
	
	
	

	            resultsCSI-RS-Cell
	Not present
	
	

	          }
	
	
	

	          rsIndexResults
	Not present
	
	

	        }
	
	
	

	        cgi-Info
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.7.1.3.3-9: ReportConfigNR2-A4 (Table 8.2.3.7.1.3.3-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-1423 with condition EVENT_A4

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigToAddModList::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF ReportConfigToAddMod {
	1 entry
	
	

	  ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	    reportConfigId
	1
	
	

	    reportConfig CHOICE {
	
	
	

	      reportConfigNR SEQUENCE {
	
	
	

	        reportType CHOICE {
	
	
	

	          eventTriggered SEQUENCE {
	
	
	

	            eventId CHOICE {
	
	
	

	              eventA4 SEQUENCE {
	
	
	

	                a4-Threshold CHOICE {
	
	
	

	                  rsrp
	66 + delta(NRfs)
	SS RSRP corresponding to  -90dBm
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    reportInterval
	ms1024
	
	

	    reportAmount
	Infinity
	
	

	  }
	
	
	

	}
	
	
	

	NOTE 1: delta(NRfs) is derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3



[End of change]
