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-------- Start of changes --------
6.5A	Output RF spectrum emissions for CA
[bookmark: _Toc21026613][bookmark: _Toc27743864][bookmark: _Toc36197037][bookmark: _Toc36197729]6.5A.1	Occupied bandwidth for CA
[bookmark: _Toc21026614][bookmark: _Toc27743865][bookmark: _Toc36197038][bookmark: _Toc36197730]6.5A.1.0	Minimum conformance requirements
For intra-band contiguous carrier aggregation, the occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum. The occupied bandwidth for CA shall be less than the aggregated channel bandwidth defined in subclause 5.5A.
The occupied bandwidth for CA is defined as a directional requirement. The requirement is verified in beam locked mode on beam peak direction.
The normative reference for this requirement is TS 38.101-2 [3] clause 6.5A.1.
[bookmark: _Toc52196524][bookmark: _Toc52197504][bookmark: _Toc53173227][bookmark: _Toc53173596][bookmark: _Toc61118863][bookmark: _Toc61119245][bookmark: _Toc61119626][bookmark: _Toc67923817][bookmark: _Hlk52185232]6.5A.1.0.0	General
The occupied bandwidth for UL CA is defined as a directional requirement. The requirement is verified in beam locked mode on beam peak direction. In case the CA configuration consists of a single UL CC, the occupied bandwidth requirement defined in subclause 6.5.1 applies.
[bookmark: _Toc52196525][bookmark: _Toc52197505][bookmark: _Toc53173228][bookmark: _Toc53173597][bookmark: _Toc61118864][bookmark: _Toc61119246][bookmark: _Toc61119627][bookmark: _Toc67923818]6.5A.1.0.1	Occupied bandwidth for intra-band contiguous UL CA
For intra-band contiguous UL carrier aggregation, the occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum. The occupied bandwidth for UL CA shall be less than the UL aggregated channel bandwidth defined in clause 5.3A.
[bookmark: _Toc52196526][bookmark: _Toc52197506][bookmark: _Toc53173229][bookmark: _Toc53173598][bookmark: _Toc61118865][bookmark: _Toc61119247][bookmark: _Toc61119628][bookmark: _Toc67923819]6.5A.1.0.2	Occupied bandwidth for intra-band non-contiguous UL CA
For intra-band non-contiguous UL carrier aggregation, the occupied bandwidth requirement is met when the ratio of the transmitted power in all sub-blocks of the UL CA configuration to the total integrated power of the transmitted spectrum is greater than 99%.

-------- End of changes --------



