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Table A.4.1-1: Mission Critical Services general functionality
	Item
	Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	MCPTT Client
	TS 23.179 [9]
	Rel-13
	pc_MCPTTClient
	

	2
	MCPTT Server
	TS 23.179 [9]
	Rel-13
	pc_MCPTTServer
	

	3
	MCVideo Client
	TS 23.281 [13]
	Rel-14
	pc_MCVideoClient
	

	4
	MCData Client
	TS 23.282 [14]
	Rel-14
	pc_MCDataClient
	

	NOTE 1:	TS 23.179 [9] has been superseeded from Release 14 by TS 23.379 [15]



Table A.4.1-2: Mission Critical Services supplementary functionality
	Item
	Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Void
	
	
	
	



[bookmark: _Toc68109179]A.4.2	Additional information
Table A.4.2-1: Additional information
	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of KMS request security 
	TS 33.180 [14] Annex D.2.2 
	N/A
	pc_MCX_KMS_RequestSecurity
	UE applies KMS request security

	2
	The UE is capable of displaying emergency call information to the user
	TS 24.379 [15]
	N/A
	pc_MCX_DisplayInfoEmergencyCall
	

	3
	The UE is capable of letting the user change a pre-established session by MMI
	
	N/A
	pc_MCX_UserInitiatedPreestablishedSessionModification
	

	4
	The UE automatically initiates emergency alert for emergency calls
	
	N/A
	pc_MCX_EmergencyIndWithAlertInd
	In case of an emergency call in addition to the <emergency-ind> the UE automatically sets the <alert-ind> in the mcptt-info to true
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