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<<< START OF CHANGES >>>

Table 4.3.1.2.3.4.13-2: NR Intra-Band contiguous CA configuration CA_n260O (PCC=CC1 and SCC=CC2), SCS=60 120 kHz, nominal channel spacing
	CBW combination
	CC
	CBW
[MHz]
	SCS
[kHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
Note 2
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS
[kHz]
	GSCN
	absoluteFrequencySSB
[ARFCN]
	

	Offset Carrier 
CORESET#0
[RBs]
Note 3
	CORESET#0 Index
(Offset
[RBs])
Note 4
	offsetToPointA
(SIB1)
[PRBs]
Note 4

	50+100
	CC1
CC2
	50
100
	120
	32
66
	Downlink
&
Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 50+100, CC1, CC2 and SCS=120 kHz.

	100+50
	CC1
	100
	120
	66
	Downlink
	Low
	37050
	2229999
	37002.48
	2229207
	0
	120
	22995
	2229499
	2
	2
	0 (0)
	4

	
	
	
	
	
	&
	Mid
	38475
	2253749
	38280.6
	2250509
	102
	
	23078
	2253403
	7
	4
	1 (4)
	220

	
	
	
	
	
	Uplink
	High
	39900.6
	2277509
	39127.32
	2264621
	504
	
	23160
	2277019
	7
	2
	0 (0)
	1012

	
	Channel spacing CC1-CC2=74.4 MHz (Note 1)

	
	CC2
	50
	120
	32
	Downlink
	Low
	37124.4
	2231239
	37101.36
	2230855
	0
	120
	23001
	2231227
	6
	1
	1 (4)
	10

	
	
	
	
	
	&
	Mid
	38549.4
	2254989
	38379.48
	2252157
	102
	
	23084
	2255131
	11
	7
	1 (4)
	226

	
	
	
	
	
	Uplink
	High
	39975
	2278749
	39226.2
	2266269
	504
	
	23166
	2278747
	11
	1
	1 (4)
	1018

	100+100
	CC1
CC2
	100
100
	120
	66
66
	Downlink
&
Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	Note 1:	Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.
Note 2:	CCs are specified in increasing frequency order. CC1 is used as PCell if nothing else is specified in the test case.
Note 3:	The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.
Note 4:	The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-8 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.






<<< Skip unchanged sections >>>

Table 4.3.1.2.3.5.13-2: NR Intra-Band contiguous CA configuration CA_n261O (PCC=CC1 and SCC=CC2), SCS=60 120 kHz, nominal channel spacing
	CBW combination
	CC
	CBW
[MHz]
	SCS
[kHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
Note 2
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS
[kHz]
	GSCN
	absoluteFrequencySSB
[ARFCN]
	

	Offset Carrier CORESET#0
[RBs]
Note 3
	CORESET#0 Index (Offset
[RBs])
Note 4
	offsetToPointA
(SIB1)
[PRBs]
Note 4

	50+100
	CC1
CC2
	50
100
	120
	32
66
	Downlink
&
Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.6-2 for CBW combination 50+100, CC1, CC2 and SCS=120 kHz.

	100+50
	CC1
	100
	120
	66
	Downlink
	Low
	27550.08
	2071667
	27502.56
	2070875
	0
	120
	22446
	2071387
	4
	7
	1 (4)
	22

	
	
	
	
	
	&
	Mid
	27900
	2077499
	27705.6
	2074259
	102
	
	22466
	2077147
	4
	4
	1 (4)
	220

	
	
	
	
	
	Uplink
	High
	28250.52
	2083341
	27477.24
	2070453
	504
	
	22486
	2082907
	11
	0
	1 (4)
	1016

	
	Channel spacing CC1-CC2=74.4 MHz (Note 1)

	
	CC2
	50
	120
	32
	Downlink
	Low
	27624.48
	2072907
	27601.44
	2072523
	0
	120
	22451
	2072827
	8
	2
	0 (0)
	4

	
	
	
	
	
	&
	Mid
	27974.4
	2078739
	27804.48
	2075907
	102
	
	22472
	2078875
	8
	7
	1 (4)
	226

	
	
	
	
	
	Uplink
	High
	28324.92
	2084581
	27576.12
	2072101
	504
	
	22492
	2084635
	3
	4
	1 (4)
	1024

	100+100
	CC1
CC2
	100
100
	120
	66
66
	Downlink
&
Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.6-2 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	Note 1:	Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers. 
Note 2:	CCs are specified in increasing frequency order. CC1 is used as PCell if nothing else is specified in the test case.
Note 3:	The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.
Note 4:	The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-7 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.



<<< END OF CHANGES >>>
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