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<< Beginning of changes>>
6.2.3EC.5	Test requirements
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.3EC.5-1, 6.2.3EC.5-2 and6.2.3EC.5-3.
Table 6.2.3EC.5-1: UE Power Class 3 and 5 test requirements for bands without TC,c (Low/Mid/High range) and bands with TC,c (Mid range) except band 28 and band 71
	Configuration ID
	Power class 3
	Power class 5

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0
	23
	2
	25.7
	20.3
	0
	20
	2
	22.7
	17.3

	2
	1
	22
	2
	25.7
	19.3
	1
	19
	3.5
	21.7
	14.8

	3
	2
	21
	2
	25.7
	18.3
	2
	18
	4
	20.7
	13.3

	4
	1
	22
	2
	25.7
	19.3
	1
	19
	3.5
	21.7
	14.8

	5
	2
	21
	2
	25.7
	18.3
	2
	18
	4
	20.7
	13.3

	6
	0
	23
	2
	25.7
	20.3
	0
	20
	2
	22.7
	17.3

	7
	1
	22
	2
	25.7
	19.3
	1
	19
	3.5
	21.7
	14.8

	8
	2
	21
	2
	25.7
	18.3
	2
	18
	4
	20.7
	13.3

	9
	1
	22
	2
	25.7
	19.3
	1
	19
	3.5
	21.7
	14.8

	10
	2
	21
	2
	25.7
	18.3
	2
	18
	4
	20.7
	13.3

	11
	0
	23
	2
	25.7
	20.3
	N/A

	12
	N/A
	0
	20
	2
	22,7
	17,3

	13
	1
	22
	2
	25.7
	19.3
	1
	19
	3.5
	21.7
	14.8

	14
	0
	23
	2
	25.7
	20.3
	N/A

	15
	1
	22
	2
	25.7
	19.3
	0
	20
	2
	22.7
	17.3

	16
	NA
	1
	19
	3.5
	21.7
	14.8

	17
	2
	21
	2
	25.7
	18.3
	2
	18
	4
	20,7
	13,3

	18
	0
	23
	2
	25,7
	20,3
	N/A

	19
	N/A
	0
	20
	2
	22,7
	17,3

	20
	1
	22
	2
	25,7
	19,3
	1
	19
	3,5
	21,7
	14,8

	21
	0
	23
	2
	25,7
	20,3
	N/A

	22
	1
	22
	2
	25,7
	19,3
	0
	20
	2
	22,7
	17,3

	23
	2
	21
	2
	25,7
	18,3
	2
	18
	4
	20,7
	13,3

	24
	0
	23
	2
	25,7
	20,3
	0
	20
	2
	22,7
	17,3

	25
	1
	22
	2
	25,7
	19,3
	1
	19
	3,5
	21,7
	14.8

	26
	1
	22
	2
	25.7
	19.3
	1
	19
	3.5
	21.7
	14.8

	27
	2
	21
	2
	25.7
	18.3
	2
	18
	4
	20.7
	13.3

	28
	0
	23
	2
	25.7
	20.3
	0
	20
	2
	22.7
	17.3

	29
	1
	22
	2
	25.7
	19.3
	1
	19
	3.5
	21.7
	14.8

	30
	1
	22
	2
	25.7
	19.3
	1
	19
	3.5
	21.7
	14.8

	31
	2
	21
	2
	25.7
	18.3
	2
	18
	4.0
	20.7
	13.3

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1



Table 6.2.3EC.5-1a: UE Power Class 3 test requirements for bands without TC,c (Low/Mid/High range) and bands with TC,c (Mid range) except band 28 and band 71, subPRB allocation
	Configuration ID
	Power class 3

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0.5
	22.5
	2
	25.7
	19.8

	2
	2
	21.0
	2
	25.7
	18.3

	3
	1
	22.0
	2
	25.7
	19.3

	4
	0.5
	22.5
	2
	25.7
	19.8

	5
	0.5
	22.5
	2
	25.7
	19.8

	6
	2
	21.0
	2
	25.7
	18.3

	7
	2
	21.0
	2
	25.7
	18.3

	8
	1
	22.0
	2
	25.7
	19.3

	9
	1
	22.0
	2
	25.7
	19.3

	10
	0.5
	22.5
	2
	25.7
	19.8

	11
	0.5
	22.5
	2
	25.7
	19.8

	12
	2
	21.0
	2
	25.7
	18.3

	13
	2
	21.0
	2
	25.7
	18.3

	14
	1
	22.0
	2
	25.7
	19.3

	15
	1
	22.0
	2
	25.7
	19.3

	16
	0.5
	22.5
	2
	25.7
	19.8

	17
	2
	21.0
	2
	25.7
	18.3

	18
	1
	22.0
	2
	25.7
	19.3

	19
	0.5
	22.5
	2
	25.7
	19.8

	20
	0.5
	22.5
	2
	25.7
	19.8

	21
	2
	21.0
	2
	25.7
	18.3

	22
	2
	21.0
	2
	25.7
	18.3

	23
	1
	22.0
	2
	25.7
	19.3

	24
	1
	22.0
	2
	25.7
	19.3

	25
	0.5
	22.5
	2
	25.7
	19.8

	26
	0.5
	22.5
	2
	25.7
	19.8

	27
	2
	21.0
	2
	25.7
	18.3

	28
	2
	21.0
	2
	25.7
	18.3

	29
	1
	22.0
	2
	25.7
	19.3

	30
	1
	22.0
	2
	25.7
	19.3

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1



Table 6.2.3EC.5-2: UE Power Class 3 and 5 test requirements for bands with TC,c (Low/High range)
	Configuration ID
	Power class 3
	Power class 5

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0
	21.5
	2
	25.7
	18.8
	0
	18.5
	4
	23.2
	13.8

	2
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	3
	2
	19.5
	3.5
	25.7
	15.3
	2
	16.5
	5
	22.2
	10.8

	4
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	5
	2
	19.5
	3.5
	25.7
	15.3
	2
	16.5
	5
	22.2
	10.8

	6
	0
	21.5
	2
	25.7
	18.8
	0
	18.5
	4
	23.2
	13.8

	7
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	8
	2
	19.5
	3.5
	25.7
	15.3
	2
	16.5
	5
	22.2
	10.8

	9
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	10
	2
	19.5
	3.5
	25.7
	15.3
	2
	16.5
	5
	22.2
	10.8

	11
	0
	21.5
	2
	25.7
	18.8
	N/A

	12
	N/A
	0
	18.5
	4
	23.2
	13.8

	13
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	14
	0
	21.5
	2
	25.7
	18.8
	N/A

	15
	1
	20.5
	2.5
	25.7
	17.3
	0
	18.5
	4
	23.2
	13.8

	16
	NA
	1
	17.5
	5
	23.2
	11.8

	17
	2
	19.5
	3.5
	25.7
	15.3
	2
	16.5
	5
	22.2
	10.8

	18
	0
	21.5
	2
	25.7
	18.8
	N/A

	19
	N/A
	
	
	
	
	0

	20
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	21
	0
	21.5
	2
	25.7
	18.8
	N/A

	22
	1
	20.5
	2.5
	25.7
	17.3
	0
	18.5
	5
	24.2
	12.8

	23
	2
	19.5
	3.5
	25.7
	15.3
	2
	16.5
	5
	22.2
	10.8

	24
	0
	21.5
	2
	25.7
	18.8
	0
	18.5
	4
	23.2
	13.8

	25
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	26
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	27
	2
	19.5
	3.5
	25.7
	15.3
	2
	16.5
	5
	22.2
	10.8

	28
	0
	21.5
	2
	25.7
	18.8
	0
	18.5
	4
	23.2
	13.8

	29
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	30
	1
	20.5
	2.5
	25.7
	17.3
	1
	17.5
	5
	23.2
	11.8

	31
	2
	19.5
	3.5
	25.7
	15.3
	2
	16.5
	5
	22.2
	10.8

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1



Table 6.2.3EC.5-2a: UE Power Class 3 test requirements for bands with TC,c (Low/High range), subPRB allocation
	Configuration ID
	Power class 3

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0.5
	21.0
	2.0
	25.7
	18.3

	2
	2
	19.5
	3.5
	27.2
	15.3

	3
	1
	20.5
	2.5
	26.2
	17.3

	4
	0.5
	21.0
	2.0
	25.7
	18.3

	5
	0.5
	21.0
	2.0
	25.7
	18.3

	6
	2
	19.5
	3.5
	27.2
	15.3

	7
	2
	19.5
	3.5
	27.2
	15.3

	8
	1
	20.5
	2.5
	26.2
	17.3

	9
	1
	20.5
	2.5
	26.2
	17.3

	10
	0.5
	21.0
	2.0
	25.7
	18.3

	11
	0.5
	21.0
	2.0
	25.7
	18.3

	12
	2
	19.5
	3.5
	27.2
	15.3

	13
	2
	19.5
	3.5
	27.2
	15.3

	14
	1
	20.5
	2.5
	26.2
	17.3

	15
	1
	20.5
	2.5
	26.2
	17.3

	16
	0.5
	21.0
	2.0
	25.7
	18.3

	17
	2
	19.5
	3.5
	27.2
	15.3

	18
	1
	20.5
	2.5
	26.2
	17.3

	19
	0.5
	21.0
	2.0
	25.7
	18.3

	20
	0.5
	21.0
	2.0
	25.7
	18.3

	21
	2
	19.5
	3.5
	27.2
	15.3

	22
	2
	19.5
	3.5
	27.2
	15.3

	23
	1
	20.5
	2.5
	26.2
	17.3

	24
	1
	20.5
	2.5
	26.2
	17.3

	25
	0.5
	21.0
	2.0
	25.7
	18.3

	26
	0.5
	21.0
	2.0
	25.7
	18.3

	27
	2
	19.5
	3.5
	27.2
	15.3

	28
	2
	19.5
	3.5
	27.2
	15.3

	29
	1
	20.5
	2.5
	26.2
	17.3

	30
	1
	20.5
	2.5
	26.2
	17.3

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1



Table 6.2.3EC.5-3: UE Power Class 3 and 5 test requirements for band 28 and band 71
	Configuration ID
	Power class 3
	Power class 5

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0
	23
	2.5
	26.2
	19.8
	0
	20
	2.5
	23.2
	16.8

	2
	1
	22
	2.5
	26.2
	18.8
	1
	19
	3.5
	23.2
	14.8

	3
	2
	21
	2.5
	26.2
	17.8
	2
	18
	4
	22.7
	13.3

	4
	1
	22
	2.5
	26.2
	18.8
	1
	19
	3.5
	23.2
	14.8

	5
	2
	21
	2.5
	26.2
	17.8
	2
	18
	4
	22.7
	13.3

	6
	0
	23
	2.5
	26.2
	19.8
	0
	20
	2.5
	23.2
	16.8

	7
	1
	22
	2.5
	26.2
	18.8
	1
	19
	3.5
	23.2
	14.8

	8
	2
	21
	2.5
	26.2
	17.8
	2
	18
	4
	22.7
	13.3

	9
	1
	22
	2.5
	26.2
	18.8
	1
	19
	3.5
	23.2
	14.8

	10
	2
	21
	2.5
	26.2
	17.8
	2
	18
	4
	22.7
	13.3

	11
	0
	23
	2.5
	26.2
	19.8
	N/A

	12
	N/A
	0
	20
	2.5
	23.2
	16.8

	13
	1
	1
	19
	3.5
	23.2
	1
	19
	3.5
	23.2
	14,8

	14
	0
	23
	2.5
	26.2
	19.8
	N/A

	15
	1
	22
	2.5
	26.2
	18.8
	0
	20
	2.5
	23.2
	16.8

	16
	N/A
	1
	19
	3.5
	23.2
	14.8

	17
	2
	21
	2.5
	25.7
	17.8
	2
	18
	4
	22.7
	13.3

	18
	0
	23
	2.5
	25.7
	19.8
	N/A

	19
	N/A
	0
	20
	2.5
	23.2
	16.8

	20
	1
	22
	2.5
	25.7
	18.8
	1
	19
	3.5
	23.2
	14.8

	21
	0
	23
	2.5
	25.7
	19.8
	N/A

	22
	1
	22
	2.5
	25.7
	18.8
	0
	20
	2.5
	23.2
	16.8

	23
	2
	21
	2.5
	25.7
	17.8
	2
	18
	4
	22.7
	13.3

	24
	0
	23
	2.5
	25.7
	19.8
	0
	20
	2.5
	23.2
	16.8

	25
	1
	22
	2.5
	25.7
	18.8
	1
	19
	3.5
	23.2
	14.8

	26
	1
	22
	2.5
	25.7
	18.8
	1
	19
	3.5
	23.2
	14.8

	27
	2
	21
	2.5
	25.7
	17.8
	2
	18
	4
	22.7
	13.3

	28
	0
	23
	2.5
	25.7
	19.8
	0
	20
	2.5
	23.2
	16.8

	29
	1
	22
	2.5
	25.7
	18.8
	1
	19
	3.5
	23.2
	14.8

	30
	1
	22
	2.5
	25.7
	18.8
	1
	19
	3.5
	23.2
	14.8

	31
	2
	21
	2.5
	25.7
	17.8
	2
	18
	4
	22.7
	13.3

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1



Table 6.2.3EC.5-3a: UE Power Class 3 test requirements for band 28 and band 71, subPRB allocation
	Configuration ID
	Power class 3

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0.5
	22.5
	2.5
	26.2
	19.3

	2
	2
	21.0
	2.5
	26.2
	17.8

	3
	1
	22.0
	2.5
	26.2
	18.8

	4
	0.5
	22.5
	2.5
	26.2
	19.3

	5
	0.5
	22.5
	2.5
	26.2
	19.3

	6
	2
	21.0
	2.5
	26.2
	17.8

	7
	2
	21.0
	2.5
	26.2
	17.8

	8
	1
	22.0
	2.5
	26.2
	18.8

	9
	1
	22.0
	2.5
	26.2
	18.8

	10
	0.5
	22.5
	2.5
	26.2
	19.3

	11
	0.5
	22.5
	2.5
	26.2
	19.3

	12
	2
	21.0
	2.5
	26.2
	17.8

	13
	2
	21.0
	2.5
	26.2
	17.8

	14
	1
	22.0
	2.5
	26.2
	18.8

	15
	1
	22.0
	2.5
	26.2
	18.8

	16
	0.5
	22.5
	2.5
	26.2
	19.3

	17
	2
	21.0
	2.5
	26.2
	17.8

	18
	1
	22.0
	2.5
	26.2
	18.8

	19
	0.5
	22.5
	2.5
	26.2
	19.3

	20
	0.5
	22.5
	2.5
	26.2
	19.3

	21
	2
	21.0
	2.5
	26.2
	17.8

	22
	2
	21.0
	2.5
	26.2
	17.8

	23
	1
	22.0
	2.5
	26.2
	18.8

	24
	1
	22.0
	2.5
	26.2
	18.8

	25
	0.5
	22.5
	2.5
	26.2
	19.3

	26
	0.5
	22.5
	2.5
	26.2
	19.3

	27
	2
	21.0
	2.5
	26.2
	17.8

	28
	2
	21.0
	2.5
	26.2
	17.8

	29
	1
	22.0
	2.5
	26.2
	18.8

	30
	1
	22.0
	2.5
	26.2
	      18.8

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1



Table 6.2.3EC.5-4: UE Power Class 2 test requirements for bands without TC,c (Low/Mid/High range) and bands with TC,c (Mid range)
	Configuration ID
	Power class 2

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0
	26
	2.0
	28.7
	23.3

	2
	1
	25
	2.0
	28.7
	22.3

	3
	2
	24
	2.0
	28.7
	21.3

	4
	1
	25
	2.0
	28.7
	22.3

	5
	2
	24
	2.0
	28.7
	21.3

	6
	0
	26
	2.0
	28.7
	23.3

	7
	1
	25
	2.0
	28.7
	22.3

	8
	2
	24
	2.0
	28.7
	21.3

	9
	1
	25
	2.0
	28.7
	22.3

	10
	2
	24
	2.0
	28.7
	21.3

	11
	1
	25
	2.0
	28.7
	22.3

	12
	N/A

	13
	1
	25
	2.0
	28.7
	22.3

	14
	2
	24
	2.0
	28.7
	21.3

	15
	0
	26
	2.0
	28.7
	23.3

	16
	N/A

	17
	0
	26
	2.0
	28.7
	23.3

	18
	1
	25
	2.0
	28.7
	22.3

	19
	N/A

	20
	0
	26
	2.0
	28.7
	23.3

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5.
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1



Table 6.2.3EC.5-5: UE Power 2 test requirements for bands with TC,c (Low/High range)
	Configuration ID
	Power class 2

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0
	24.5
	2.0
	28.7
	21.8

	2
	1
	23.5
	2.0
	28.7
	20.8

	3
	2
	22.5
	2.0
	28.7
	19.8

	4
	1
	23.5
	2.0
	28.7
	20.8

	5
	2
	22.5
	2.0
	28.7
	19.8

	6
	0
	24.5
	2.0
	28.7
	21.8

	7
	1
	23.5
	2.0
	28.7
	20.8

	8
	2
	22.5
	2.0
	28.7
	19.8

	9
	1
	23.5
	2.0
	28.7
	20.8

	10
	2
	22.5
	2.0
	28.7
	19.8

	11
	1
	23.5
	2.0
	28.7
	20.8

	12
	N/A

	13
	1
	23.5
	2.0
	28.7
	20.8

	14
	2
	22.5
	2.0
	28.7
	19.8

	15
	0
	24.5
	2.0
	28.7
	21.8

	16
	N/A

	17
	0
	24.5
	2.0
	28.7
	21.8

	18
	1
	23.5
	2.0
	28.7
	20.8

	19
	N/A

	20
	0
	24.5
	2.0
	28.7
	21.8

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5.
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1



Table 6.2.3EC.5-6: UE Power Class 6 test requirements for bands without TC,c (Low/Mid/High range) and bands with TC,c (Mid range)
	Configuration ID
	Power class 6

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0
	14
	2.5
	17.2
	10.8

	2
	1
	13
	2.5
	16.2
	9.8

	3
	2
	12
	3.5
	16.2
	7.8

	4
	1
	13
	2.5
	16.2
	9.8

	5
	2
	12
	3.5
	16.2
	7.8

	6
	0
	14
	2.5
	17.2
	10.8

	7
	1
	13
	2.5
	16.2
	9.8

	8
	2
	12
	3.5
	16.2
	7.8

	9
	1
	13
	2.5
	16.2
	9.8

	10
	2
	12
	3.5
	16.2
	7.8

	11
	N/A

	12
	0
	14
	2.5
	17.2
	10.8

	13
	1
	13
	2.5
	16.2
	9.8

	14
	N/A

	15
	0
	14
	2.5
	17.2
	10.8

	16
	1
	13
	2.5
	16.2
	9.8

	17
	2
	12
	3.5
	16.2
	7.8

	18
	N/A

	19
	0
	14
	2.5
	17.2
	10.8

	20
	1
	13
	2.5
	16.2
	9.8

	21
	N/A

	22
	0
	14
	2.5
	22.7
	17.3

	23
	2
	13
	2.5
	20.7
	13.3

	24
	0
	14
	2.5
	22.7
	17.3

	25
	1
	13
	2.5
	21.7
	14.8

	26
	1
	13
	2.5
	21.7
	14.8

	27
	2
	12
	3.5
	20.7
	13.3

	28
	0
	14
	2.5
	22.7
	17.3

	29
	1
	13
	2.5
	21.7
	14.8

	30
	1
	13
	2.5
	21.7
	14.8

	31
	2
	12
	3.5
	20.7
	13.3

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5.
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1.



Table 6.2.3EC.5-7: UE Power 6 test requirements for bands with TC,c (Low/High range)
	Configuration ID
	Power class 6

	
	MPR (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	0
	13
	2.5
	15.7
	9.3

	2
	1
	11.5
	4
	16.2
	6.8

	3
	2
	10.5
	5
	16.2
	4.8

	4
	1
	11.5
	4
	16.2
	6.8

	5
	2
	10.5
	5
	16.2
	4.8

	6
	0
	12.5
	3.5
	16.7
	8.3

	7
	1
	11.5
	4
	16.2
	6.8

	8
	2
	10.5
	5
	16.2
	4.8

	9
	1
	11.5
	4
	16.2
	6.8

	10
	2
	10.5
	5
	16.2
	4.8

	11
	N/A

	12
	0
	12.5
	3.5
	16.7
	8.3

	13
	1
	11.5
	4
	16.2
	6.8

	14
	N/A

	15
	0
	12.5
	3.5
	16.7
	8.3

	16
	1
	11.5
	4
	16.2
	6.8

	17
	2
	10.5
	5
	16.2
	4.8

	18
	N/A

	19
	0
	12.5
	3.5
	16.7
	8.3

	20
	1
	11.5
	4
	16.2
	6.8

	21
	N/A

	22
	0
	12.5
	3.5
	16.7
	8.3

	23
	2
	10.5
	5
	16.2
	4.8

	24
	0
	12.5
	3.5
	16.7
	8.3

	25
	1
	11.5
	4
	16.2
	6.8

	26
	1
	11.5
	4
	16.2
	6.8

	27
	2
	10.5
	5
	16.2
	4.8

	28
	0
	12.5
	3.5
	16.7
	8.3

	29
	1
	11.5
	4
	16.2
	6.8

	30
	1
	11.5
	4
	16.2
	6.8

	31
	2
	10.5
	5
	16.2
	4.8

	Note 1:	PCMAX,c and T(PCMAX_L,c) are defined in TS 36.101 [2] clause 6.2.5.
Note 2:	TC,c applicability per band is indicated by note 2 in Table 6.2.2EA-1.



<< End of changes>>




