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{Start of changes}
[bookmark: _Toc27475529][bookmark: _Toc29495120][bookmark: _Toc36116166][bookmark: _Toc36118215][bookmark: _Toc36560328][bookmark: _Toc43976825][bookmark: _Toc52213385][bookmark: _Toc60742841][bookmark: _Toc68206019]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
<Unchanged Sections Skipped>
Tx	Transmitter
UE	User Equipment
UL- MIMO	Up Link Multiple Antenna transmission
ULSUP	Uplink sharing from UE perspective
V2X	Vehicle to Everything
<Unchanged Sections Skipped>
[bookmark: _Toc27476135][bookmark: _Toc29495576][bookmark: _Toc36116627][bookmark: _Toc36118676][bookmark: _Toc36560791][bookmark: _Toc43977328][bookmark: _Toc52213917][bookmark: _Toc60743390][bookmark: _Toc68206571]F.1.2	Measurement of transmitter
Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2B.1.1 UE Maximum Output Power for Intra-Band Contiguous EN-DC
	f ≤ 3.0GHz
±0.7 dB, BW ≤ 40MHz
±1.4 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.0 dB, BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±1.3 dB, BW ≤ 20MHz
±1.5 dB, 20MHz < BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz
	

	<Unchanged Sections Skipped>
	
	

	6.5B.1.4_1.2 Occupied bandwidth for Inter-band EN-DC including FR2 (4 CCs)
	TBD
	

	6.5B.1.4_1.3 Occupied bandwidth for Inter-band EN-DC including FR2 (5 CCs)
	TBD
	

	6.5B.1.4D Occupied bandwidth for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
	Same as clause 6.5D.1 in TS 38.521-2 [9]
	

	6.5B.2.1.1 Spectrum emissions mask for intra-band contiguous EN-DC
	Same as clause 6.5.2.2 in TS 38.521-1 [8]
	

	6.5B.2.1.2 Additional spectrum emissions mask for intra-band contiguous EN-DC
	Same as clause 6.5.2.3 in TS 38.521-1 [8]
	

	<Unchanged Sections Skipped>
	
	

	6.5B.5.3 Transmit intermodulation for Inter-band EN-DC within FR1
	Same as clause 6.5.4.3 in TS 38.521-1 [8]
	



<Unchanged Sections Skipped>
[bookmark: _Toc27476140][bookmark: _Toc29495581][bookmark: _Toc36116632][bookmark: _Toc36118681][bookmark: _Toc36560796][bookmark: _Toc43977333][bookmark: _Toc52213922][bookmark: _Toc60743395][bookmark: _Toc68206576]F.3.2	Measurement of transmitter
Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)
	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	6.2B.1.1 UE Maximum Output Power for Intra-Band Contiguous EN-DC
	Same as 6.2.1 in TS 38.521-1 [8]
	

	<Unchanged Sections Skipped>
	
	

	6.5B.1.4_1.2 Occupied bandwidth for Inter-band EN-DC including FR2 (4 CCs)
	TBD
	

	6.5B.1.4_1.3 Occupied bandwidth for Inter-band EN-DC including FR2 (5 CCs)
	TBD
	

	6.5B.1.4D Occupied bandwidth for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
	Same as 6.5D.1 in TS 38.521-2 [9]
	

	6.5B.2.1.1 Spectrum emissions mask for intra-band contiguous EN-DC
	Same as 6.5.2.2 in TS 38.521-1 [8]
	

	6.5B.2.1.2 Additional spectrum emissions mask for intra-band contiguous EN-DC
	Same as 6.5.2.3 in TS 38.521-1 [8]
	



{End of changes}
