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	Reason for change:
	1. According 38.508-1 cl. 7.2.3.1, test frequencies defined in 38.508-1 cl.4.3.1.1 will be directly used in FR1 RRM testing. To be more specific, test frequencies corresponding to Mid range shall be used according to 38.533 annex E.1.2. 

On the other hand, the CORESET #0 reference configurations used in RRM test is defined by RAN4 in 38.133 cl.A.3.1.3 and further referred by RAN5 in 38.533 A.1.2, and CORESET #0 ref. config is incompatiable with 38.508-1 cl.4.3.1.1 on several bands. Take band N79 as an example. 38.508-1 Table 4.3.1.1.1.79-2 indicates that CORESET offset index 1 shall be used(offset = 4RB) according to 38.213 table 13-6 while CORESET #0 reference configuration indicates UE to use index 0 (offset = 0RB).

So we purpose to clarify parameters related to CORESET #0 shall be configured according to reference configuration rather than cl.4.3.1.1.

	
	

	Summary of change:
	1. Clarify that parameters related to CORESET #0 shall be configured according to reference configuration in RRM testing.
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<Start of modified section 1>
7.2.3	Default test frequencies
7.2.3.1	Default test frequencies FR1 NR operating bands
For FR1 NR operating bands the test frequencies for RRM testing are specified in clause 4.3.1.1 except that:.
· Offset Carrier CORESET#0, CORESET#0 Index and offsetToPointA(SIB1) are determined according to the CORESET #0 reference configuration used in RRM testing. CORESET #0 reference configuration are given in TS 38.533 [18] Annex A.1.2.
[bookmark: _GoBack]<End of modified section 1>
