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<Start of modified section>
6.5.3.1	NR SA FR1 SCell activation and deactivation of known SCell in non-DRX for 160ms SCell measurement cycle
Editor’s Notes: The test case is incomplete, the following aspects are either missing or TBD
-	Tcsi_reporting is TBD
6.5.3.1.1	Test purpose
This test is to verify that the SCell activation and deactivation times are within the requirements in TS 38.133 [6] clause 8.3, when the SCell in FR1 is known by the UE at the time of activation.
6.5.3.1.2	Test applicability
This test applies to all types of NR UE from Release 15 onwards.
6.5.3.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.5.3.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.6.5.3.1.
6.5.3.1.4	Test description
6.5.3.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 6.5.3.1.4.1-1.
Table 6.5.3.1.4.1-1: supported test configurations
	Test Case ID
	Description

	6.5.3.1-1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	6.5.3.1-2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6.5.3.1-3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	NOTE:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 6.5.3.1.4.1-2 and Table 6.5.3.1.4.1-3.
Table 6.5.3.1.4.1-2: Initial conditions for known FR1 SCell activation case
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.1-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 6.5.3.1.5-1

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.7.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.1
	

	Exceptions to connection diagram
	- Without LTE link
- For 4Rx capable UEs without any 2Rx RF bands use A.3.2.5.2 for DUT part and A.3.1.8.4 for TE part.
	



<<Unchanged skipped>>

6.5.3.1.5	Test requirement
Table 6.5.3.1.5-1 defines the primary level settings including test tolerances for all tests.
Table 6.5.3.1.5-1: Cell specific test parameters for known FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	T1
	T2
	T3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.1.2

	BWchannel
	Config 1,2
	MHz
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Initial BWP configuration
	
	DLBWP.0.2

	TCI state
	
	TCI.State.0

	TRS Configuration 
	
	TRS.1.1 TDD

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.31 TDD
	
	CCR2.31 TDD
	
	CCR2.31 TDD
	

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC configuration
	
	SMTC.1 

	CSI reporting periodicity
	ms
	5

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	Config 1,2,4,5
	dBm/15kHz
	-104

	
	Config 3,6
	
	-101

	

	dB
	17

	

	dB
	17

	SS-RSRPNote3
	Config 1,2,4,5
	dBm/SCS
	-87

	
	Config 3,6
	
	-84

	SCH_RP Note 3
	dBm/15 kHz
	-87

	Io Note3
	Config 1,2,4,5
	dBm/
9.36MHz
	-58.96

	
	Config 3,6
	dBm/
38.16MHz
	-52.87

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP, Io and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T2.


<End of modified section>
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