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<Start of Changes>
[bookmark: OLE_LINK201][bookmark: _Toc27477872][bookmark: _Toc36226556][bookmark: _Toc44323813][bookmark: _Toc52989995][bookmark: _Toc60823191][bookmark: _Toc60825113][bookmark: _Toc69306010][bookmark: _Toc69309819][bookmark: OLE_LINK207][bookmark: OLE_LINK208]6.2C.2	ΔTIB,c 
For the UE which supports SUL band combination, ΔTIB,c in Tables below applies. Unless otherwise stated, ΔTIB,c is set to zero.
[bookmark: OLE_LINK209][bookmark: OLE_LINK210]Table 6.2C.2-1: ΔTIB,c due to SUL
	Band combination for SUL
	NR Band
	ΔTIB,c (dB)

	SUL_n41-n83
	n41
	0.3

	
	n83
	0.3

	SUL_n78-n80
	n78
	0.8

	
	n80
	0.6

	SUL_n78-n81
	n78
	0.8

	
	n81
	0.6

	SUL_n78-n82
	n78
	0.8

	
	n82
	0.6

	SUL_n78-n83
	n78
	0.8

	
	n83
	0.5

	SUL_n78-n84
	n78
	0.8

	
	n84
	0.3

	SUL_n78-n86
	n78
	0.8

	
	n86
	0.6

	[bookmark: OLE_LINK203][bookmark: OLE_LINK204]SUL_n79-n83
	n79
	0.8

	
	n83
	0.5



Table 6.2C.2-2: ΔTIB,c for SUL band combination (Three bands)
	Band combination for SUL
	NR Band
	ΔTIB,c (dB)

	CA_n1_SUL_n78-n84
	n1
	0.6

	
	n78
	0.8

	
	n84
	0.6

	CA_n28_SUL_n41-n83
	n28
	0.3

	
	n41
	0.3

	
	n83
	0.3

	[bookmark: OLE_LINK205][bookmark: OLE_LINK206]CA_n28_SUL_n79-n83
	n28
	0.5

	
	n79
	0.8

	
	n83
	0.5



[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>

