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Table 4.3.1.1.5.48-1: NR Intra-Band non-contiguous CA configuration CA_n48(2A) without UL CA, SCS=15 kHz, Max Wgap
	SB CBW combination
	SB
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Gap
	Test frequencies and signalling parameters

	CA_n48(2A); n48A (10MHz) + n48A (10-50MHz)

	10+10
	SB1
	10
	52
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=10 MHz

	
	SB2
	10
	52
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=10 MHz

	10+15
	SB1
	10
	52
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=10 MHz

	
	SB2
	15
	79
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=15 MHz

	10+20
	SB1
	10
	52
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=10 MHz

	
	SB2
	20
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=20 MHz

	10+40
	SB1
	10
	52
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=10 MHz

	
	SB2
	40
	216
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=40 MHz

	10+50
	SB1
	10
	52
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=10 MHz

	
	SB2
	50
	270
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=50 MHz

	CA_n48(2A); n48A (15MHz) + n48A (10-50MHz)

	15+10
	SB1
	15
	79
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=15 MHz

	
	SB2
	10
	52
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=10 MHz

	15+15
	SB1
	15
	79
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=15 MHz

	
	SB2
	15
	79
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=15 MHz

	15+20
	SB1
	15
	79
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=15 MHz

	
	SB2
	20
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=20 MHz

	15+40
	SB1
	15
	79
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=15 MHz

	
	SB2
	40
	216
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=40 MHz

	15+50
	SB1
	15
	79
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=15 MHz

	
	SB2
	50
	270
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=50 MHz

	CA_n48(2A); n48A (20MHz) + n48A (10-50MHz)

	20+10
	SB1
	20
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=20 MHz

	
	SB2
	10
	52
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=10 MHz

	20+15
	SB1
	20
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=20 MHz

	
	SB2
	15
	79
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=15 MHz

	20+20
	SB1
	20
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=20 MHz

	
	SB2
	20
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=20 MHz

	20+40
	SB1
	20
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=20 MHz

	
	SB2
	40
	216
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=40 MHz

	20+50
	SB1
	20
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=20 MHz

	
	SB2
	50
	270
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=50 MHz

	CA_n48(2A); n48A (40MHz) + n48A (10-50MHz)

	40+10
	SB1
	40
	216
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=40 MHz

	
	SB2
	10
	52
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=10 MHz

	40+15
	SB1
	40
	216
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=40 MHz

	
	SB2
	15
	79
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=15 MHz

	40+20
	SB1
	40
	216
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=40 MHz

	
	SB2
	20
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=20 MHz

	40+40
	SB1
	40
	216
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=40 MHz

	
	SB2
	40
	216
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=40 MHz

	40+50
	SB1
	40
	216
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=40 MHz

	
	SB2
	50
	270
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=50 MHz

	CA_n48(2A); n48A (50MHz) + n48A (10-50MHz)

	50+10
	SB1
	50
	270
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=50 MHz

	
	SB2
	10
	52
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=10 MHz

	50+15
	SB1
	50
	270
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=50 MHz

	
	SB2
	15
	79
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=15 MHz

	50+20
	SB1
	50
	270
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=50 MHz

	
	SB2
	20
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=20 MHz

	50+40
	SB1
	50
	270
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=50 MHz

	
	SB2
	40
	216
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=40 MHz

	50+50
	SB1
	50
	270
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-1: Low range for CBW=50 MHz

	
	SB2
	50
	270
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-1: High range for CBW=50 MHz



Table 4.3.1.1.5.48-2: NR Intra-Band non-contiguous CA configuration CA_n48(2A) without UL CA, SCS=30 kHz, Max Wgap
	CBW combination
	SB
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Gap
	Test frequencies and signalling parameters

	CA_n48(2A); n48A (10MHz) + n48A (10-100MHz)

	10+10
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	10+15
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	10+20
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	10+40
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz

	10+50
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	50
	133
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=50 MHz

	10+60
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	60
	162
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=60 MHz

	10+80
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	80
	217
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	10+90
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	90
	245
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=80 MHz

	10+100
	SB1
	10
	24
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=10 MHz

	
	SB2
	100
	273
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=100 MHz

	CA_n48(2A); n48A (15MHz) + n48A (10-100MHz)

	15+10
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	15+15
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	15+20
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	15+40
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz

	15+50
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	50
	133
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=50 MHz

	15+60
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	60
	162
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=60 MHz

	15+80
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	80
	217
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=80 MHz

	15+90
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	90
	245
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=90 MHz

	15+100
	SB1
	15
	38
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=15 MHz

	
	SB2
	100
	273
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=100 MHz

	CA_n48(2A); n48A (20MHz) + n48A (10-100MHz)

	20+10
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	20+15
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	20+20
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	20+40
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz

	20+50
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	50
	133
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=50 MHz

	20+60
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	60
	162
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=60 MHz

	20+80
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	80
	217
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=80 MHz

	20+90
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	90
	245
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=90 MHz

	20+100
	SB1
	20
	51
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=20 MHz

	
	SB2
	100
	273
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=100 MHz

	CA_n48(2A); n48A (40MHz) + n48A (10-100MHz)

	40+10
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	40+15
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	40+20
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	40+40
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz

	40+50
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	50
	133
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=50 MHz

	40+60
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	60
	162
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=60 MHz

	40+80
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	80
	217
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=80 MHz

	40+90
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	90
	245
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=90 MHz

	40+100
	SB1
	40
	106
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=40 MHz

	
	SB2
	100
	273
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=100 MHz

	CA_n48(2A); n48A (50MHz) + n48A (10-90MHz)

	50+10
	SB1
	50
	133
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=50 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	50+15
	SB1
	50
	133
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=50 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	50+20
	SB1
	50
	133
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=50 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	50+40
	SB1
	50
	133
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=50 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz

	50+50
	SB1
	50
	133
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=50 MHz

	
	SB2
	50
	133
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=50 MHz

	50+60
	SB1
	50
	133
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=50 MHz

	
	SB2
	60
	162
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=60 MHz

	50+80
	SB1
	50
	133
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=50 MHz

	
	SB2
	80
	217
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=80 MHz

	50+90
	SB1
	50
	133
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=50 MHz

	
	SB2
	90
	245
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=90 MHz

	CA_n48(2A); n48A (60MHz) + n48A (10-80MHz)

	60+10
	SB1
	60
	162
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=60 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	60+15
	SB1
	60
	162
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=60 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	60+20
	SB1
	60
	162
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=60 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	60+40
	SB1
	60
	162
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=60 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz

	60+50
	SB1
	60
	162
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=60 MHz

	
	SB2
	50
	133
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=50 MHz

	60+60
	SB1
	60
	162
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=60 MHz

	
	SB2
	60
	162
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=60 MHz

	60+80
	SB1
	60
	162
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=60 MHz

	
	SB2
	80
	217
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=80 MHz

	CA_n48(2A); n48A (80MHz) + n48A (10-60MHz)

	80+10
	SB1
	80
	217
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=80 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	80+15
	SB1
	80
	217
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=80 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	80+20
	SB1
	80
	217
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=80 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	80+40
	SB1
	80
	217
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=80 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz

	80+50
	SB1
	80
	217
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=80 MHz

	
	SB2
	50
	133
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=50 MHz

	80+60
	SB1
	80
	217
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=80 MHz

	
	SB2
	60
	162
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=80 MHz

	CA_n48(2A); n48A (90MHz) + n48A (10-50MHz)

	90+10
	SB1
	90
	245
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=90 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	90+15
	SB1
	90
	245
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=90 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	90+20
	SB1
	90
	245
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=90 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	90+40
	SB1
	90
	245
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=90 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz

	90+50
	SB1
	90
	245
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=90 MHz

	
	SB2
	50
	133
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=50 MHz

	CA_n48(2A); n48A (100MHz) + n48A (10-40MHz)

	100+10
	SB1
	100
	273
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=100 MHz

	
	SB2
	10
	24
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=10 MHz

	100+15
	SB1
	100
	273
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=100 MHz

	
	SB2
	15
	38
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=15 MHz

	100+20
	SB1
	100
	273
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=100 MHz

	
	SB2
	20
	51
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=20 MHz

	100+40
	SB1
	100
	273
	Downlink & Uplink
	Max
Wgap
	Table 4.3.1.1.1.48-2: Low range for CBW=100 MHz

	
	SB2
	40
	106
	Downlink & Uplink
	
	Table 4.3.1.1.1.48-2: High range for CBW=40 MHz



4.3.1.1.5.49 – 4.3.1.1.5.65	FFS
4.3.1.1.5.66	CA_n66(2A)

